Partridge Lake
Littleton, New Hampshire

Lake and Watershed

Diagnostic Study
FINAL DRAFT COPY

Final Report
Summer 2005

g\ﬁmm’m&
Environmental

Services




Partridge Lake and Watershed
Diagnostic Study
DRAFT FINAL COPY

Final Report
September 2004

New Hampshire Department of Environmental Services
Water Division
Watershed Management Bureau

Biology Section
29 Hazen Drive

Concord, NH 03301
(603)271-2963

www.des.state.nh.us

Amy P. Smagula
Jody Connor
Principal Authors

Michael P. Nolin
Commissioner

Michael Walls
Assistant Commissioner

Harry T. Stewart
Division Director

Paul Currier
Watershed Management Bureau Administrator

Robert H. Estabrook
Chief Aquatic Biologist

—~ N\ DR EE
Environmental

=——__ Services




Printed on Recycled Paper




THELE PAZE vevintitieiest sttt et b e bt e bt et b e nh e b et et benae b enes i
Table Of COMLENLS .. viiueieieeieiiiciicsite ettt et e abe et e et e e e st e e s sbseanbaeeaneseneesraeanes 1ii
LISt OF FIGUIES ...c.eivieieeieee ettt sttt ettt 1t e s s sa e e st e e saeenaesaseem s e esbenaveaseeesbesbeenteaneeas Vi
LISt OF TADIES ...eviveiieiiecieeee ettt et et beetb e et e bt e et e e s re e e s ae e e beeensae e teesabe e viii
LISt Of APPEINAICES ..euvieieeiiiiiiieeie ettt ettt te e e naesse e et e es e asaeeseeebnesmeenaeaneans 1x
F N o1 4 211 O OO TP OU PO PRTUPO X
ACKNOWICAGIMENES. .....vveeeiiecvvieeieeeeieeeeeeeete et b et e et e b e e e ateessasesnteeersaessssesnseesbaeesbeesaneeens Xi
GLOSSAIY ..eouvviiniiiiteeeiee ettt ettt e et ete e s e e ebeeeteesre e e eteestesestaesabe e sesesbaeesaeansaesrbasansaesnsaesebeenneenes Xii
EXECULIVE SUMIMAIY ..ottt sttt et ettt e sate et sanenanenne Xiv
Chapters

1. INTRODUCTION

1.1 PUurpose of StUAY ..c...orviiiiiiie e 1
1.2 Lake and Watershed HiStOry.......ccccvieiiriiriininiieienieecr e 1
1.3 LaKe CharaCteriSTICS .uvveeeiurieiiiiieieieriiie e ceree e e eert e e e e tae b e e e e eeaae e e e e searaeeeeeanraneseans 2
1.4 L0504 T TSSO SRR PPP 2
1.5 Watershed CharaCteriStICS.........coivivvvieiiiiiie ittt eeeennee s eeanes 2
1.6 Soils, Land Cover, and Land Use Patterns.....cocevvovviivviree i 6

1.6.1 Partridge Lake Land USe..........cccoeveeieiieninniirincceee e 6

2. WATER BUDGET

2.1 INEFOAUCHION ...ttt ettt et nae e 1
22 Budget COMPONENLS........coeviriiiiriiirieieeiere e e 1
2.2.1  Precipitation/Evaporation ...........ccceeeeirerieririeiieinene e 1
2.2.2  Tributary Inputs/OUtflOW .......c.ccoevimiieriniiieee e 1
223 Direct RUNOTT .....ooiiiiii e 2
2.2.4 Groundwater Inputs and Recharge.........cccooeevviriiiniinenicneccen, 3
2.3 Water BUAZEL ....oeiiiieeeciee ettt et eetba e e stra e e seree e eateeeens 3

3. TOTAL PHOSPHORUS BUDGET

3.1 INErOAUCEION ...ttt et e et aaesene s 1
3.2 Nutrient Budget COMPONENLS ........cccovuiirieiirieriinerreie e s 1
3.3 Total Phosphorus INPULS ..........cccevuiriiriiriiirieniece et 2
3.3.1 Runoff from Ungauged and Gauged Watersheds ............ccccevevverveeniennnns 4
3.3.2  Nearshore GroundwWater ...........cvcoveririiiriiiiine e 4
3.3.3  PreCiPitation ....coveeceieioeeeiiiiiietee sttt ettt etbe s st esab e aee e 5
3.3.4  Year-round TriDULATIES. ... ..cccoiviirireiieiiieire ettt ba s 5
3.3.5 Internal Phosphorus Loading ........cccccecceeiiiiiiiiniieiiiiceiie e 6
3.4  Total Phosphorus EXPOrts.......cccocceviiiiieniiiiieieieeeee et 7
3.5  Results of Anonymous Septic SYStem SUIVEYS....c...ccoovveereerrieaiieiireeeieseeenieeeens 8

DRAFT Partridge Lake Diagnostic Study
Table of Contents
iii



3.6  In-Lake Phosphorus Concentration...........cccvoueeeeeeiieeiieenieeninieeneesreeeiee s 11
3.7  Trophic Classification.........ccceeieiieriiereeniiie ettt 13
3.7.1 State of New Hampshire Trophic Classification System................c...... 14
3.7.2 Dillion/Rigler Permissible Load Model........cccccoovvnriiinicnicoireniiiene 16
3.7.3 Vollenweider Phosphorus Loading and Surface Overflow Rate
REIAtIONSNIP .vovvieiieiiiicieeie st e 18
3.7.4 Trophic Classification SUMMATY ........cccceoeerieenieenieeriree e 20
AQUATIC ECOLOGY
4.1 In-Lake Data........c.c...... SR PP PRSPPI 1
4.1.1 Temperature and Dissolved OXYEEN......cccovevvvierniriniiiiiiieeeerccieee, 1
4.1.2 pH And Acid Neutralizing Capacity (ANC)......cccoocveririeciereneneeirnenan. 2
4.1.3  COnNAUCIVIEY . vveeiieiiiieiicsee sttt sttt be st e e senes 4
.14 TUIDIAILY.cocieeeiiiiiccece ettt ettt 5
B.1.5  ALZAC .ottt et 6
4.1.6  ChIorophyll-a ......ccoriieiiiieeeeeee e e 8
4.1.7  TIANSPATENCY ..eeeuviiiiirieririrerirereieeeesrtresraeesreesesreeessbareesereeeesbeeessnreessaneas 10
4.1.8  AQUALIC PIANES .c..eeieiieiieieeecr e s 10
4.2 Tributary Data ..ottt 16
421 PHuooi e e s 16
4.2.2  ConAUCLIVILY .c..eeverireiierrere ettt et sie et e nenenee 17
4.2.3  TUIDIAILY..eooieeiirieirec ettt e e 18
4.2.4 Total PhoSPhOTUS ....cccoviiiieiiieieieee e 19

WATERSHED MANAGEMENT AND LAKE PROTECTION

5.1
5.2
53

5.4

5.5
5.6
5.7

INErOAUCTION .....citeeiirie e st eb e sae e be e b e e s ae s 1
Stormwater Management ...........ccooeeverieriinieniecenee e ereenar e sie e ebesen et e enes 2
SEPLIC SYSIEIMS 1.vieviererieieiiecte ettt e e b et ebe e aeesrestnesraereans 6
5.3.1 Wastewater Treatment Considerations and Alternatives...........cccceevernnnns 8
5.3.2 Wastewater Treatment Alternatives SUMmMAary ..........ccceeevvercveervereeeennen. 11
5.3.3 Septage Handling AIErNatives.........ccocvveveerierreierenniecieesre e sne e 11
Land-clearing, Development, and Shoreland Protection .............ccccccvevvvveveenenn.. 11
5.4.1 Minimizing the Impact of Future Development ............ccccevevinencinnnnas 12
5.4.2  Shoreland Protection.......cccvvvereenciiiiiicieccc e 13
543 ZONING ..viiiiiiiiiiiieriteti ettt sttt ettt ebee e e e enaen 14
Beach BEroSIOnN ...cccuceivieiiiiiiciii ettt ettt 17
In-Lake Management- Phosphorus Inactivation ...........ccceevevveiiiiieniereeie e, 18
Other ConSIAErations .......civivvieirieiieecieeiie e e ereeesree e e s rbae e reeeseeentaeseraeens 19
5.7.1 Aquatic Plant Management.........c.ccooueverneeniiiiniiennienire e 19
5.7.2 Public EQUCAION ..c..ccuviiiiiiiiie et e e e e e 20
5.7.3  Future MONIOTINE ... ....ocoiiiriiiiiiiiie et eettre e e e ssiaee e e e et rrae e e eneneeenans 22

DRAFT Partridge Lake Diagnostic Study
Table of Contents
v



Page #

5.8 Lake and Watershed Projects- Assistance and Funding .....oooovvvveeeeveeniveiininenenenn. 22
BIBLIOGRAPHY oottt ettt e e e e e e e e e e e e e e e e e e e e sassssee reeeresenaias B-1
AP PEIN DI CES e et et e e e e e e e e e aara A-1

DRAFT Partridge Lake Diagnostic Study
Table of Contents
\%



Figure 1-1
Figure 1-2
Figure 1-3
Figure 2-1
Figure 2-2
Figure 2-3
Figure 2-4
Figure 3-1
Figure 3-2
Figure 3-3
Figure 3-4
Figure 3-5
Figure 3-6
Figure 3-7
Figure 3-8
Figure 3-9
Figure 3-10
Figure 3-11
Figure 4-1
Figure 4-2
Figure 4-3
Figure 4-4
Figure 4-5
Figure 4-6
Figure 4-7
Figure 4-8a
Figure 4-8b
Figure 4-8c

Partridge Lake Report

List of Figures
Bathymetric Map ......c.coceviioiiiieicierete et 1-4
Base Map...... oo 1-5
Watershed Land Use Map........ooceiiiviiiiiiicieccee e 1-7
Hydrologic INPULS ......cociieriiiecciiceeree e s 2-4
Tributary INPULS ..oeeeie e 2-6
Hydrologic OULPULS. ........oviiiiirieieceiee ettt ettt 2-7
Hydrologic Balance ..........c.cciovuirieoieeiiiieieeie ettt a e 2-7
Partridge Lake Total Phosphorus INputs...........cccoceeviniiiieinininiiece, 3-2
Partridge Lake Runoff Phosphorus Trends. .......c.cccooeviinieiioniiniiiniencinns 3-3
Historical In-lake Total Phosphorus Trends .........ccccooviniiienininicniiiin, 3-7
Percent of Homes/Cottages with Water Using Devices .......cccceeveerveriinnenennnene 3-8

Age of Septic Disposal Systems........ccocovvivieiinienii e 379

Perceived Condition of Septic SYSteM......c.covveviiiieieiieiie e 3-10
Frequency of Septic System Maintenance.........coocevevrveeeeneeeneecienencerennene 3-10
Partridge Lake Summer Total Phosphorus Trends for 2001 .........cccccoverrenennee. 3-12
Total Phosphorus Gradient in Partridge Lake on 12/6/01 ...........ccoeovvirnennnene. 3-13

Dillon-Rigler Model Graph...........cocooiiiiiiiiiiiiii e 3018

Vollenweider Phosphorus Loading and Surface Overflow Rate Relationship.. 3-20

Historical Trend in In-Lake ANC LeVelS .....cccocvirieiiiiiiniiiinicicieneceeccen 4-3
Historical In-Lake Conductivity Trends for Partridge Lake.......coocoeevvevneennennee, 4-5
Relative Percent of Dominant Algal Familities .......cccoovirveiiierieeniiriiiieeeicnes 4-8
Partridge Lake Chlorophyll-a LeVels.........cocviiriiieriiiiiiiiiicneeee s, 4-9
Historical Trends in Chlorophyll-a Concentrations...........cooceervevieceennnnninennns 4-9
Historical Trends in Partridge Lake Clarity.........c.cccocnivvivininiinnincnece, 4-10
Aquatic Plant Zonations..........c.ccccvveeriiiiiienceieseecre e 4-11
Partridge Lake Plant Survey, Summer 1979.......cococovvirevivioiiieieeccee, 4-12
Partridge Lake Plant Survey, Summer 1992........cccocciiiiiiiniiiiieeee, 4-13
Partridge Lake Plant Survey, Summer 2001 ........ccooiviiiiinininiicn, 4-14

DRAFT Partridge Lake Diagnostic Study
List of Figures

Vi



Figure 4-9
Figure 4-10
Figure 5-1
Figure 5-2
Figure 5-3
Figure 5-4
Figure 5-5a
Figure 5-5b

Historical Trends in Tributary Conductivity (VLAP Data).......ccccccccevviirenncnn. 4-18
Historical Phosphorus Results for Partridge Lake Tributaries .........ccoveveeneee. 4-20
Runoff and Erosion from Old Partridge Lake Road ..........cc.ccocevviviniiinicninnns 5-4
Close-Up of Runoff and Erosion from Old Partridge Lake........c.cocoecvivninireenen. 5-4
Shoreline Bank Erosion Road............ocooviiiiiiiiiiiii e 5-4
Diagram of Septic System Layout ..........cccocvvereriiniiniiiniiecneseeecs 5-7
CLEATCULLITIE et eeveeteecte ettt ettt te et ettt estees e e saeesse et e e saearaasreennes 5-13
Wind Erosion from Clearcut...........ccocvvveveniiieneneiieiieee e 5-13

DRAFT Partridge Lake Diagnostic Study
List of Figures

Vil



Table 1-1
Table 1-2
Table 2-1
Table 2-2
Table 2-3
Table 3-1
Table 3-2
Table 3-3
Table 3-4
Table 3-5
Table 3-6
Table 3-7
Table 3-8
Table 3-9
Table 3-10
Table 4-1
Table 4-2
Table 4-3
Table 4-4
Table 4-5a
Table 4-5b
Table 4-5¢
Table 4-6
Table 4-7
Table 4-8
Table 5-1

Partridge Lake Report

List of Tables
MOTrphOMELric DAta.....cvevveeeiiieieieciiciireere e et 1-3
Partridge Lake Watershed Land COVeT..........cccccooevrriiirinnieinieneneeneenieecn 1-8
Partridge Lake Monthly Precipitation.........cccvererceniniineinecniniceccccccen 2-2
Partridge Lake Monthly Evaporation Rates........c..ccccovivviicncninencinciinnn, 2-2
Partridge Lake Hydrologic Budget Table..........cccoevviieiiininiciiie s 2-5
Partridge Lake Total Phosphorus Budget ..........cccoevieeniiiiiieniercene e 3-3
Partridge Lake Watershed Phosphorus EXport .........ccccoovivinivirnnnnecinenicencee 3-4
Average Tributary Total PhOSPhOTUS..........cccveiieieiriieii e 3-5
In-Lake Average Total Phosphorus Concentrations (Ug/L)........c.cccocevvevnrnnnnene. 3-11
Trophic Classification for New Hampshire Lakes and Ponds...........ccccoccenen. 3-15
Trophic Classification of Partridge Lake..........cccccceeeeniiniiiririncenieneeeenin 3-16
Dillon/Rigler Permissible Loading Tolerance ..........ccocovvvevvvereeneeenieenennenieene. 3-17
Dillon/Rigler Trophic Status Calculations for Partridge Lake ...........cccoeeneeee. 3-17
Vollenweider Phosphorus Concentration Prediction............ccceveenvenenncnnenne. 3-19
Partridge Lake Trophic Classification SUmmary.........ccocevvvervrevvenenineeeeennn. 3-21
In-Lake True Mean pH Values for Summer and 2000 ....... [PPSR 4-2
In-Lake Average Conductivity ValUues .........cccccvevveinieiiiiiiire e 4-4
In-Lake Average Turbidity Levels........cccovvrieiiriiniiiieiieseeeeeeeeee e 4-5
Results of Microscopic Analyses for Algae from Summer 2000 ...........cccoceee.e.. 4-7
Partridge Lake Plant Survey, Summer 1982..........coccoiiiiiiiineneeciriee 4-15
Partridge Lake Plant Survey, Summer 1996..........cccccooiviiinininiiniie 4-15
Partridge Lake Plant Survey, Summer 2000..........ccoocinvviiiinnieeiieeeeni 4-15
Tributary True Mean pH ....c.ccoovvviiriiiiiieiiee e 4-16
Tributary ConductiVILy........cveiiiitiiiiiieee et 4-17
Tributary Turbidity......c.ovis v 4-19
Summary of Areas of Concern and Recommendations for Remediation............ 5-1

DRAFT Partridge Lake Diagnostic Study
List of Tables

viil



Appendix

10

11

List of Appendices

Description

Hydrologic Budget Raw Data and Calculations

Nutrient Budget Raw Data and Calculations

Septic System Survey

Temperature and Oxygen Graphs

In-Lake and Tributary Raw Data

Best Management Practices

Minimizing the Impact of Development on Water Resources
Low Impact Development

Shoreland Protection Act: Fact Sheets and Recommended Native
Plantings

Towns of Franklin and Deering Zoning Regulations and Overlays

Perched Beaches

DRAFT Partridge Lake Diagnostic Study
List of Figures
ix



ABSTRACT
The Partridge Lake Diagnostic Study presents twelve months of limnological data and discusses
watershed water quality trends over time. The diagnostic data can be used to determine where problem
areas occur in the watershed, and for information on where to focus remediation efforts.
The following tasks were completed during the study and research phases of this project:

1. Identified the historical and existing water quality of Partridge Lake;

2. Identified the water quality of Partridge Lake’s inflowing tributaries, nearshore
groundwater seepage, and outflow;

3. Developed estimated hydrological and phosphorus budgets for Partridge Lake;

4. Documented sources of phosphorus to the lake;

5. Compared trophic models that classified Partridge Lake;

6. Reviewed many potential non-point sources of phosphorus to the lake;

7. Recommended non-point source Best Management Practices that will help protect the

lake for future generations;

8. Recommended management strategies to minimize nutrient additions to the lake, and
how to protect the lake in the future.

The results and recommendations of the Partridge Lake Diagnostic Study provide a basis for lake
protection through watershed management. Watershed management activities should be the immediate
goals of the lake association, towns, and watershed residents.

Although this project was successful in accomplishing its goals, only upon the implementation of
a watershed management program, which includes phosphorus reduction, will this project be considered
a complete success.
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GLOSSARY OF TERMS
ALGAL BLOOM: A dense concentration of algae due to an increase of nutrients to the water
body, such as phosphorus.
ANOXIC: Lack of oxygen (also, anaerobic).
AQUATIC PLANT GROWTH: The growth of plants living in a water system.

CHLOROPHYLL-a ANALYSIS: Measurement of the chlorophyll-a, which occurs in aquatic
plants and algae.

COLOR: A visual measure of the water color. Decaying organic matter and metals contribute to
water color.

CULTURAL EUTROPHICATION: The addition of nutrients to a water body due to human
activity, including fertilizing, dumping of yard wastes, failing septic systems, and increasing
impervious surfaces and runoff.

CYANOBACTERIA: The blue-green algae.

DECOMPOSITION: The breakdown of an organic substance.

DECOMPOSING BACTERIA: Bacteria which break down organic matter.

DIAGNOSTIC STUDY: An intensive and comprehensive study of a lake and its watershed.

DIMICTIC: Lakes that circulate freely twice a year in the spring and in the fall. They are directly
stratified in the summer and inversely stratified in the winter.

DISSOLVED OXYGEN: The oxygen that is in solution, i.e., dissolved in the water.
EPILIMNION: The upper, well-circulated, warm layer of a thermally stratified lake.

EUTROPHIC: Nutrient rich waters, generally characterized by high levels of biological
production.

EUTROPHICATION: The addition of nutrients to a water body due to the natural aging of the
water body or to human activity.

HYDROLOGIC BUDGET: A compilation of the total water inputs and outputs to and from a
lake.
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HYPOLIMNION: The deep, cold, relatively undisturbed bottom waters of a thermally stratified
lake.

IPWS: Interstitial Pore Water Sampler. This device is used to collect the water held in the pore
spaces of soil.

LIMNOLOGIST: A scientist who studies freshwater ecology.
MESOTROPHIC: Waters containing an intermediate level of nutrients and biological production.

METALIMNION: The middle layer of water in a thermally stratified lake, between the epilimnion
and hypolimnion, where the decrease in temperature with depth is at its greatest.

NITROGEN: A necessary nutrient for life, fixed by some bacteria and plants.
OLIGOTROPHIC: Nutrient poor waters, generally characterized by low biological production.
ORGANIC MATERIAL: Matter making up dead or living organisms.

PHOTIC ZONE: The depth of lake water that receives sufficient sunlight to permit photosynthesis.
PHYTOPLANKTON: Microscopic plant life that float within or on top of lake water.

PLANKTON: General term for plant and animal life that float within or on top of a water body
(see also phytoplankton and zooplankton).

RESPIRATION: The exchange of gases, such as carbon dioxide, between a living organism and its
environment.

STRATIFICATION: The layering of water due to temperature differences (see also epilimnion,
hypolimnion, and metalimnion).

TRANSPARENCY: The clarity of the water, commonly measured with a Secchi disk.

TROPHIC STATUS: The degree of lake aging or nutrient status of a lake (see oligotrophic,
mesotrophic, and eutrophic).

WATERSHED: The total area draining into a lake, including the area of the lake itself. Also
called drainage basin.

ZOOPLANKTON: Microscopic animal life that floats within or on top of a water body.
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EXECUTIVE SUMMARY

1. Introduction

The Partridge Lake Diagnostic Study began in June of 2000, at the request of the
Partridge Lake Association and was completed in May of 2001. The lake’s watershed is located
in the towns of Littleton and Lyman.

The goals of the diagnostic study were to identify and monitor the sources of water and
nutrients (phosphorus) to Partridge Lake, to identify the degree of phosphorus loading, and make
recommendations about lake and watershed management activities to improve lake water quality.

Prior to making recommendations for protective and restorative measures, a fuller
understanding of such processes as lake flushing, watershed land use, and nutrient sources had to
be achieved. To this end, biologists began an intensive study to document the physical, chemical

and biological processes of Partridge Lake.

2. Hydrologic Budget

The hydrologic budget for the gauging period (June of 2000 to May of 2001) provided
estimates of all significant sources of flow into Partridge Lake by gauging the inlets and outlet,
estimating direct surface runoff, and measuring precipitation and evaporation. Direct runoff
provided the greatest input to the lake (30 percent). Groundwater from nearshore seepage
contributed the second largest source of water to Partridge Lake, yielding 29 percent of the water
to the lake. Hydrologic inputs from tributaries were estimated to contribute 26 percent of the
budget. Finally, precipitation contributed 15 percent of the total inputs. Overall, most of the
water enters the lake from overland runoff (56 percent).

Outflow over the dam accounted for 46 percent of the water losses from the lake.
Groundwater recharge represented an estimated 31 percent of the outflow budget for the sample
year. Evaporation accounted for 11 percent of lake water losses, with change in lake storage

accounting for the remaining 12 percent of the hydrologic budget.
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3. Phosphorus Budget

Phosphorus loading, the primary factor limiting algae growth, was determined through
water quality sampling and analysis of many of the sources quantified in the hydrologic budget.
One of the most important goals of this study was to quantify phosphorus inputs to Partridge
Lake.

Study year mean phosphorus concentrations for the inlets to Partridge Lake ranged from
a low of 9 ug/L in tributary H, to a high of 16 ug/L in tributary G. The phosphorus
concentration in tributary G is considered higher than desirable. The mean phosphorus
concentration at the outlet stream was 15 ug/L.

Direct runoff was the greatest contributor of phosphorus to Partridge Lake, contributing
45 percent of phosphorus inputs. Inputs from groundwater seepage provided the next largest
percentage of phosphorus to the lake (30%). Precipitation accounted for 17 percent of nutrient
input to the lake. Year-round tributaries contributed 8 percent of the overall phosphorus loading
from the watershed.  Just over half of the budget (53%) can be influenced by land-based
activities from the Partridge Lake watershed.

In-lake phosphorus concentrations at Partridge Lake ranged from an average of 12 ug/L
in the upper layer (0.1-4 m) during the summer of 2000 to a mean of 293 ug/L in the lower layer
(>10 m). The mean phosphorus concentration in the middle layer (4-10m) was 20 ug/L. Total
phosphorus concentrations in the upper and middle layers fall within the “average” classification
for New Hampshire lakes. Total phosphorus in the bottom layer, however, is considered
“excessive.” As watershed phosphorus inputs are not large enough to account for this high in-
lake concentration, it is most likely caused by internal loading of phosphorus from bottom
sediments.

Three different classification methods were utilized, and their results are compared for
this study. One method classified the lake as mesotrophic, which is in the middle of the trophic
spectrum; however the lake is very close to the eutrophic (most aged) end of the spectrum. The

other two models classified Partridge Lake as eutrophic.
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4, In-Lake and Tributary Data

Partridge Lake is a typical northeastern temperate lake exhibiting temperature-based
stratification into three layers during the summer months. Partridge Lake shows declining
oxygen concentrations below 5 meters, where late summer oxygen concentrations have reached
nearly O mg/L.. Fish species can become impacted when oxygen concentrations drop below 4
mg/L. This low oxygen forces fish out of the cooler deeper waters and into the warmer
shallower waters during the summer months, potentially impacting the health of the fish. Over
time, many lakes will experience anoxic waters deeper in the lake due to the accumulation and
decomposition of organic matter in the lake bottom, but human activities in the lake’s watershed
such as tree clearing, fertilizing lawns, increasing impervious areas, and leaking septic systems
can accelerate the accumulation.

Mean summer pH values for the lake ranged from a high of 7.33 units in the epilimnion
to a low of 6.58 units in the metalimnion. The waters of Partridge Lake would fall within the
“satisfactory” category, meaning the lake is near neutral. The acid neutralizing capacity (ANC)
of the lake was high at 22.4 mg/L as CaCO;, which places the lake in the *“‘not sensitive” category
for acid inputs, meaning- that the lake is able to effectively buffer against acid additions from
precipitation and runoff.

Mean summer conductivity values in Partridge Lake ranged from a low of 77.21
umhos/cm in the epilimnion, to a high of 95.51 umhos/cm in the hypolimnion. These are higher
than the average conductivity value of 56.8 umhos/cm for New Hampshire water bodies, but they
have not increased markedly since Partridge Lake joined the VLAP program.

Overall, turbidity values in the lake were low, with a summer mean of 0.44 NTU in the
epilimnion and 2.55 NTU in the hypolimnion. Turbidity in the hypolimnion was higher than the
NH VLAP mean of 1.0 NTU during summer 2000, however, the range of sample values varied
considerably meaning that one or two higher readings may have skewed the average.

Algal populations during the summer months were comprised of a mix of golden brown
algae and diatoms, dinoflagellate algae, and Cyanobacteria. A depth discriminate analysis of
algal communities showed that Cyanobacteria appear to decline in abundance with depth.
Cyanobacteria were the species of greatest interest because Cyanobacterial blooms have become

a seasonal problem in Partridge Lake. The 2000 in-lake monthly mean summer chlorophyll-a
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concentration in Partridge Lake was 4.45 mg/m’. This falls within the “good” range for algal
abundance. Overall algal abundance has not increased markedly since regular sampling began in
1989 and has actually shown a more stable trend over time.

The mean monthly summer clarity was 5.3 meters. Partridge Lake clarity is higher than
the mean clarity of most lakes and ponds in New Hampshire, and has remained stable since
Partridge Lake joined VLAP.

Plant growth in Partridge Lake is common overall, consisting of lily communities, a few
species of pondweed, and various rushes and sedges. Partridge Lake has currently not been
impacted by exotic nuisance species such as milfoil or fanwort, but it is recommended that the

Weed Watcher Program be continued, as nearby lakes and ponds do have milfoil.

Tributary Data

Mean summer pH values in the tributaries ranged from a low of 6.45 units in tributary L
to a high of 7.43 in tributary H. These pH values are above the state mean and within the
“satisfactory” range for New Hampshire surface waters.

Conductivity values varied between tributaries, with the highest mean value in tributary
G (157.91 umhos/cm), which originates below a large field that is used for dairy cow grazing.
Overall, tributary conductivity values are not within an alarming range.

Tributary turbidities were higher than those in the lake, as is to be expected. Tributary L
had the highest mean turbidity during the study period. Overall, however, there does not appear

to be an excessive amount of sediment entering the lake.

S. Lake and Watershed Recommendations
To create a more intensive and comprehensive protection and preservation strategy for
water resources in Littleton and to help slow the aging process of Partridge Lake, the following

watershed management strategies are recommended:

Stormwater Management and Erosion Control
Since overland runoff (channelized and overland) are the leading sources of both water

and nutrients to Partridge Lake, the Partridge Lake Association and the Town of Littleton Public
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Works should focus on stabilizing runoff ditches, culverts, and basins within the watershed.
Specifically, Partridge Lake Road, South Shore Road, and Old Partridge Lake Road are all areas
in which Best Management Practices should be developed and implemented to minimize erosion.
Riprapping drainage ditches and vegetating settling basins along dirt roads would lessen

sediment transport.

Septic System Management

All of the homes around Partridge Lake are on subsurface systems or holding tanks, and
these systems can be phosphorus contributors to the lake. A survey of residents found that 36%
of the systems around Partridge Lake have reached or exceeded their life span, and roughly 30%
of the nutrient budget from the watershed sources is derived from groundwater seepage. It is
recommended that these systems be replaced. A variety of alternative systems are also available,
such as regional waste treatment, cluster systems, low water flush toilets and gray water flow

reduction. It is recommended that a/l shorefront residents pump their systems every 1-3 years.

Shoreland Protection, Development, and Zoning

The protected shoreland is the area of land between the reference line (high water mark
of the waterbody), to a point 250 feet upslope. To minimize erosion and the input of nutrients, a
well-vegetated buffer should be established and maintained. There is a list of native plants,
shrubs, and trees available for vegetating the shorefront. A well-distributed stand of trees,
shrubs, and groundcover can help maintain a healthy shoreline. Setbacks under the Shoreland
Protection Act for buildings and other such structures should be strictly adhered to.

The Partridge Lake Association and the town of Littleton should work toward enacting
zoning ordinances and an environmental or watershed overlay district that is consistent with the
Shoreland Protection Act. This would not change the zoning for the whole town, but simply for
the delineated watershed area of Partridge Lake. The Comprehensive Shoreland Protection Act
is a good starting point to use as a model in developing guidelines for the overlay. NHDES
recommends that representatives from the Partridge Lake Association and the town of Littleton

form a subcommittee to investigate options for developing zoning ordinances and protective
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overlays for areas near the lake, as well implementing Low Impact Development strategies in the

watershed.

Beach Erosion

To prevent runoff and subsequent erosion from beaches, all sandy areas should be
stabilized by ‘perching’ beaches with a low natural rock wall at the toe of the slope, and
installing a drainage ditch along the upper margin of the beach to divert runoff around the sand,
rather than across the sand. These activities, and any shoreline activities, require a permit from

the NHDES Wetland Bureau.

In-Lake Management — Phosphorus Inactivation

Phosphorus precipitation and sediment inactivation through aluminum salts injection are
lake restoration techniques that can reduce internal phosphorus loading and thereby limit the
growth of algae in the lake. This method of in-lake phosphorus reduction was successful in
Kezar Lake in North Sutton, New Hampshire. It is important to note that all watershed sources
of phosphorus must be eliminated or reduced prior to the use of this technique or they would

counteract the goal of the treatment.

Aquatic Plant Management

With increasing numbers of exotic plant infestations throughout New Hampshire, it is
important that lake association members continue to monitor Partridge Lake for new growths of
exotic plant infestations as part of the NHDES Weed Watcher program. The lake association

should encourage more residents to become volunteer Weed Watchers.

Education

The Partridge Lake Association should continue its activities to educate lake residents
and transient recreationists about shoreland protection and broaden its efforts to encompass
residents within the entire watershed. The Association should also establish a shoreland
vegetation program and encourage the use of new technology efficient marine engines.

Flementary and secondary schools in the town of Littleton can participate in the NHDES
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Interactive Lake Ecology Program. Public education within the watershed is particularly

important as more lake residents begin to convert seasonal homes to year-round residences.

Future Monitoring
The Partridge Lake Association should continue to participate in the Volunteer Lake

Assessment Program, monitoring once a month in the summer.

Lake and Watershed Restoration Projects

Alternative funding sources may be required to implement some of the recommendations
of this report. One possible funding source is the NHDES Nonpoint Source (NPS) Local
Initiative Grant Program. In order to apply for the grant program, you must submit a proposal
the meets the requirements of the annual Request for Proposal, usually issued in early
September. Please contact the NPS Program Coordinator if you are interested in pursuing water

quality improvement funds through this grant program.
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1.0 INTRODUCTION AND WATERSHED CHARACTERISTICS
1.1 Purpose of Study

The Partridge Lake Diagnostic Study began on June 1, 2000 and was completed on May
31, 2001. The study was funded by a Local Lake and Watershed Non-Point Source grant
through NHDES. The Partridge Lake Association provided volunteer monitors throughout the
course of the study. The project was undertaken to provide both limnologists and lake residents
the opportunity to learn more information about the watershed and the lake, as well as to
determine nonpoint sources of pollution to the lake (particularly phosphorus loading).

Partridge Lake is used mostly by lake residents and transient boaters and fishermen. The
Partridge Lake Association has been actively monitoring water quality for over 13 years through
the Volunteer Lake Assessment Program (VLAP). Recently, lake monitors and DES biologists
have noted cyanobacteria blooms, decreased Secchi depth readings, increased chlorophyll-a
concentrations, and decreases in hypolimnetic oxygen concentrations.

The goal of this study was to determine the watershed sources of phosphorus to the lake
and to make recommendations for the overall enhancement and protection of Partridge Lake
through watershed management and/or in-lake restoration. To achieve this, a hydrologic budget
was constructed by measuring water inputs from tributaries, wetfall, direct runoff and
groundwater seepage while outputs were measured at the outlet, through evaporation and
groundwater discharge. A phosphorus budget was then constructed by measuring concentration
of each input and output of the lake to derive a mass balance of phosphorus load (Kg) to the lake.
A series of trophic models were run to aid biologists in trophic lake classification and possible
phosphorus reduction scenarios to improve lake quality. This report summarizes the results of the
study and makes recommendations to improve the quality of Partridge Lake through watershed

management and possible in-lake restorative techniques.

1.2 Lake and Watershed History

Partridge Lake was named after Nathaniel Partridge, an old time resident that once owned
a large amount of the land surrounding the lake.

A few small family businesses were established in the Partridge Lake area beginning

around the 1700s. John Fuller ran a boarding house near Partridge Lake and rented boats and fed
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horses for lake visitors. The Chaffees were farmers in the Partridge Lake area for five
generations, beginning in the late 1700s.

Until the early 1900s, when it became a resort area with private cottages, the lake was
known as Partridge Pond. Partridge Lake has always been filled naturally with trout, and in
1820 John White, hired by Nathaniel Partridge, stocked it with pickerel. The road to Partridge
Lake began across from the Pattenville Schoolhouse, although the start of the road is now
underwater. The remaining part is known as Old Partridge Lake Road.

In 1953, construction of the Moore Dam required 3,500 acres to be flooded with water
from the Connecticut River. The flooding ran almost to Partridge Lake and flooded mostly

agricultural lands.

1.3  Lake Characteristics

Partridge Lake is a naturally occurring lake in northwestern New Hampshire, located in
the town of Littleton. The lake is impounded by a small dam at the southwestern end. Table 1-1
summarizes the characteristics of the lake. A bathymetric (depth) map is shown in Figure 1-1.

A map delineating the watershed boundary can be found in Figure 1-2.

1.4  Climate

The climate of the region is characterized by moderately warm summers, cold, snowy
winters, and ample rainfall. Precipitation in this region is typically acidic. Generally, snow is
present from mid-December until the end of March or early April. Ice-out for the lake is usually

mid-April.

1.5  Watershed Characteristics
The Partridge Lake watershed encompasses an area of approximately 344 hectares (1.33 square
miles). This watershed contains the major lake and several wetland areas. The lake covers 42.05
hectares (103.9 acres), and wetlands comprise approximately 21.8 acres. In addition, there are
four year-round streams, several seasonal streams and several areas of overland seasonal runoff
entering Partridge Lake (see Figures 1-1 and 1-2).

Seasonal runoff, direct runoff, tributary flow, and groundwater seepage contribute to the

hydrologic inputs of Partridge Lake. The inlets and the outlet are shown in Figure 1-1. The outlet

DRAFT Partridge Lake Diagnostic Study Chapter 1 2



stream flows in a southwesterly direction from the lake where it eventually enters Dodge Pond to

the south.
Table 1-1

Morphometric Data

ORI Lake Information/
Morphometric Data

Lake Name Partridge Lake
Town Littleton
County Grafton
River Basin Connecticut
Latitude 44°18°28”N
Longitude 71°53°16”W
Elevation (ft) 846
Shoreline Length (meters) 4,500
Watershed Area (ha) 344
Lake Area (ha) 42.05
Maximum Depth (m) 15.2
Mean Depth (m) 5.8
Volume (m’) 2,434,000
Areal Water Load (m/yr) 3.65
Flushing Rate (yr'") 0.6
Phosphorus Retention Coefficient | 0.71
Lake Type Natural with dam
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Figure 1-1
Partridge Lake Bathymetric Map
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Figure 1-2
Partridge Lake Base Map
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1.6 Soils, Land Cover, and Land Use Patterns

There are three types of rock found in the Littleton area: granite, metamorphic rock
(which often contain minerals such as feldspars, quartz, garnets, and graphite), and slate and
sandstone. Silurian fossils were discovered on September 28, 1870 in the town of Littleton.

Partridge Lake watershed soils are comprised of a mix of Berkshire loams, Marlow and
Peru fine sandy loams, and Tunbridge-Lyman rock outcrops. Loamy sand of the Colton, Adams,
and Waumbek families, and Monadnock and Hermon soils are also found in the watershed. In
general, permeability is rapid throughout the watershed.

The quality of a lake is influenced, in part, by the type of human and natural activities
that occur within the confines of its watershed. Much of the rainwater, snow melt-water and
groundwater found within the watershed will eventually end up in the lake. The downward
migration of the surface and groundwater carries pollutants found in the watershed, including
nutrients such as phosphorus and nitrogen. Inputs of phosphorus to the lake may increase algal
and cyanobacteria growth and accelerate eutrophication.

Increases in developed areas, failed septic systems, the removal of native vegetation
during construction, and increases in impervious surfaces are the most common human activities
that impair lake quality and accelerate cultural eutrophication. Human disruptions of a

watershed will accelerate the degradation of water quality much faster than natural processes.

1.6.1 Partridge Lake Land Use

Data pertaining to existing land use in the Partridge Lake watershed were obtained from a
land use map prepared by the Informational Resources Management Unit at NHDES. The map
was derived from a 1990-1993 Landsat TM image and supplemental data sources. Figure 1-3
illustrates the land use cover in the Partridge Lake watershed. Table 1-2 shows an estimated
breakdown (in acres) of the current land use in the Partridge Lake watershed.

As the figure and table indicate, the predominant land cover type within the Partridge

Lake watershed is forested. The forested portion of the watershed can be characterized as a
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Figure 1-3

Partridge Lake Watershed Land Use Map
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mixed forest, with white pine and eastern hemlock comprising the evergreen component, and

beeches, maples, and oaks comprising the majority of the deciduous trees.

Table 1-2
Partridge Lake Watershed Land Cover (Acres)
Land Use Acreage
Forested 711.42
Lake 103.9
Residential/Commercial 71.8
Wetland 21.8
Active Agriculture 39.81
Cleared/Other 1.11

Forested lands are beneficial in that the rooting systems of the plants and trees take in
excess nutrients from the soil, thereby preventing the likelihood of these nutrients entering the
lake. These rooting systems also provide the added benefit of soil stabilization. The root masses
from the trees and shrubs form a support network, holding soil particles together, thereby
preventing erosion. In addition, forests provide a shading effect around the edge of the lake,
preventing excessive heating of the lake water.

Surface water is the next largest land coverage in the watershed. This category includes
Partridge Lake and the open water or ponded areas of wetland habitats. For the most part,
wetlands in the watershed do not have large areas of open water. Most of the wetlands are
forested or emergent marshes.

Residential development covers a total 71.8 acres of the watershed. Areas of low
intensity residential development occur along nearly the entire shoreline of Partridge Lake.
Development in the Partridge Lake watershed is characterized by seasonal cottages along the
shoreline, with larger year round homes farther back from the lake edge. Recent trends toward
conversion of these seasonal homes to large permanent homes with all modern facilities (i.e.
washing machines, garbage disposals, dishwashers, showers) all lead to an increased load to

septic systems and an increased phosphorus load to the groundwater.
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2.0 WATERBUDGET
2.1 Introduction

The purpose of a water budget is to measure the volume of all water entering and leaving
a lake. Inflows such as tributary flow, overland flow, direct precipitation, and groundwater input
all contribute to the water budget of the lake. The outflow of the lake, evaporation, and areas of
groundwater recharge from the lakebed are all sources of outflow.

Chapters 2 through 4 contain technical scientific methodologies that may require further
reference reading. Please reference the Standard Operating Procedures of the NHDES
Limnology Center and the NHDES Laboratory Services for protocols and methods used for

sampling and analysis.

2.2  Budget Components

2.2.1. Precipitation/Evaporation

The data for the precipitation and evaporation calculations were obtained from the
NOAA weather station in Bethlehem, NH (for precipitation data only) and the NOAA weather
station in Rangely, Maine (for evaporation only) where daily weather trends are recorded. These
are the nearest reliable weather stations to the Partridge Lake area. Tables 2-1 and 2-2
summarize the precipitation and evaporation trends (respectively) during the study year.

The total amount of annual precipitation and evaporation are multiplied by the surface
area of the lake to determine the volume of water that fell directly on the lake, and that

evaporated directly from the lake surface area using the Pan Coefficient for standardization.

2.2.2. Tributary Inputs and Outflow

Tributary inputs, as well as the outlet outflow, are calculated using regression analyses
based on the monthly stream flow readings conducted by NHDES, and on the bi-weekly staff
gauge readings by the Partridge Lake volunteers. Raw data and statistical summaries for the

hydrologic budget can be found in Appendix 1.
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Table 2-1

Partridge Lake Monthly Precipitation (June 2000-May 2001)

Precip

Month Precip (in) Precip (m) Precip (m3) (103m3) Percent
Jun-00 2.43 0.06 25954.10 25.95 8.99
Jul-00 3.58 0.09 38236.91 38.24 13.24
Aug-00 3.29 0.08 35139.50 35.14 12.17
Sep-00 2.37 0.06 25313.26 25.31 8.77
Oct-00 2.28 0.06 24352.00 24.35 8.44
Nov-00 3.41 0.09 36421.19 36.42 12.62
Dec-00 2.35 0.06 25099.65 25.10 8.69
Jan-01 0.09 0.00 961.26 0.96 0.33
Feb-01 2.16 0.05 23070.31 23.07 7.99
Mar-01 2.1 0.05 22536.28 22.54 7.81
Apr-01 1.05 0.03 11214.74 11.21 3.88
May-01 1.91 0.05 20400.14 20.40 7.07
Total 27.03 0.69 288699.32 288.70 100.00

Surface Area= 420,500 m* Precip (m”)=Monthly (m) X Surface area

Table 2-2

Partridge Lake Monthly Evaporation Rates (June-September 2000 & May 2001)
(Pan Coef.)(Lake Surface Area)(Monthly Evap.)

Evap

Total Evap Total Evap Evaporation Evaporation (Pan

Month (in) (m) (m3) (10 *m? ) Coef.)
Jun-00 5.12 0.13 54685.18 54.69 42.11
Jul-00 5.25 0.13 56073.68 56.07 43.18
Aug-00 4.11 0.10 43897.68 43.90 33.80
Sep-00 3.25 0.08 34712.28 34.71 26.73
May-01 5.88 0.15 62802.52 62.80 48.36
Total 23.61 0.60 252171.33 252.17 194.17

Surface area = 420,500 m”

2.2.3. Direct Runoff

Pan Coef =EV(10°m °) X .77

Water that enters the lake from nearshore zones, and that does not enter a tributary, is

referred to as direct runoff. This is estimated by examining the shoreline configuration and

determining the zone where direct runoff may occur. A map is consulted, and a line is drawn

around the shoreline to indicate the zone. Land area is then estimated for that zone. Next, runoff

estimates (in inches) are determined from the examination of the Knox and Nordensen Atlas
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(Knox and Nordensen, 1955). Runoff depth is then multiplied by the area that drains directly to
the lake. Monthly inputs are determined by multiplying this total value by the percent of annual

rainfall for each month.

2.24 Groundwater Inputs and Recharge

Groundwater recharge was estimated from nearshore littoral zone seepage which was
measured through seepage meters installed in the lake bed. Six sites were established in the lake
in varying sediment types and shoreline population densities. Seepage contributions were
calculated by multiplying lake bottom area (area of lake bed from a depth of 10 ft shoreward) by
the seepage rate of the nearest barrel. Seepage discharge was weighted by shoreline

development density and shoreline substrate type.

2.3 Water Budget
Each of the previously detailed components is combined to form a comprehensive water

budget based on the following equation:

Tributary Inputs + Direct Runoff + Groundwater inputs (seepage) + Direct precipitation —
Evaporation — Outflow — Groundwater Recharge = Change in Storage

According to the completed water budget (Figure 2-1 and Table 2-3), inputs from
overland runoff contribute the greatest volume of water to Partridge Lake (30%). This means
that most of the water that enters Partridge Lake has run over the watershed before discharging to
the lake, allowing it to pick up both natural and human introduced contaminants along the way.

Groundwater inputs from nearshore seepage contribute the next largest source of water to
the lake (29%). According to the Soil Conservation Service data, soils are sandy and depth to
bedrock is shallow around most of the watershed, allowing water that infiltrates into the soil to
travel rapidly downgradient to the lake. Additionally, several springs are observed around the
lake edge, disappearing below ground intersecting bedrock and discharging to the lake littoral
zone.

Year-round tributaries contribute the third largest source of water to Partridge Lake
(26%). There are only four tributaries that can be considered year-round in the Partridge Lake

watershed. For the most part, these streams are distributed at fairly equal distances from one
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another around the lake edge, with smaller seasonal streams scattered between each year-round
inlet.

Hydrologic inputs from precipitation that fell directly on the lake surface comprise the
last 15% of the water budget for Partridge Lake. This fraction enters from the atmosphere,

bringing with it particulates and other matter that mix with rainwater and snow.

Figure 2-1
Partridge Lake Hydrologic Inputs

Wetfall
15% Tribs

26%

Groundwater In
29%

Direct Runoff
30%

Precipitation contributions for December through February are added to the March value.
It is assumed that precipitation falling in these months is in the frozen form, and that it is not
mobile until the spring melt.

As for tributary inputs, Tributary J contributed the largest volume of water to Partridge
Lake (32%) over the course of the study year. Tributary A was the next largest contributor
(30%), followed by Tributary G (26%) and Tributary H (12%). Tributary A was the most
consistently flowing stream in the watershed, but it has a narrow, shallow channel and small
subwatershed area that makes this tributary the second largest contributor. All other tributaries
monitored had short periods of no flow during the study, particularly during the summer and fall

period. Figure 2-2 shows the tributary inputs to Partridge Lake.
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Figure 2-2
Partridge Lake Tributary Inputs

26%

The largest outflow of water was from the outlet structure (46%). Groundwater recharge
(estimated by difference) accounted for the second greatest loss of water from the lake (31%).
Evaporation from the lake surface accounted for 11% of the water losses. The change in lake
storage accounted for 12% of the lake volume during the study year (calculated by multiplying
lake level fluctuations by lake surface area at full lake). Figure 2-3 shows the percentages of
outflow from Partridge Lake.

Figure 2-4 illustrates the trends in total inflow versus total outflow for Partridge Lake. In
general, both inputs and outputs follow the same general pattern, and the space between the two
lines is the estimated amount of water held as storage in the lake at a given time during the study
period. Over the course of the study year the lake retained approximately 12% of the overall

volume entering the basin as storage.
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Figure 2-3
Partridge Lake Hydrologic Outputs

Partridge Lake Hydrologic Outflows
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Figure 2-4
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3.0 TOTAL PHOSPHORUS BUDGET
3.1 Introduction

This chapter analyzes the inputs of phosphorus to Partridge Lake. The previous chapter
detailed the components of the lake hydrologic budget. Each component of the hydrologic budget
was multiplied by the phosphorus concentration in the water to calculate the total mass of
phosphorus (Kg) entering and leaving the lake (total phosphorus concentrations exiting the lake
through groundwater recharge and evaporation were not measured).

Only a small amount of phosphorus loading to a lake is needed to aid in plant cell production.
Plants and algae require this nutrient in the photosynthesis process to produce their food. It only
takes a small amount of phosphorus in relationship to other nutrients to produce excess plant and
algae growth and is why phosphorus is referred to as the ‘limiting nutrient’.

Phosphorus can be derived from natural or anthropogenic sources in a watershed.
Phosphorus is a naturally occurring nutrient in our environment. Chemical reactions during
weathering processes result in a release of phosphorus into the soil.  Once the chemical bond is
broken, phosphorus can attach to fine particulates and make their way into the atmosphere from wind
currents. Atmospheric phosphorus reach our lakes as dry or wet deposition. Phosphorus is also tied
up in organic matter (living things) such as animals, plants, insects, and humans.

In addition to natural sources of phosphorus, there are many other human induced
contributions of phosphorus to a lake or pond. Human waste products, dishwashing detergents,
gasoline and fertilizers all contribute varying amounts of phosphorus to our environment.

The nutrient budget is essential in quantifying the sources of phosphorus from the watershed,
the lake and atmosphere. Once the phosphorus load to the lake is quantified, watershed management

projects can be constructed to reduce or eliminate the sources to the lake.

3.2 Nutrient Budget Components
The nutrient budget is based on the same components that were used to develop the water

budget, with the added parameters from wildlife inputs and internal loading inputs, as applicable:
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Tributary Inputs + Groundwater inputs + Direct bulk precipitation + Wildlife
contributions (where appropriate) + Internal Loading from sediments (where appropriate)

— Outflow — Transfer to sediments (where appropriate) = Change in Storage

Using the volumes from the hydrologic budget, many of the calculations in this chapter were
derived by multiplying the average phosphorus concentrations for each input by the volume of water
from each input to yield total phosphorus loading. Calculations and raw data for the nutrient budget
calculations can be found in Appendix 2. Figure 3-1 graphically depicts the loading of phosphorus
to Partridge Lake. Table 3-1 details the total phosphorus inputs to Partridge Lake.

33 Total Phosphorus Inputs

Figure 3-1 depicts the external sources of phosphorus to Partridge Lake from its watershed.
It is important to distinguish between phosphorus sources entering the lake from the watershed,
versus those entering the lake from internal recycling or internal loading. Once all watershed sources
of phosphorus are addressed, attention can be focused on in-lake remediation. The following

discussion focuses on phosphorus sources from the watershed to Partridge Lake.

Figure 3-1
Partridge Lake Total Phosphorus Inputs (Kg/yr)
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Tribs "
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3.3.1 Runoff from Ungauged and Gauged Watersheds

The largest contributor of phosphorus to Partridge Lake is direct runoff from the nearshore
watershed. These inputs accounted for 43% (35.34 Kg TP) of the phosphorus load. A
phosphorus coefficient for each land use was estimated by matching similar land uses at
Partridge Lake to those with a known phosphorus export coefficient in the northeast region.
These land use types and their associated phosphorus export coefficients are shown in Table 3-2.
The direct phosphorus runoff was calculated by multiplying the summed land use area of
ungaged watersheds by the phosphorus coefficient. To determine monthly inputs, this loading
was multiplied by the percent of annual precipitation that fell during that month that would

ultimately mobilize phosphorus movement to the lake.

Table 3-2
Partridge Lake Watershed Phosphorus Export
Land Use Acres Hectares Coefficient Kg/halyr TP Load
Beech/Oak 22.29 9.02 0.20 1.80
Cleared/Other 9.07 3.67 0.50 1.84
Hay/Rotation/Pasture 2.69 1.09 0.60 0.65
Hemlock 48.93 19.80 0.20 3.96
Mixed Forest 70.79 28.65 0.20 5.73
Open Water 20.33 8.23 0.00 0.00
Other Hardwoods 53.39 21.61 0.20 4.32
Paper Birch/Aspen 105.03 42.51 0.20 8.50
Spruce/Fir 0.77 0.31 0.20 0.06
Transportation 13.53 5.48 0.50 2.74
White/Red Pine 70.03 28.34 0.20 5.67
Wetland 3.33 1.35 0.05 0.07
Total 35.34

3.3.2 Nearshore Groundwater

Nearshore, or littoral zone groundwater inputs were the second largest contributor of
phosphorus to Partridge Lake (30% or 23.32 Kg TP). Itis important to note that roughly 36% of the
septic systems near the lake edge are greater than 20 years old (DES data), and could be contributing
phosphorus to the lake. Septic system contributions may also be compounded by the nature of the
area (shallow depth to bedrock and sandy soils). Phosphorus loading from septic system leachate,
coupled with phosphorus release from decaying organic matter, are rapidly picked up in shallow

groundwater moving towards the lake, and are deposited nearshore in groundwater seepage to the
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lake.

3.3.3 Precipitation
Total Phosphorus inputs from wetfall and dryfall precipitation accounted for the third largest
input of phosphorus (18% or 13.1 Kg.) to Partridge Lake Total phosphorus concentrations in

precipitation ranged from 9 ug/L to 115 ug/L, with a mean annual concentration of 40 ug/L.

3.3.4 Year-Round Tributaries
Table 3-3 summarizes the average phosphorus concentrations in the tributaries to Partridge
Lake, as well as the total annual phosphorus load and percent loading.

Year-round tributaries contributed the lowest annual loading of phosphorus to Partridge Lake

(8% or 5.99 Kg).

Table 3-3
Partridge Lake Average Tributary Total Phosphorus Concentrations (ug/L)
(1)
. Mean . Standard Phosph.orus /o ?f Total
Tributary . Median .. Loading Tributary
Concentration Deviation .
(Kg) Loading
A 10 7 5 1.48 25%
G 16 13 8 2.36 39%
H 9 8 4 0.59 10%
J 10 7 9 1.56 26%
Outlet 15 12 9 * *

Tributary G contributed the highest phosphorus load of all measured tributaries in the
watershed (2.36 Kg and 39% of the total phosphorus from gauged tributary loads). TributaryJ
contributed the second highest loading of phosphorus of the tributaries that were monitored
during the study, with 1.56 Kg P and 26% of the tributary loading. Tributary A had mean annual
stream Total Phosphorus concentrations of 10 ug/L, which was the second highest tributary
phosphorus concentration, and contributed the third highest loading of this nutrient (1.48 Kg TP
and 25%). Tributary H had the lowest mean annual concentration of total phosphorus (9ug/L), as
well as the lowest mass loading of phosphorus to the lake of those tributaries studied (0.59 Kg

TP and 10%).
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Figure 3-2 shows the breakdown of contributions from the various tributaries and

subwatersheds around Partridge Lake.

Figure 3-2
Partridge Lake Runoff Phosphorus Contributions

| A
| 1.56 Kg 1.48 Kg

0.59 Kg
10%

3.3.5 Internal Phosphorus Loading

The internal phosphorus load to Partridge Lake is considered significant during certain times
of the year. Over the course of the summer during lake stratification , oxygen becomes depleted
below 5 meters . During stratification, the hypolimnetic concentration of phosphorus increased
greatly , reaching over 200 ug/L in most sampling events during the summer of 2000. Figure 3-3
shows hypolimnetic phosphorus trends since Partridge Lake joined the VLAP program in 1989. The
hypolimnetic phosphorus concentration has been consistently higher than the epilimnetic
concentration, and has been in the category of ‘excessively high’ according to DES rating categories.

This internal loading of phosphorus contributed an estimated 118.13 Kg of'total phosphorus
to Partridge Lake during the study year. This is more than the four watershed sources of phosphorus

contributed over the course of the year.
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Figure 3-3
Historical In-Lake Total Phosphorus Trends
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3.4  Total Phosphorus Exports
There are two natural ways that total phosphorus can be removed from a lake system; either
through out-flowing water from the outlet or through groundwater recharge from the lake. The
remainder of the phosphorus remains in the system, cycling between the organic and inorganic
phases by accumulating in the sediments, being taken up by bacteria, plants and algae, then cycling
through the food web.
Over the course of the study year approximately 13.37 Kg TP was lost through out-flowing
water over the spillway of the lake. The remaining 300.61 Kg TP was retained in the system, with

some possibly leaving through groundwater recharge (which was not measured in this study).

3.5  Results of Anonymous Septic System Survey

An anonymous septic system survey was conducted of the Partridge Lake shoreline and
watershed residents during the summer of 2001. Septic system condition is often a controversial
topic around lakes, especially since a lot of systems are aging or inadequate. Some individuals feel
uncomfortable admitting the state of their septic system, and likely would not respond when asked to
provide their name with the information about their system, others simply do not know where their

waste products end up . As a result, the septic survey was conducted in an anonymous manner so as
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to obtain at least a representation of the current conditions of the majority of systems in the vicinity
of Partridge Lake. A copy of the septic system survey is included in Appendix 3. Approximately 77
anonymous surveys were mailed, and 42 completed responses were received. The return rate was
55%. The following discussion summarizes the results that were received.

According to the returned surveys, 29% of the people responding to the survey represented
year-round homes on the lake, and 71% represented seasonal cottages. This is significant because
the septic systems of seasonal cottages should be upgraded when cottages are converted to year-
round dwellings. With today’s high volume water using machines (dishwashers, garbage disposals,
water softeners, and washing machines), septic systems ultimately receive higher volumes of water
and waste than originally intended. Of those responding to the survey, one quarter (26%) have
washing machines, 26% have dishwashers, and 11% have garbage disposals. Only three percent had
water softeners. Encouragingly, over 1/3 of those responding indicated they had none of these water
using devices. While laws have banned the use of phosphates in household cleaning products, the
law did not address automatic dishwasher detergents which contain very high phosphorus

percentages. Figure 3-4 depicts the breakdown of common water-using devices in nearshore homes.

Figure 3-4
Percent of Homes/Cottages with Water Using Devices

Washing
None of the Machine
abowe 26%

34%

Garbage
Disposal
11%

Water Softener¥
3%

Dishwasher | ‘

26% ‘

The approximate age of septic systems around the lake ranged from less than 5 years old to

greater than 25 years old. The estimated life span of a state approved septic system is between 15
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and 20 years, providing that the system is used within the design specifications. Thirty-four percent
of those responding to the survey said their septic system was less than 10 years old. Fifteen percent
said their system was between 10-15 years, 12% between 15-20 years, 22% between 20-25 years, and
2% were greater than 25 years old. Fifteen percent of the responders said that they did not know the
age of their septic systems. In the evaluation of these results, approximately 36%, or just over one-
third, of the responders indicated that their septic systems had reached or exceeded the estimated
normal life expectancy for approved systems. Figure 3-5 summarizes the responses from the survey
questions.

Figure 3-5
Age of Sewage Disposal System

Greater than 25
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To determine the perceived health of the systems, the participants in the survey were asked to
rate the condition of their septic system. Figure 3-6 summarizes the responses to this question.
Eighty-five percent of those responding believed that their system was in good condition. Nine
percent indicated that their septic system was in moderate condition, and only 5% indicated that their
septic system was in poor condition. When asked if they have experienced problems with their
system, everyone that participated in the survey indicated that they did not have problems with their

system.

Partridge Lake Diagnostic Study Chapter 3 Page 9



Figure 3-6
Perceived Condition of Sewage Disposal System
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To alleviate problems, and to intercept a problem before it occurs, it is recommended that

those living along the lake edge have their systems pumped and inspected every one to three years.

Beyond the tier of cottages and homes immediately along the lake edge, it is recommended that

residents pump their systems every 5 years. During pumping, the service person can inspect the

system for any problems, and determine loading to the system. Referencing Figure 3-7,

encouragingly, over half (57%) of those responding to the survey indicated that they have their

system pumped every 1-3 years. Twenty-one percent have their system pumped every 3-5 years, nine

percent every 10 years, and only 7% have never had their system pumped.

Figure 3-7
Frequency of Pumping for Sewage Disposal Systems
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3.6 In-Lake Phosphorus Concentrations

Phosphorus is an essential element for plant growth and is the limiting nutrient that regulates
the productivity of New Hampshire lakes. Much effort in controlling lake eutrophication has been
directed toward controlling the phosphorus load to a lake. Unacceptable levels of phosphorus are
often associated with human activities, and it appears that in most cases the removal or reduction of
phosphorus load to a lake will lower algal productivity in lakes. NHDES has observed this result at
both Beaver Lake ,Derry and Kezar Lake, North Sutton. The total phosphorus range for the summer
epilimnetic values for New Hampshire lakes ranges between <1 and 121 ug/L, with a median value

of 12 ug/L. Table 3-4 lists Mean phosphorus concentrations for the in-lake station at Partridge Lake.

Table 3-4
Mean In-Lake Total Phosphorus Concentration (ug/L)
Sample Depth Mean Median ;t:‘?i:;:;(;
Epilimnion (surface layer) 12 11 4
Metalimnion (middle layer) 20 13 . 14
Hypolimnion (bottom layer) 293 228 149

The epilimnetic phosphorus concentrations of Partridge Lake falls within the ‘mean’ range
for New Hampshire lakes and ponds (mean concentration of 12ug/L). Total phosphorus
concentration in the metalimnion also fall within the mean range, with the mean concentration of 20
ug/L. The phosphorus in the bottom layer is considered ‘excessive’, with a summer mean
phosphorus concentrations of 293 ug/L (greater than 40 ug/L is classified as excessive). There was a
large degree of deviation in the bottom total phosphorus readings, due to the elevated phosphorus
concentration measured late in the summer.

The data show that as the summer progresses, internal phosphorus loading from the bottom
sediments is a major factor in the lake’s nutrient budget. Internal loading occurs when the bottom of
the lake loses oxygen, causing a chemical reaction in the sediments that ultimately results in the
release of phosphorus to the water column. As the bottom waters lose oxygen during the summer
months (according to the summer 1998 data), internal loading occurs. Figure 3-8 depicts in-lake

total phosphorus concentration trends.
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Figure 3-8
Partridge Lake Summer Total Phosphorus Trends (Log scale)
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This internal loading process adds to the overall phosphorus available for algae growth in the
lake, which is likely the cause of the occasional algae bloom that Partridge Lake has experienced in
recent summers. Figure 3-9 illustrates a total phosphorus gradient in Partridge Lake on December 6,
2001. Even though the lake is fully mixed during this time of the year, as evidenced by a
temperature profile, there is still an increase in total phosphorus in the bottom two meters. This may
suggest that a chemocline, a chemical stratification layer, is present in the lake. The chemocline can
be the result of a chemical gradient (likely sulfate in Partridge Lake) that is present despite the well
mixed water column as evidenced by a fairly stable temperature profile (5.7°C to 6.2°C from 15m to
0.1m). The presence of a chemocline prevents full mixing of the water column so that elevated

phosphorus concentrations persist throughout the year in the bottom layers.
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Figure 3-9
Total Phosphorus Gradient in Partridge Lake on 12/6/01
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3.7  Trophic Classification

Trophic classification through modeling allows biologists to determine the classification of a
lake or pond based on a number of parameters. In the following cases, in-lake nutrient levels,
oxygen levels, clarity, flushing rate, nutrient retention time and other factors are considered to gauge
the current condition of Partridge Lake. The use of more than one model is important as the models
differ on the parameters used to determine trophic classification. Trophic states of ponds can range
within and between three basic categories: oligotrophic , mesotrophic, and eutrophic. Each of these
terms is defined in the glossary of this report. Lakes and ponds and their trophic states are typically
not static over time but rather are subject to the internal characteristics of the pond and especially the

watershed that surrounds the pond.
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Trophic classifications overall, however, do not typically change rapidly, unless the
waterbody in question is very heavily impacted by point and non-point sources of pollution from the
watershed. Most lakes can easily maintain the same trophic condition for hundreds of year.
Unfortunately, some of our New Hampshire lakes have only recently experienced shifts in trophic
condition due to uncontrolled developments in their watersheds, increased nutrient loads that create
increased algal densities , and filling in the lake bottom with sediment and organic debris.

Following is a review of three models that were used to evaluate the trophic status of

Partridge Lake.

3.7.1. State of New Hampshire Trophic Classification System

The classification system developed by the DES Biology Section (Table 3-5) utilizes four
parameters, including dissolved oxygen concentration in the bottom layer of the lake, clarity, plant
abundance, and the chlorophyll-a concentration of the water.

Table 3-6 presents the calculated value of each classified parameter for the 1979 and 2000
summer surveys of Partridge Lake. In 1979, Partridge Lake received a total of 9 trophic points,
placing it within the mesotrophic range.

In 2001, it received 11 trophic points and was again classified as mesotrophic. Two more

trophic points would have put the lake over the edge into the eutrophic category.
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Table 3-5

Trophic Classification System for New Hampshire Lakes and Ponds

volume

1. Summer Bottom Dissolved Oxygen: Trophic Points
a. D.O. >4 mg/L 0
b. D.O. =1 to 4 mg/L & hypolimnion volume < 10% lake volume 1
c. D.O.=1to4 mg/L & hypolimnion volume > 10% lake volume 2
d. D.O. <1 mg/L in < 1/3 hypolimnion volume & hypolimnion volume < 10% lake 3
volume

e. D.O. <1 mg/L in > 1/3 hypolimnion volume & hypolimnion volume < 10% lake 4
volume

f. D.O. < | mg/L in < 1/3 hypolimnion volume & hypolimnion volume > 10% lake 5
volume

g. D.O. <1 mg/L in > 1/3 hypolimnion volume & hypolimnion volume > 10% lake 6

2. Summer Secchi Disk Transparency:

Trophic Points

a. > 7 meters 0
b. > 5 to 7 meters 1
c. >3 to 5 meters 2
d. > 2 to 3 meters 3
e. > | to 2 meters 4
f. > 0.5 to 1 meter 5
g. <0.5 meter 6
3. Aquatic Vascular Plant Abundance: Trophic Points
a. Sparse 0
b. Scattered !
¢. Scattered/Common 2
d. Common 3
e. Common/Abundant 4
f. Abundant 5
g. Very abundant 6
4. Summer Epilimnetic Chlorophyll-a (mg/m*): Trophic Points
a. <4 0
b. 4to<8 \
c. 8to< 12 2
d. 12to<18 3
e. 18to<24 4
f. 24t0< 32 5
g =32 6

Trophic Points
Trophic Classification  Stratified  *Unstratified

Oligotrophic 0-6 04
Mesotrophic 7-12 5-9
Eutrophic 13-24 10-18

*Unstratified lakes are not evaluated by the bottom dissolved oxygen criterion.
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Table 3-6
Trophic Classification of Partridge L.ake Using NH Classification Methods

Trophic Classification — Summer 1979

Parameter Value Trophic Points
Dissolved Oxygen 0.25 mg/L >

Secchi Disk 5-0m I

Plant Abundance Common 3
Chlorophyll-a 1.92 mg/m3 0
Classification : Mesotrophic Total =9
Trophic Classification- Summer 2000

Parameter Value Trophic Points
Dissolved Oxygen 0.88 mg/L >

Secchi Disk 531 m I

Plant Abundance Common/Abundant 4
Chlorophyll-a 4.45 I
Classification : Mesotrophic/Eutrophic Total =11

3.7.2 Dillon/Rigler Permissible Loading Model

Mathematical models can also be useful both in diagnosing lake problems and in evaluating
potential solutions. They represent, in quantitative terms, the cause-effect relationships that
determine lake quality. The Dillon/Rigler Model classifies a lake as oligotrophic, mesotrophic or
eutrophic by comparing calculated annual loadings with permissible annual loadings. The tolerance
of the lake to phosphorus loading is predicted as a function of two lake characteristics, mean depth
(z) and water retention time (T), which has been proven by several researchers to be the primary
determinants of loading permissibility.

Table 3-7 shows the relationship between these two lake characteristics.
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Table 3-7

Dillon/Rigler Permissible Loading Tolerance

High Phosphorus Loading Tolerance

Low Phosphorus Loading Tolerance

Large mean water depth

Small mean water depth

Rapid flushing rate

Slow flushing rate

High P retention coefficient

Low P retention coefficient

Thus, trophic status is set by existing values for these parameters and annual phosphorus

loading. Table 3-8 presents the Dillon/Rigler trophic status calculations for Partridge Lake.

Table 3-8

Dillon/Rigler Trophic Status Calculations for Partridge Lake
Parameter Calculation
Lake area (m?) 420,500
Mean depth (m) 5.8
Total loading (kg) 195.85
Flushing rate (yr™) 0.6
Water retention time (yr) (T) 2.86
P retention coefficient (R) 0.71
Total areal loading (g/m*yr) (L,) 0.46
LT (1-R) (g/m?)
Where:
L= Areal Phosphorus Load
T= Water retention time (y) 0.387
R= Phosphorus retention coefficient )

Figure 3-10 is a graphical representation of the Dillon/Rigler model showing trophic zones,
plotted on axes of mean depth and areal loading (Table 3-8) with the data point showing the trophic
status of Partridge Lake. The solution of the Dillon/Rigler equation for Partridge Lake data shows
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the existing trophic status of the lake as borderline eutrophic. This trophic determination is based on

the amount of phosphorus loading the lake receives.

Figure 3-10
Dillon/Rigler Model
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3.7.3. Vollenweider Phosphorus Loading and Surface Overflow Rate Relationship

The Vollenweider model is based on a five-year study involving the examination of
phosphorus load and response characteristics for about 200 waterbodies in 22 countries in Western
Europe, North America, Japan and Australia (Vollenweider, 1975).

Vollenweider developed a statistical relationship between areal annual phosphorus loading
(Lp) to a lake normalized by mean depth (Z) and hydraulic residence time (T), to predict lake

phosphorus concentration (P). Table 3-9 summarizes the Vollenweider model parameters for the
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Partridge Lake sample year.

Table 3-9
Vollenweider Phosphorus Concentration Prediction
Parameter Equation Partridge Lake
1. Hydraulic residence time (T) _r
Q 2.86
2. Surface overflow rate (qs) s Z
1 T 2.02
3. Areal phosphorus load (Lp) Ip= Pload
lake surface area 0.46
4. Mean depth (Z) measured 5.8m
5. Phosphorus concentration prediction (P)
@4 } z
qs 0.465

Where V=lake volume, Q=lake discharge, z=mean depth, Pload= P loading as determined in this study

Figure 3-11 graphically portrays the measured loading rates for Partridge Lake and compares
Partridge Lake with other New Hampshire Diagnostic/Feasibility studies.
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Figure 3-11
Vollenweider Phosphorus Loading and Surface Overflow Rate Relationship
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Based on the calculations, it can be seen that Partridge Lake falls within the eutrophic classification

according to the Vollenweider model.

3.7.4 Trophic Classification Summary
A summary of the three classification schemes utilized in this study (Table 3-10) shows that
the New Hampshire lake classification system classifies Partridge Lake as mesotrophic. The

Dillon/Rigler model classifies the lake as eutrophic, as does the Vollenweider Phosphorus Loading

model.
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Table 3-10
Partridge Lake Trophic Classification Summary

Classification Model Trophic Status
1. New Hampshire Lake Classification Mesotrophic
2. Dillon/Rigler Eutrophic

3. Vollenweider Eutrophic

It is imperative to continue to monitor inflowing sources of water and to manage watershed
areas with a conscientious effort because they are capable of changing the trophic class of the lake.
The key is to prevent excess nutrient loading from impacting the lake, which will be discussed in

more detail in Chapter 5.
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40 AQUATIC ECOLOGY

4.1 In-Lake Data

4.1.1 Temperature and Dissolved Oxygen

Temperature is measured to determine the degree of lake stratification. In the summer
months the surface water temperatures rise. Since this water is less dense (or lighter), it floats on
top of the cooler, heavier water below. Swimmers may have noticed this occurrence when
diving deep into the lake and encountering cool water.

Because of density differences, these layers do not mix throughout the summer. Each
layer, including a middle layer of rapidly changing temperatures (the metalimnion/thermocline)
is physically, chemically and biologically different than the other two. This layering breaks up
in the fall when the top layer cools and begins a circulation process. With the formation of a
solid ice layer another winter inverse stratification occurs under the ice, followed by another full
mixing of the entire water column after ice out in the spring. Warmer temperatures begin the
formation of a new lake stratification, usually leading to a thermally stratified lake by mid to late
May.

Stratification, or layering, is typical for a lake with the size and depth of Partridge Lake.
Summer temperatures near the surface for the study period averaged approximately 70° F, and
bottom temperatures averaged approximately 43° F.

Oxygen concentrations are very important to the chemical and biological processes that
take place in the lake. Oxygen enters a lake from the atmosphere and from wind and wave
action. Plants in the lake also produce oxygen. Fish, insects, and other organisms rely on
oxygen for their survival. For example, bacteria use up oxygen at the bottom of the lake as they
break down organic material. Because of summer stratification, new oxygen from the
atmosphere cannot be mixed to the bottom of the pond to replenish the supply. Decreased
oxygen lower in the water column can result in decreased fish habitat in a lake. Decreases in
oxygen also result in a process called internal loading, which is the release of phosphorus, a
limiting nutrient from the sediments into the overlying water, thereby enriching the lake from
within.

In-lake oxygen profiles were sampled once per month from June through September
2000. Partridge Lake showed signs of declining oxygen concentrations below 5 meters as the

summer progressed, where oxygen concentrations reached nearly 0 mg/L. Even in the early part
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of the summer (May and June), oxygen was depleted in the lower depths. This continued into
July, with the lowest readings occurring in August and September.

This continued trend in low oxygen concentrations is due to the accumulation of organic
matter in the lake bottom, providing plenty of food for oxygen-using bacteria. Decaying plant
material, algae, leaf litter, animal waste products, and debris from the surrounding watershed all
contribute to the accumulation of organic material in the bottom of the lake. These are all natural
processes, but activities in the lake’s watershed, like tree clearing, lawn fertilizing , increasing
impervious areas from development, and leaking septic systems can accelerate the accumulation.

Temperature and oxygen profiles and raw data can be found in Appendix 4.

4.1.2 pH And Acid Neutralizing Capacity (ANC)

The pH scale ranges from 0 — 14 units with a pH of 7 units being a neutral value. “Pure”
water has a pH of 7 units. Most New Hampshire lakes are slightly acidic, with pH values
between 6 and 7 units. When the pH falls between 6.0 and 5.5 units, the waters are considered
endangered. Lakes with pH units of 5.4 to 5 are considered in the critical range, and below this
point, lakes are considered acidified. Table 4-1 summarizes the true mean and median pH of

Partridge Lake during the summer of 2000.

Table 4- 1
In-Lake True Mean and Median pH Values for Summer 2000
Standard
Sample Depth Mean Median Deviation
Epilimnion (surface layer) 7.33 7.33 0.12
Metalimnion (middle layer) 6.58 6.57 0.02
Hypolimnion (bottom layer) 6.59 6.6 0.02

The true mean pH of the epilimnetic waters was slightly above neutral during the summer
of 2000 sampling period, meaning that the upper layer of the lake is slightly basic. The pH
decreased slightly with increased depth in the lake, dropping to pH 6.58 in the middle layer. The
bottom layer of the lake was similar to the middle layer, at pH 6.59. The pH of lakes is typically
lower at the bottom due to microbial activity and other chemical processes.

The waters of Partridge Lake would fall within the ‘satisfactory’ category, meaning that

the lake is neutral. When the pH of a waterbody becomes too low, fish, insects, and other
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aquatic life can be threatened. For the most part, the pH of Partridge Lake has remained within
the same range since 1989, when the lake association began monitoring Partridge Lake with the
Volunteer Lake Assessment Program (VLAP).

The Acid Neutralizing Capacity (ANC) is the capacity of water to neutralize acid inputs.
This concept is much like the use of an antacid tablet to buffer acid reflux in the stomach. New
Hampshire lakes are generally low in ANC (ranging from 2 to 20 mg/L of CaCOs). This is due
in part to the State’s granite bedrock, which contains few of the compounds that buffer acids
(like calcium). As a result, New Hampshire lakes have a poor buffering capacity, and thus are
more susceptible to acid rain than lakes with a higher acid neutralizing capacity. Acid
neutralizing capacity was only measured in the upper water layer.

The mean ANC value for the epilimnion of Partridge Lake during the 2000 study year
was 22.4 mg/L (median of 22.7 mg/L) as calcium carbonate. This places the lake within the ‘not
sensitive’ category to acid additions. This means the lake is able to effectively buffer against
acid additions from precipitation and runoff. This reading is much higher than the mean of lakes
and ponds in New Hampshire (epilimnetic mean of 6.4 mg/L as calcium carbonate). Figure 4-1

shows the trend in epilimnetic ANC levels in Partridge Lake over time.

Figure 4-1
Historical Trends in In-Lake ANC Levels (from VLAP) data
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4.1.3 Conductivity

Specific conductance (conductivity) is a measure of the capacity of water to conduct an
electrical current. The soft waters of New Hampshire generally have a low conductance relative
to highly mineralized waters found in some parts of the country. The conductance of water is
related to the presence of dissolved solids, such as salts and metals, and thus is usually higher in
sewage and heavily impacted areas than in natural waters. Table 4-2 summarizes the mean
conductivity values of Partridge Lake. The mean conductivity for New Hampshire lakes and

ponds is 56.8 umhos/cm.

Table 4-2
Summer 2000 In-Lake Mean Conductivity Values (umhos/cm)
Sample Depth Mean Median g‘;ﬁ:ﬁgg
Epilimnion (surface layer) 77.21 76.84 0.81
Metalimnion (middle layer) 87.07 86.26 2.24
Hypolimnion (bottom layer) 95.51 93.38 4.88

The mean conductivity values for Partridge Lake are higher than the mean for New
Hampshire lakes and ponds. Anthropogenic activities, such as land use practices, old and failing
septic systems, road salting, and fertilizers may contribute to these higher-than-mean levels.
Also, this area along the Connecticut River has higher than mean ANC, due to soil and bedrock
types. Higher ANC waters tend to have higher conductivity, even without human impacts, so
there may be some natural contributions to the higher levels of conductivity at Partridge Lake.
These in-lake mean levels show that conductivity is higher at the bottom of the pond where the
salts and other metals accumulate. As shown in Figure 4-2, mean summer conductivity levels
have not increased markedly over the years since Partridge Lake joined the VLAP program.

Please consult your 2005 VLAP report for statistical trend analyses.
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Figure 4-2
Historical In-Lake Conductivity Trends for Partridge Lake (from VLAP data)
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4.1.4 Turbidity

Turbidity is caused by the presence of suspended particles of clay, silt, organic matter,
and algal cells in the water. As light passes through the water, it is scattered, reflected or
absorbed by these suspended particles. Erosion of watershed soils and the lake shoreline create
high turbidity values, which are often highest during storm events. Also, high numbers of algae
in the water column can contribute to higher turbidity. As these particles enter the lake they
slowly fall through the water column and accumulate at the bottom of the lake. Table 4-3
summarizes the mean turbidity levels in each layer of Partridge Lake.

Table 4-3
Summer 2000 In-Lake Mean Turbidity Levels (NTU)

. Standard

Sample Depth Mean Median Deviation
Epilimnion (surface layer) 0.44 0.46 0.05
Metalimnion (middle layer) 0.51 0.53 0.06
Hypolimnion (bottom layer) 2.55 2.70 1.73

The mean turbidity values show that the suspended sediments increased closer to the
“ bottom of the lake. In some lakes, bottom sediments are loose, or flocculent, and can easily

become resuspended in the water column because of currents or disturbance from wind or boat
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engines.

Mean epilimnetic and metalimnetic turbidity values for Partridge Lake during the 2000
summer period were lower than the NH VLAP mean of 0.8 NTU for the lakes in that program.
The mean hypolimnetic turbidity levels were higher than the NH VLAP mean summer levels
(1.0 NTU) during 2000; though the range of the samples varied considerably. It is conceivable
that one or two of the readings skewed the mean. Overall, however, lake turbidity levels remain

low.

4.1.5 Algae

Algae, or phytoplankton, are the microscopic plants that are free-floating in the water
column of the lake. Algae, like plants and trees, photosynthesize. They use energy from the sun
along with nutrients and carbon dioxide from the water, to produce both their food source
(carbohydrates) and oxygen, which is released to the water.

Algae are a necessary component in any waterbody. These small plants are consumed by
microscopic animals (zooplankton), aquatic insects, tadpoles, crayfish, fish, and other organisms.
The algae are the primary producers and base of the aquatic food web.

Varying water quality conditions can influence the growth or abundance of algae.
Typically, when a waterbody is rich in nutrients it is also abundant in algae. Oftentimes algal
blooms can occur, including those caused by nuisance cyanobacteria (that turn the water bluish-
green), green algae, diatoms, and golden brown algae.

Because algae are for the most part free-floating (some, like the cyanobacteria can control
their location in the water column by regulating their cell buoyancy) blooms may occur only in
portions of a waterbody and not in others. Wind, currents, and morphological characteristics of
waterbodies can dictate the location of blooms.

The top three dominant genera of the summer 2000 plankton analyses are listed in Table
4-4. A mix of diatoms, golden brown algae and dinoflagellate algae represent the Partridge Lake
algal community. The golden-brown algae were typically dominant, with Dinobryon as the most

abundant species throughout the summer.
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Table 4-4
Results of Microscopic Analyses for Algae from Summer 2000

Relative
Date Species Algal Groups Abundance

(%)

Dinobryon Golden Brown 82
7/31/2000 Staurastrum Green 6

Fragilaria Diatom

Dinobryon Golden Brown 71

8/21/2000 Schroederia Green 10
Ceratium Dinoflagellate 9

Dinobryon Golden Brown 41

9/19/2000 Ceratium Dinoflagellate 17
Chrysosphaerella Golden Brown 11

Although cyanobacteria were not one of the top three dominant algae, as listed in Table
4-4 above, cyanobacteria blooms have become a seasonal problem in Partridge Lake. A depth
discriminant analysis of the algal community was conducted during one summer of the study.
Figure 4-3 summarizes the data collected from this special study. Dinoflagellate abundance
increased steadily with depth, reaching nearly 85% abundance at 6 meters, and then dropped off
quickly from 6m-8m in the water column. Golden brown algae started out with abundances
ranging from roughly 35%-45% in the upper layers, dropped in abundance in the middle layers
of the epi/metalimnion, and then slowly increased again to the 8m depth. For the most part
diatoms ranged between 5% dominance to 15% dominance in the depth range that was sampled.

Cyanobacteria, the species of greatest interest, appeared to decline in abundance with
depth. The cyanobacteria have the ability to regulate their depth in the water column due to gas
vesicles that can be inflated or deflated by the algae. This species can grow undetected at lower
depths and may not be observed until it blooms at the surface. It is not known if populations
existed below the 8m mark as samples were not collected below the photic zone of the lake.

Green algae were not observed in the sampling.
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Figure 4-3
Relative Percent of Dominant Algal Families
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4.1.6 Chlorophyll-a

Chlorophyll-a is the measure of the amount, or density, of the green photosynthetic
pigment in algal cells. Measuring chlorophyll-a gives biologists an indication of how much
algae is in the water column at any given time. Figure 4-4 shows the trend in chlorophyll-a
densities from July 2000 to September 2000.

The mean chlorophyll-a value for the summer of 2000 was 4.45 mg/m’. Chlorophyll-a
has not changed greatly in the lake over the years, but it has fluctuated, particularly from 1989-
1992 and 1998-1999

As a general rule for NH lakes and ponds, a range of 0-5 mg/m3 is considered ‘good’ for
algal abundance, and 5.1-15 mg/m’ is more than desirable in a lake or pond. None of the
chlorophyll-a measurements analyzed from Partridge Lake were other than in the ‘good’
category. Chlorophyll-a levels remained well below the nuisance range except for a 1992
elevated reading. During this study algal density did increase slightly as the summer progressed,
likely due to ideal weather and nutrient conditions in the lake, but they did not approach nuisance

levels.
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Figure 4-4
Partridge Lake Chlorophyll-a Levels
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Examining the historical trend in chlorophyll-a for the lake, overall algal density has not
increased markedly since regular sampling began in 1989 and, in fact has shown a more stable
trend over time, especially from 1994 to 1998 and from 1999 to 2001. Figure 4-5 shows the
trend in chlorophyll-a concentrations in Partridge Lake. The cyanobacteria blooms are episodic

in the lake, but have become more of an annual occurrence.

Figure 4-5
Historical Trends in Chlorophyll-a Concentrations (from VLAP data)
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4.1.7 Transparency

Transparency is a measure of water clarity. Algal growth, water color, suspended
sediments, waves, and reflection on the water’s surface influence water clarity.

Partridge Lake clarity is higher than the mean clarity of most lakes and ponds in New
Hampshire. In 2000, the mean recorded clarity of Partridge Lake was 5.3 meters.

The first recorded transparency was 6.4 meters recorded in 1939 by the New Hampshire
Fish and Game Department. The highest clarity reading was recorded by VLAP on August 26,
1999, with a clarity of 7.9 m.

Overall, clarity has fluctuated slightly since 1989 when Partridge Lake joined VLAP.

Figure 4-6 shows the trend in mean annual lake clarity since 1989,

Figure 4-6
Historical Trends in Partridge Lake Clarity (from VLAP data)

6 7N
5 /..\/ SRR

=t

Secchi Depth (m)
H

State VLAP Mean ||

0 T ; T T , ‘ ‘ ‘ T
1989 1990 1991 1992 1993 1994 1995 1996 1997 1998 1999 2000 2001

Year

4.1.8 Aquatic Plants

Aquatic plants are another necessary component to a healthy aquatic environment.
Aquatic plants provide deep rooting systems to stabilize lake beds and shorelines, a natural
protection against erosion. These plants also provide surfaces on which algae grow, produce
oxygen, provide food and nesting materials for many birds and aquatic organisms, and provide

cooling shade to the lake bed. Most importantly, plants provide diverse above-water and below-
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water structure that many organisms need for habitat, especially fish. These plants can be
emergent, submergent or floating. Figure 4-7 illustrates the approximated zonations of various
common aquatic plants.

Aquatic plant surveys of Partridge Lake were conducted in 1979, 1992, and 2001.
Figures 4-8a through 4-8c show the results of each year’s plant survey. Tables 4-5a through 4-5¢

list the symbol, common name, and genus of each of the macrophytes identified during the plant

surveys.
Figure 4-7
Aquatic Plant Zonations*
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*Note: Actual depths at which these plants are found can vary considerably depending on water clarity, substrate type, and
shoreline configuration.

Fortunately, Partridge Lake has been spared the impacts of nuisance growths of exotic
plants like milfoil or fanwort, though nearby lakes and streams are affected by such exotics. It is
recommended that the Weed Watcher Program be continued to monitor the lake for any possible
introductions and infestations.

The plant community of Partridge Lake was represented by scattered lily populations, a

few species of pondweed (most notably Potamogeton robbinsii and Potamogeton amplifolius),
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and various rushes and sedges. Scattered patches of the white button-like flowered pipewort
were also found around the lake edge.

Figure 4-8a
Partridge Lake Plant Survey, Summer 1979
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Figure 4-8b
Partridge Lake Plant Survey, Summer 1992
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Figure 4-8¢
Partridge Lake Plant Survey, Summer 2001
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Table 4-5a

Partridge Lake Plant Survey, Summer 1979

Symbol Latin Name Common Name Abundance
w Potamogeton Pondweed Abundant
S Sparganium Bur-reed Scattered
N Nymphaea White water lily Scattered
C Ceratophyllum demersum Coontail Common
Y Nuphar Yellow water lily Sparse
T Typha Cattail Sparse
E Eriocaulon septangulare Pipewort Sparse
\% Vallisneria Americana Tapegrass Sparse
O Elodea Waterweed Sparse
Table 4-5b
Partridge Lake Plant Survey, Summer 1992
Symbol Latin Name Common Name Abundance
N Nymphaea White water lily Scattered
Y Nuphar Yellow water lily Sparse
W Potamogeton Pondweed Scattered/Common
S Sparganium Bur-reed Scattered
e Elodea nuttallii Waterweed Scattered
E Eriocaulon septangulare Pipewort Sparse
T Typha Cattail Sparse
g Bottom growth Scattered/Common
f Chlorophyceae Filamentous green algae Scattered
M Megalodonta beckii Water marigold Sparse
X Sterile thread-like leaf Scattered/Common
Table 4-5¢
Partridge Lake Plant Survey, Summer 2001
Symbol Latin Name Common Name Abundance
N Najas Water naiad Scattered
Y Nuphar Yellow water lily Sparse
P Potamogeton Pondweed Scattered/Common
1 Sparganium aquaticum Bur-reed Scattered
E Elodea Waterweed Sparse
T Typha Cattail Sparse
G Bottom growth Scattered/Common
F Chlorophyceae Filamentous green algae Scattered
M Megalodonta beckii Water marigold Sparse
F Nymphoides Floating heart Scattered
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W Nymphea White water lily Common

T Vallisneria Tapegrass Scattered

A Potamogeton amplifolius Bassweed Pondweed Common

C Ceratophyllum Coontail Sparse

S Hypericum St. John’s Wort Sparse

R Potamogeton robbinsii Robbins Pondweed Common

U Potamogeton natans Common Pondweed Scattered

X Filamentous algae Scattered/Common

4.2  Tributary Data

The following sections of this chapter will describe the results of the water quality data

from the tributaries and the outlet of Partridge Lake collected from September 1999 through

August 2000. Raw tributary data can be found in Appendix $.

Unlike in-lake samples, there are no NH ranges or means calculated for water quality in

tributaries. The ranges for lake quality will be loosely applied to the interpretation of data for

tributaries.

42.1 pH

Tributary pH was monitored throughout the study period. Table 4-6 shows the mean pH

values for each tributary in the Partridge Lake watershed.

Table 4-6
Partridge Lake Tributary True Mean pH
Tributary Mean pH Median ]S)tx;:;;ﬂ

A 7.19 7.21 0.12
B 6.61 6.57 0.11
D 6.94 6.94 0.06
E 7.08 7.08 0

F 6.82 6.85 0.16
G 7.41 7.44 0.09
H 7.43 7.42 0.12
J 7.29 7.29 0.08
K 7.31 7.32 0.14
L 6.45 6.37 0.17
Outlet 7.38 7.40 0.13

DRAFT Partridge Lake Diagnostic Study Chapter 4 16




The mean pH of lakes and ponds in NH is about 6.5 units (not true mean pH). The mean
tributary pH values for Partridge Lake all fall above the state mean of almost 800 lakes and
ponds, and are within the ‘satisfactory’ range for New Hampshire surface waters. When pH
values fall below 6 units, these waters may become too acidified for some wildlife species. The
pH of streams may be affected by acid rain, soil characteristics, land use patterns, photosynthesis
and decaying plant materials.

The data show that the pH of the water leaving the lake is higher than the pH of the water
entering the lake. As algae and plants in the surface waters of Partridge Lake photosynthesize
they increase the pH of the surface water. For the most part, the water flowing out of the lake in

the summer is representative of the pH in the upper layer of the lake.

4.2.2 Conductivity

Tributary conductivity values can be indicative of subwatershed pollution. When
conductivity values in tributaries are elevated it can be the result of road salt runoff, fertilizer
runoff, septic system inputs, land use patterns and natural soil characteristics in the
subwatershed. It is important to monitor conductivity to determine if there are any potential
water quality problems within a tributary subwatershed. Table 4-7 lists the mean tributary

conductivity values for Partridge Lake.

Table 4-7
Partridge Lake Tributary Mean Conductivity (umhos/cm)
Tributary Mean Median Is)f’v'::t‘:;ﬁ
A 114.74 116.10 9.87
B 119.10 112.10 12.39
D 65.97 66.84 14.69
E 99.67 99.67 0.00
F 48.13 49.22 2.75
G 157.91 161.00 7.49
H 105.66 108.80 14.36
J 102.26 102.26 15.76
K 56.13 55.60 13.59
L 61.30 64.10 14.69
Outlet 77.30 77.58 1.76
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Conductivity values between the Partridge Lake subwatershed tributaries are variable.
The lowest mean conductivity was recorded at Tributary F, a seasonal stream derived from small
seeps on the forested eastern shoreline of the lake. Ironically, tributary G, which is located just
south of Tributary F, had the highest mean conductivity values throughout the study period. This
is likely due to the fact that this stream originates higher up in the watershed, just below a large
field that is used for dairy cow grazing. To generalize, tributaries with agricultural land uses in
the headwaters (Tributaries A, G, H, and J) have slightly elevated conductivity levels.

Figure 4-9 shows the historic conductivity data.

Figure 4-9
Historical Trends in Tributary Conductivity (VLAP Data)
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In summation, tributary conductivity values are not excessive for that area of the state

and have remained relatively constant over the last 13 years.

4.2.3 Turbidity

As streams enter the lake, heavier sediment particles will settle out closer to the mouth of
the stream. This will eventually build up over time and cause shifts in the stream channel as it
enters the lake, possibly altering flow. Lighter sediment particles will travel farther into the lake
with the flow of the stream, and may settle and accrete in slightly deeper waters. Table 4-8

summarizes the mean turbidity levels for the Partridge Lake tributaries.
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Table 4-8
Partridge Lake Mean Tributary Turbidity (NTU)

Tributary Mean Median ls)gl;:;:ﬁ
A 0.14 0.10 0.07
B 0.40 0.42 0.05
D 0.24 0.24 0.10
E 0.20 0.20 0.00
F 0.21 0.20 0.14
G 0.19 0.13 0.16
H 0.23 0.21 0.14
J 0.22 0.22 0.00
K 0.26 0.17 0.23
L 1.03 1.02 0.78
Outlet 0.50 0.50 0.16

Tributary L had the highest mean turbidity during the study period. The elevated mean
turbidity in Tributary L is likely due to wetlands located along this tributary. Loose flocculant
organic material was often present in the stream flow.

For the most part there does not appear to be an excess amount of sediment entering the
lake, as evidenced by the generally low turbidity levels. Observations of substrates at the mouth

of the tributaries do not indicate areas of significant deposition.

4.2.4 Total Phosphorus

Phosphorus data for the tributaries show an occasional high concentration, but for the
most part phosphorus remained around the mean for New Hampshire lakes. These spikes may
be attributed to external loading from the watershed (human activities). Figure 4-10 shows
trends in tributary total phosphorus concentrations since the lake joined the VLAP program.

Phosphorus in the tributaries to Partridge Lake was discussed in more detail in chapter 3.
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Figure 4-10
Historical Phosphorus Results for Partridge Lake Tributaries
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5.0 WATERSHED MANAGEMENT AND LAKE PROTECTION

5.1 Introduction

From a review of the data collected during the diagnostic study of Partridge Lake and its
surrounding watershed, NHDES has documented that certain activities around the watershed
may be contributing to the decrease in water quality over time. It is important to note that the
lake is classified as borderline between advanced mesotrophic and early eutrophic conditions.
This indicates that the lake is clearly showing signs of impacts, and that lake aging may be
accelerated because of those impacts.

The following observations and recommendations have been formulated to help
maintain the current lake trophic status through slowing the aging process and, perhaps, to
increase the water quality over time through conscientious watershed management.

In any lake protection or rehabilitation project, it is important to address the watershed
factors that impact water quality first. Each source of pollution from the watershed must be
addressed by providing appropriate Best Management Practices (BMPs) that decrease or
eliminate the pollutant source before it enters the lake. No in-lake restoration or rehabilitation
technique can be implemented until all the watershed sources have been managed. Any in-lake
restorative work provided before watershed management is not cost-effective as the pollutant
sources will soon create a reoccurrence of similar in-lake problems.

For each of the following sections in this chapter, a review of the general ecological and
biological impacts will be made, followed by recommendations and related rules and statutes (if
applicable). A summary of the areas of concern (ranked in order of priority for management)

around Partridge Lake can be found in Table 5-1.

Table 5-1
Summary of Areas of Concern and Recommendations for Remediation
Problem Recommendations Suggested Cost
Timeframe
Stormwater Install problem-specific Best Fall 2005 through Varies based
Management Management Practices (BMPs) for Fall 2006 on project
each area of erosion around the lake
edge
Septic Systems For systems that are in failure or Fall 2005 through Roughly
approaching failure, upgrade individual | Fall 2007 $5,000 to
systems or identify locations where $30,000 per
community septic systems may be an system for
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alternative

individual
upgrades

Land Clearing and
Development

Develop a zoning overlay for a Lake
Protection Zone through the town of
Littleton to protect areas that are not
suitable for development based on
soils, proximity to the lake, or other
factors. If development is done,
enforce the use of protective devices
including silt fences, hay bales, check
dams, and appropriate setbacks.

Winter 2005-2007
through completion

No to minimal
cost if
conducted by
volunteers and
town officials

Beach Erosion

Re-vamp beaches so that they are
perched or so that slopes are minimized
to lessen the impacts of overland runoff
and subsequent erosion

Summer/Fall 2005

Case specific

Internal Loading

Once all watershed contributions of
nutrients, sediments, and ions are
minimized to the greatest degree
possible, conduct an alum treatment to
effectively trap the sediment
phosphorus in the lake to prevent
internal loading from occurring.

To be conducted
once all watershed
sources have been
addressed.

$70,000-
$80,000 for all
costs
associated with
treatment

5.2

Stormwater Management

Since the largest source of phosphorus to Partridge Lake is from direct runoff,

appropriate stormwater management practices in the watershed should be implemented.
Development of residential areas around lakes and ponds has two main effects on stormwater.
The first is the increase in the volume and rate of runoff as development occurs in a watershed.
The second effect is the significant increase in phosphorus loading, which can result in the
degradation of not only the surface water but the groundwater as well (RCCD, 1992). In
addition to promoting erosion and sedimentation, increased runoff acts as a medium for
transporting pollutants, which can contaminate surface waters and contribute to cultural
eutrophication (human induced and accelerated eutrophication).

When development occurs, vegetation is removed and replaced with impervious surfaces.
These surfaces include roads, streets, parking lots, rooftops, driveways, walkways, etc., which
The result is more untreated runoff

reduce the surface area for runoff filtration into the soil.

entering directly into Partridge Lake. Natural drainage patterns are also modified as a result of
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development, and runoff is transported via road ditches, drainage swales and constructed
channels. This can be seen by the long expanses of dirt channels along Partridge Lake Road.

These modifications concentrate and increase the velocity of the runoff, which in effect
decreases the time for runoff to travel through the watershed. The increase in flow and
decreased travel time of runoff has adverse impacts on the natural stream channel. The increased
runoff volumes caused by residential development cause flooding to occur more frequently
which causes the stream channel to widen and deepen to accommodate the increased flows. This
natural process of stream channel erosion creates a sediment problem downstream. Erosional
sediment deposits destroy habitats for vegetation and wildlife, impair aesthetic qualities, clog
road culverts, degrade water quality, and accelerate lake filling, each of which has been
observed, to some degree, in Partridge Lake.

Following is a discussion of identified areas of concern in the Partridge Lake watershed.

Site Specific Management of Non-Point Sources

Problem Area One: Partridge Lake Road Runoff and Shoreline Erosion

Location Problem Recommended Management

Old Partridge Lake Road | This is a steeply sloping hill with | 1. Hire a consultant to review
a tar road that wraps around runoff rates to determine
down to the shoreline of the lake. || feasibility of the following
Snowmelt and runoff travel down | management techniques:

this hill, cross Partridge Lake a. On-site stormwater

Road, and erode sandy shoreline
sediments adjacent to the lake
and Tributary A (see Figures 5-1
and 5-2)

management to reduce runoff
(rain gardens, infiltration areas,
rain barrels, etc)

b. Directed runoff to turnouts
or catch basin/pipe systems that
are then fed into adjacent
wooded areas appropriate for
infiltration

¢. Better designed road ditches
to infiltrate stormwater by
reducing velocities. (keeping
in mind that reducing velocities
will likely increase volumes, so
these systems should be
designed by a qualified
engineer)
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Figure 5-1: Showing erosion across beach Figure 5-2: Close-up of beach erosion
from road runoff

Problem Area Two: Shoreline Bank Erosion

Location Problem Recommended Management
Steep slopes along the lake | South Shore Road- there are 1. Consider various low-
edge points along this road where impact, low-cost berms and/or

erosion is taking place due to the | plantings to reduce velocities
proximity of the road to the lake, | and encourage infiltration is
and the steep shoulders of the necessary.

road (see Figure 5-4) 2. If runoff is severe,
engineered systems with
infiltration catch basins may be
beneficial.

Figure 5-3: Shoreline Bank Erosion

Figure 5-3 shows bank erosion occurring
along a South Shore Road. During each rain
event or melt event water runs over this
steep bank, leading to erosion of the soil and
slumping of the shoreline and rocks into the

lake.
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Problem Area Three: Dirt Drainage Ditches and Increased Turbidity in Lake

Location Problem Recommended Management

Dirt drainage ditches along | Dirt drainage ditches exist along | 1. Plan and implement timely

Partridge Lake Road most of the shoreline roads. road sand clean-up practices in
Some of these have culvert the spring following heavy
connections to the lake, sending | sand applications during the
turbid water into the shallows. winter season.

2. Investigate bank
stabilization either by
decreasing slope or adding rip-
rap with filter fabric.

3. If bank stabilization is not
feasible, consider catch basin
systems with a strict
maintenance schedule. A more
costly yet effective fix is a
Vortechnics type system to
remove sediment particles.

For all, maintenance is critical
to success of the program.

Stormwater management within the Partridge Lake watershed should focus on
developing, implementing, and maintaining appropriate BMPs on a site-specific basis for
individual sub-watersheds. NHDES, local conservation districts and the Natural Resources
Conservation Service (NRCS) can assist in choosing site specific BMPs. Appropriate permits or
certifications may be necessary from the New Hampshire Wetlands Bureau, Shoreland
Protection Program, and Subsurface Bureau, in addition to any local permits.

Between direct channelized flow and direct runoff, overland flow contributes an
estimated 51% of the nutrients to the lake from the watershed. Storm water is an important focus
for reducing nutrient inputs to the lake. Dirt roads in the watershed should be inspected, and
their shoulders stabilized to prevent runoff from occurring. Riprapping the extensive drainage
ditches and vegetating settling basins along these dirt roads would do much to lessen sediment

transport. Appendix 6 details various aspects of BMPs.
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5.3 Septic Systems

All of the homes around Partridge Lake are on subsurface systems or holding tanks. It is
very important that residents know the location and age of their systems, and be aware of the
need to have them regularly pumped and examined by a specialist. Data from this diagnostic
study show that nearshore groundwater seepage contributes the second largest mass of
phosphorus to Partridge Lake. The volume contributed from this source is second to runoff
contributions, suggesting that septic systems have a large influence on the amount of phosphorus
entering the lake.

Further, from the septic system surveys conducted around Partridge Lake, it was
determined that 36% of the septic systems have reached or exceeded their designed life span.
Other studies conducted on New Hampshire lakes (Connor et al., 1992, and Connor and Bowser,
1997) concluded that much of the phosphorus from septic systems reaches the groundwater, and
from there is transmitted to the shallow areas of the lake. The soil survey for the area indicates
that there are limitations for septic system use based on shallow depth to bedrock in many areas
of the watershed, and also due to highly permeable sandy soils throughout the watershed.

The most common type of individual disposal system is the septic tank — leachfield
system as shown in Figure 5-1. The septic tank functions to separate the solids, both floating and
settleable, from the liquid material. The accumulated sludge should be pumped out every three
to five years (annually for shorefront residents). The liquid is discharged from the tank through
piping material and distributed over the leaching area, which is designed to absorb the effluent
and to remove impurities before it percolates to the groundwater.

In 1967, the New Hampshire legislature enacted a law to protect water supplies from
pollution by subsurface disposal systems, and directed the Water Supply and Pollution Control
Commission to establish minimum, statewide requirements for properly designed systems.
However, this law provided no control over existing systems. The suggestions most pertinent to
the prevention of surface water contamination by phosphorus are:

e Location of the system with respect to the surface water body,

e Soil permeability: the rate of water transmission through saturated soil, of which

estimated soil retention coefficients varied with different lake sections,

e Land slope: steep slopes may cause erosion problems when associated with soils of low

permeability. This is the result of overland flow of water due to the lack of absorptive
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Figure 5-4
Diagram of Septic System Layout
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e qualities of the soil.
e System age: soils have only a finite capacity for phosphorus absorption,
e Per capita occupancy: household population based on sanitary survey,
e Fraction of year system is in use (e.g., summer cottages or year-round dwellings), and
e Additional water utilizing machinery (e.g., washing machines, dishwashers, or garbage
disposals). Systems should be specially sized if additional machinery is used on the premises.
When septic systems fail, they present a potential health hazard associated with the
presence of untreated human wastes above ground and in surface waters. Groundwater
contamination and subsequent pollution of drinking water is probable in many areas. Many
systems will leach phosphorus into the groundwater and lake, accelerating the eutrophication
process in Partridge Lake. The upgrading of old or failing septic systems could occur through
four channels:
e Voluntary replacement;
e Proven failure and a subsequent order to replace the system from the health officer or the
DES Subsurface Bureau;
e Conversion from seasonal to year-round use or addition of bedrooms; or
e Engineering study conducted prior to the house sale showing evidence that the septic

system was in need of repairs or replacement.

5.3.1. Wastewater Treatment Considerations and Alternatives

a. Regional Waste Treatment. There is currently no sewage system used by shoreline
residents, and no access to any nearby system that may be in place.

b. Cluster Systems. Cluster systems are innovative systems that collect and treat
sewage for many homes or groups of homes around a lake. First tier development around
Partridge Lake could elect the alternative of a subsurface treatment system with conventional
collection from clusters or groups of individual homes. These cluster systems are usually simple
and cost effective alternatives for the secondary treatment of small flows. Installations are
suitable for discharge volumes of 500 gpd to 300,000 gpd. Small areas of land (perhaps shared
lots or open lots) are necessary for the installation of such systems.

Cluster systems are becoming more popular as alternative systems, and there are several

cluster systems that are now operational in New England.
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Although a user fee would be required of all involved homes around the lake, the
environmental and economic benefits could greatly outweigh the option of individual subsurface
system upgrades that can become costly depending on lot size, configuration, and other
variables.

c. Upgrading of Individual Systems. A wide range of individual treatment systems has
been explored in the last few years due to a renewed interest in on-site disposal systems. The
Federal Environmental Protection Agency has a thorough review system in their draft report
"Innovative and Alternative Technology Assessment Manual." The fact sheets from that manual
give a good outline of available alternatives. Other guidance documents can be found online at
http://www.epa.gov/OWM/secttre.htm.

Individual treatment systems installed in recent years normally consist of a septic tank for
solids separation and degradation, and a soil absorption system or leachfield to aid liquid
percolation into the soil. The size of the tank is proportional to the expected usage, and the
leaching field is sized according to both usage and soil characteristics. When soils are poor (i.e.,
low permeability) or flows are high, the leaching field must be large. Problems arise when the
required design of the field is impractical or impossible due to lot restrictions and/or soil and
groundwater conditions.

d. Compost Toilets. A reduction in wastewater volume entering the leaching field is
possible by the use of a waterless toilet of the composting type. Wastewater is the by-product of
all water used within the home including toilet facilities, cleaning, cooking and personal hygiene.
The wastewater associated with toilet and urinal usage is considered concentrated human waste
and classified as black water. Gray water comprises the remainder of the domestic wastewater
such as water from baths, showers, sinks and washing machines. An approximately 40%
reduction in total flow can be achieved by eliminating black water.

Compost toilets decompose human wastes by a natural biological process. With the aid
of air and/or some heat, human waste will degrade itself over an extended period of time. This
process is similar to the decomposition process in composting leaves and manure piles used for
garden and agricultural crop enrichment.

A compost system utilizes a large compost chamber that must be installed in the
basement or underground, and is called an external unit. The larger external units rely

completely on natural processes. They have no external heat addition or composting aids as in
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the smaller internal units, where the addition of heat and compost aids (such as a starter bed or
enzymes) speeds the degradation process, thereby decreasing the required volume. Toilet wastes
enter through a toilet chute and accumulate in the compost chamber. Here, with air supplied
through ventilation, warm temperatures and humidity, the waste begins to decompose. The
process should create no odor since released gases and water are removed by outside ventilation
and evaporation. Organic material such as food wastes should be introduced into the chamber to
aid in the composting process.

The total decomposition time ranges from 1-1/2 to 2 years initially, and from 3 to 12
months thereafter. At the end of this time, the wastes have been reduced to rich, odorless humus
that can be removed and used as garden soil. This is the only required maintenance except for
the occasional addition of enzymes for certain internal units. For the internal units, electricity is
required for heating and a ventilation fan, while some external units utilize convection currents
for ventilation. The amount of humus produced varies with the system and ranges from 15 to 60
pounds per year per person.

e. Low Water Flush Toilets. Several low water flush toilets are available which utilize
from one quart to two gallons of water instead of the average five to eight gallons used by a
standard flush toilet. A limited capacity self-contained tank controls the volume of flushing
water. Air in the tank is compressed as it is filled with water. When flushed, the compressed air
forces the water through the toilet bowl at a faster rate, thereby requiring a lower volume to
empty the bowl.

f. Gray Water Flow Reduction. Unlike concentrated human waste, gray water cannot
be completely eliminated as domestic wastewater by recycling or composting. However, many
devices are available for water conservation that greatly reduce gray water quantities. Flow
restrictors and regulators can be placed on faucets and showerheads. The average person
showering will use 6 gallons of water per minute for 7.5 minutes with a standard showerhead.
Should a 3-gallon per minute flow reduction be installed, an average family of four persons
could save 90 gallons of water per day, assuming each took one shower per day. Many of these
flow reduction devices cost less than $15.00, and can be purchased at local hardware stores.

Water conservation and wastewater treatment methods described above may result in

significant flow reduction to the ultimate treatment and disposal system. Assuming the average
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family produced 75 gallons per day per person, an estimated flow for their household is about

300 gallons/day.

5.3.2 Wastewater Treatment Alternatives Summary
A variety of alternatives are possible for the upgrading of individual treatment systems.
Each alternative has limitations for proper operation including difficult climate, terrain, soils

and/or groundwater conditions, personal acceptance, technical and administrative problems.

5.3.3 Septage Handling Alternatives

The cluster system alternative includes large septic tanks that require pumping every
other year. One septage-handling alternative would involve pumping of the septage by a tank
truck, owned and operated by a management district for Partridge Lake or the Town Littleton, or
contracting with a private contractor to service shoreline sections of the lake on the same day. In
cither case, septage would be hauled to the nearest approved disposal site or wastewater
treatment plant for further treatment. Wastewater treatment plants vary in their fees for septage
disposal. It is cheaper and timelier to hire a contractor to suction a series of systems (such as a
street or neighborhood) on a one to two day period than it is to schedule individual and random

cleanings.

5.4  Land-clearing, Development, and Shoreland Protection

As the population continues to increase in New Hampshire and surrounding states, the
acceleration of development in our watersheds is inevitable. Ultimately, more people will be
drawn to the beauty of New Hampshire’s lakes and ponds, and thus, development in nearshore
watershed areas must be well-planned to prevent further degradation of our precious
waterbodies. Poorly planned development can lead to problems with sedimentation, nutrient
loading, algal blooms, decreased lake clarity, and declining property values. In the Partridge
Lake watershed, new homes were recently developed within the 250 foot Protected Shoreland
area. Since the field study terminated, the town, as well as the lake association, have been
approached with proposals for developing larger tracts of land within the watershed of Partridge
Lake. Careful consideration should be used when planning for and permitting future

development. This section is intended to guide the town and the watershed residents in making
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wise and informed decisions on how to conserve and develop in the area of Partridge Lake, and

implement Low Impact Development (LID) concepts in future development.

5.4.1 Minimizing the Impact of Future Development

The location of development within the watershed and the design of individual
developments and subdivisions will determine the effect of future development on Partridge
Lake. Local zoning and land use regulations should be revised to prevent sprawling
development from occurring throughout the watershed and encourage (or require) more
environmentally-friendly site design, including improved on-site stormwater management, for
new development.

Sprawling development across a watershed increases run-off pollution and poses a
significant threat to the continued health of a waterbody. Low-density, large-lot development
results in more clearing and land disturbance and generates more impervious cover per
household and per person than clustering and village development. Local zoning and land use
regulations should encourage new development within or close to existing developed areas and
allow for clustering and higher-density, mixed-use village type development in areas where the
impacts to natural resources and the community will be minimized. Local zoning should restrict
development near surface waters and sensitive resources, especially small streams and wetland
systems.

In addition, new developments should be encouraged (or required) to implement the
practices of conservation design, which reduce impervious cover, protect sensitive resources, and
better maintain the natural hydrology of the landscape. Conservation design not only reduces
potential impacts on water resources, but also ensures that the new development is consistent
with the broader environmental and social goals of the community. These principles can be
applied when developing a land use plan for a community or watershed, to subdivision plans,
and to individual residential, commercial and industrial sites. Appendix 7 provides slides from a
presentation on minimizing the impact of development on water resources that present some
specific areas where conservation design concepts can be applied. Appendix 8 has fact sheets
and other general guidance on Low Impact Development.

Also, it is important to remember that development does not need to be in close proximity

to the lake edge to directly impact the lake. Activities in areas are not distant to the lake, but
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which do not occur in the watershed of the lake can be problematic. Figure 5-5 (a) shows an
example of a timber harvest near Partridge Lake that could have direct bearing on the water
quality of the pond even though it is just outside of the physical watershed boundary. Airborn
sediment particles shown in Figure 5-5 (b) are blown from exposed soils and can easily land on
Partridge Lake or be brought down to the watershed through a precipitation event. Sediment

particles have other chemically bound elements like phosphorus, attached to them.

Figure 5-5: Clear-cutting and Wind Erosion

5.4.2 Shoreland Protection
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The theme throughout this study has been that activities taking place within the
watershed affect the quality of the lake and other downstream surface waters. Evaluating this
theory on a closer level, it should be evident that activities that take place directly adjacent to the
lake acutely affect water quality (for both overland flow and tributary flow). The
Comprehensive Shoreland Protection Act (CSPA) establishes guidelines for activities taking
place within 250 feet of the high water line of the lake (or the elevation of the top of the dam),
commonly called “the protected shoreland.” The activities addressed within these rules include
building, development, and forestry activities, to name a few. A complete copy of “The
Protected Shoreland” guide to the Comprehensive Shoreland Protection Act can be found online
at www.des.state.nh.us, or can be purchased through the NHDES Public Information Center at
603-271-2975. General fact sheets and a list of native plantings recommended by the Shoreland
Protection Act can be found in Appendix 9.

It has been shown that maintaining or establishing a well-vegetated buffer along a water
body can minimize erosion and nutrient inputs from the land surrounding the lake. In addition,
establishing building and accessory structure setbacks allows for a buffer of natural land
surrounding the lake for infiltration and uptake of nutrients prior to their entering the lake. Since
a lot of the shoreline area is already developed, maintaining the trees that are still standing is now
critical.

In addition to establishing setbacks, the CSPA provides lists of native plants, shrubs, and
trees that could be used to revegetate shorefront properties. Residents of shoreline areas should
be encouraged to maintain a healthy, well-distributed stand of trees, shrubs, and groundcovers.
These plants not only serve to take up nutrients and stabilize soils, but they also provide privacy
and shade.

Shoreline residents of Partridge Lake should be aware of the provisions in the

Comprehensive Shoreland Protection Act.

5.4.3 Zoning

Impacts from development can be reduced through the establishment of appropriate
zoning ordinances

The purpose of a zoning ordinance is to regulate the use of land in a manner that

promotes the health and welfare of a municipality. It includes requirements to lessen congestion
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in the streets, secure safety from fires, panic and other dangers, and to prevent detrimental
environmental impacts from development. Ordinances are primarily designed to provide
adequate infrastructure to meet municipal needs for such services as transportation, solid waste
facilities, water, sewerage, schools and parks. Zoning ordinances can also be used to provide
greater protection of important natural resources.

Some towns have established ordinances that pertain directly to surface water protection.
These may include ordinances to protect special or unique natural resources throughout the
community, like a wetlands ordinance, or identify a specific area warranting greater protection.
The Town of Littleton has included a minimum septic system setback requirement of 125 feet
from the shoreline of a waterbody in their town zoning ordinances, but the ordinances include
few other measures to protect lakes and ponds. Therefore, Littleton may want to establish an
environmental protection overlay or watershed district to provide greater protections for
Partridge Lake. Grants may be available to aid towns in these activities.

Many cities and towns have chosen to use overlay zones or districts to protect valuable
water resources. An overlay zoning district is a district that is applied on top of the existing
district in a particular area. It can either add or remove restrictions in the underlying area; in the
case of shoreland or surface water protection districts, it usually adds restrictions.

Overlay districts in other cities or towns could serve as a starting point for establishing
such protection around Partridge Lake. For example, several New Hampshire towns have
written shoreland protection districts into their zoning code. Sunapee, New Hampshire has
designated all lands within 300 of lakes and ponds greater than 10 acres as part of its Shoreline
Overlay District. Junkyards, waste facilities, and fertilizer are prohibited within the district. The
town also requires erosion and sedimentation control plans for any construction within the
district and has set a “natural woodland buffer” within 150’ of shoreline where any cutting or
clearing is subject to specific restrictions. Details of Sunapee’s zoning code can be found at
http://www.town.sunapee.nh.us/planzone/zoningregs.htm#art2.

The town of New London has a shoreland overlay district protecting 300’ inland from its
lakes and ponds. The zoning code specifies minimum setbacks from shore, requires erosion and
sedimentation control plans for any construction, and sets limits on beach replenishment. Article
XVIof New London’s code describes its shoreland overlay regulations: http://www.nl-

nh.com/03zoningord.pdf
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Two other towns in NH have recently put a lot of effort into changing their zoning
ordinances to protect their waterbodies. Appendix 10 has copies of the zoning ordinance overlays
for the towns of Deering and Franklin, NH

Cities and towns in other states have also incorporated shoreland protection into their
zoning code. The city of Big Lake, Minnesota has a shoreland management overlay district for
the purpose of “providing for the wise utilization of shoreland areas in order to preserve the
quality and natural character of these protected waters of the City,” as stated in the city code.
The city has outlined what development uses are permitted within the shoreland overlay district
and what additional measures must be taken to protect the water body in question. Commercial
planned unit developments are prohibited within the shoreland overlay district and any industrial
or semi-public developments without water-oriented needs (such as boat rental businesses) must
not be located directly on the waterfront. Agricultural use is permitted within the overlay
district, but the city requires that any steep slopes or shore impact zones be maintained with
permanent vegetation to prevent erosion and runoff. Any steeply sloped areas within the overlay
district must be examined by the zoning administrator before being approved for any type of
construction or development.

Additionally, there are restrictions on vegetative clearing in the overlay zone, and all
roads and parking areas and any construction activities must be designed to limit erosion and
runoff to waterbodies. Zoning requirements in the overlay district also subject proposed septic
system sites to strict evaluation with an eye to possible water contamination. Details of the Big
Lake shoreland management overlay district can be found in Chapter 10, section 1065 of the
code of the City of Big Lake: http://www.biglakemn.org/city code/2004%20Master%20Adobe
%20Format/Chapter%2010%20Zoning/Z0%2065%20SHORELAND.pdf.

The city of Plymouth, Minnesota has a shoreland overlay district similar to that of Big

Lake that also specifies lot size and minimum setback requirements for buildings, roads, and
septic systems within the overlay district, as well as setting limits on the percentage of
impermeable surface of each lot. To read Plymouth’s regulations go to:
http://www?2.ci.plymouth.mn.us

/pls/cop/docs/FOLDER/CITY GOV/CG_ZONE/ZONING TOC/21665-SHORELAND
MANAGEMENT OVERLAY_DISTRICT.PDF.
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While none of these examples are comprehensive, they may provide helpful suggestions
for what types of protection can be included in shoreland overlay zoning. Town planning boards
and lake associations should always refer to the Comprehensive Shoreland Protection Act to
ensure that proposed zoning regulations comply with its requirements.

For additional guidance on implementing shoreland protection zoning, the Wisconsin
Lakes Partnership has published a series of fact sheets pertaining to zoning ordinances and
shoreland management. These can be found at http://www.uwsp.edu/cnr/uwexlakes/

FactSheetList.htm.

Recommendation

Maintaining permeable areas, forested and ground cover buffers, and keeping lawns and
paved areas to a minimum are critical in maintaining the health of the lake. Zoning ordinances
and overlay districts should be created or expanded in ways that are consistent with the
provisions of the Shoreland Protection Act and with new and innovative Smart Growth and Low
Impact Development planning. It is recommended that the Partridge Lake Association and the
Town of Littleton designate a subcommittee to investigate options for developing town and
watershed wide zoning overlays and districts that are consistent around the lake.

This subcommittee should use plans that are already established as guidelines when
formulating appropriate zoning and overlay districts for the watershed area of Partridge Lake.

Examples and references cited in this section are a good start for the committee.

5.5  Beach Erosion

Sand beaches are potentially damaging to the lake due to the filling in of shoreline habitat
and the introduction of nutrients into the lake (phosphorus binds to sediment particles). There
are a few beaches on Partridge Lake that are frequently replenished with fresh sand, and
observable problems were noted with each. Figure 5-6 shows beach erosion occurring at a site
on Partridge Lake. Shallow areas newly created by beach erosion allow for greater areas of
sunlight penetration, and may also encourage even more abundant plant establishment along the

shoreline areas of the lake.
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Areas of the lakebed near eroding beaches often show signs of sedimentation. As new
layers of sand cover shoreline habitat, macroinvertebrate communities, fish spawning areas, and

amphibian habitat may be covered or destroyed.

Figure 5-6: Beach Erosnon

Fresh sand is easy to identify on the lakebed, as it appears cleaner (less organic build-up)
than surrounding bottom sediments.

By installing a permitted perched beach with a diversion trench along the upper limit of
sand, overland runoff is diverted around a sloping beach, and rocks placed at the toe of the slope
prevent direct washing of the sand to the lake. The NHDES Wetlands Bureau has guidelines for
establishing perched beaches to reduce the likelihood of erosion and sedimentation (Appendix
11). The Wetlands Bureau not only requires permits for beach construction and
replenishment, but also restricts the time interval between beach replenishments to once every 6

years.

5.6  In-Lake Management - Phosphorus Inactivation

Phosphorus precipitation and sediment inactivation through aluminum salts injection are
lake restoration techniques that reduce phosphorus concentrations and thereby limit the growth
of algae. Sediment phosphorus inactivation results in longer-term lake quality improvement
when compared to water column precipitation. Sediment inactivation is particularly useful in
accelerating lake improvement in those areas where internal phosphorus loading contributes a
significant portion of the nutrient budget. It is also important to note that all watershed sources
of phosphorus must be reduced or eliminated prior to the use of this technique. Watershed inputs
that are high in nutrients would only counteract the goal of phosphorus control from within the

lake.
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Some of the benefits of aluminum salts injection include the reduction of in-lake
phosphorus concentration and internal loading, increased transparency, and reductions in algal
abundance.

Some potential drawbacks of this procedure deal with the chemistry of the compounds
being added. In lakes with low buffering capacity (low ANC), small doses of aluminum sulfate
can exhaust the buffering capacity to a point that causes lake pH to fall below 6.0. When this
happens, aluminum may be released from the compound, causing aluminum toxicity to occur.
There are methods to ameliorate this potential, which involve adding salts to buffer the acidity.

A local example of such a treatment is with Kezar Lake in North Sutton, New
Hampshire. Aluminum sulfate and sodium aluminate were used as sediment phosphorus
inactivants to improve lake quality. The treatment occurred during June of 1984. A four-year
monitoring program provided an extensive lake database to evaluate the short-and-long-term
effectiveness of sediment phosphorus inactivation as a lake restoration technique. An immediate
impact of treatment was a reduction in the depletion of oxygen in the hypolimnion, resulting in
the maintenance of oxygen in the hypolimnion, a decrease in algal abundance (measured by
chlorophyll-a concentrations), improved transparency, and a shift from blue-green algal
dominance to species of algae typical to lakes and ponds in New Hampshire. No negative
impacts to lake organisms or lake chemistry were detected in the post-treatment monitoring
program (Connor and Smagula, 2000). Now, nearly twenty years later, the lake is still showing -
signs of good water quality.

An Aluminum salts treatment for Partridge Lake would cost approximately $70,000-
$80,000 (quoted in 2005).

5.7 Other Considerations

5.7.1 Aquatic Plant Management

As indicated in Chapter 4.0 of this report, aquatic plants are rated as “scattered/common.”
For the most part, aquatic vegetation can be found along the entire shoreline of the lake, with
mixes of emergent, floating and submergent vegetation. Figure 5-7 shows a typical example of
the aquatic plant community in Partridge Lake.

Yellow and white pond lilies and pondweeds are the most abundant plants in the lake.

Pond lilies have extensive tuber systems in the sediments. Lake residents often pull up the lily
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pad and its petiole (stem), thinking that will eliminate the problem. In truth, removal of the full

rooting system is necessary to minimize the problem (an activity which requires a permit).

Figure 5-7

Pondweeds reproduce by seed. Robbins pondweed (Potamogeton robbinsii) and bass
weed (Potamogeton amplifolius) are the two most common pondweeds in the lake, and provide
excellent fish habitat. Robbins pondweed has a tall feather-like structure with nearly opposite,
long leaves and resembles a feather frond. Bass weed is the pondweed that has the long curlier
leaves. For control, removal of the plants before they go to seed is important.

It should be remembered, however, that nutrients are constantly being supplied to the
lake, and these nutrients are used by both plants and algae. Removal of large amounts of plants
and their nutrient uptake functions may shift the plant dominance in the lake over to algae,
causing decreased clarity and algae blooms. If plant removal is necessary, controlled removal of
plants, on a schedule that allows a few years in between each management practice, is the best
for the lake. Drastic changes in lake community components should be avoided. Remember that
permits are needed by the Department of Agriculture for any chemical control of plants, and
permits from the Wetlands Bureau are needed for any physical removal of plants in a lake or
pond.

The lake association and lake residents should continue to be active in the volunteer
Weed Watcher Program offered by NHDES. This program involves a once a month survey of
the shallow areas of the lake for growths of any exotic plants, such as milfoil. The surveys

should be conducted from late May through the end of September. There is no way to eradicate
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exotic plants once they find their way into a lake or pond, but it is easier to manage them if they

are identified early, should they be introduced.

5.7.2 Public Education

The Partridge Lake Association should continue with their efforts aimed at educating lake
and watershed residents and transient lake users. This education program should be expanded to
encompass residents within the entire watershed, specifically targeting developed areas adjacent
to surface waters. The ultimate goal of this type of program is to reduce the amount of nonpoint
source pollution within the watershed and to eliminate the effects of cultural eutrophication upon
Partridge Lake. Pollution prevention is much less costly than rehabilitation and remediation
techniques.

Given a choice and a better understanding of the consequences of their actions, most
people will opt to improve their environment. If all residents of the Partridge Lake watershed
could enjoy the benefits of a choice recreational resource, they would likely take a greater
interest in protecting water quality.

The lake association is a valuable and effective vehicle for conveying information to the
residents and transient population of the Partridge Lake watershed. The existing infrastructure
and long term goals of the Partridge Lake Association will coincide with the recommendations
for public education outlined in this study and should include the following:

e Continuation of Partridge Lake Association sponsored activities revolving around public
education as it pertains to shoreland protection, watershed management and lake ecology.

Other lake associations have developed folders or binders of information which are

distributed to lakeshore residents. These folders contain fact sheets, laws and regulations

dealing with Subsurface Bureau Rules, Shoreland Protection Rules, Wetlands Bureau
rules, and other pertinent information.
e Continued participation in an organized volunteer monitoring program and the Weed

Watcher Program.

e The town of Littleton should encourage their elementary and secondary schools to
participate in the NHDES Interactive Lake Ecology program. This program is designed
to educate the young on principles of lake ecology and preservation of these resources,

ensuring that the future residents of the area have the necessary education to safeguard
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their water resources.

e Promote the use of new technology efficient marine engines

e Obtain grant money or other funds to purchase and distribute low flow showerheads to
residents adjacent to the lake.

e Establish a shoreland vegetation program to promote a well-vegetated buffer of native
plant species along shorelines. Perhaps the lake association can work with local garden
centers to establish a list of native plants, and work on an annual plant sale for the
Partridge Lake watershed.

Seasonal to year-round residence conversions on Partridge Lake, coupled with the
increasing utilization of the lake, necessitate a comprehensive educational program within the
Partridge Lake watershed. Implementation of the recommendations listed above will act to
mitigate nonpoint source pollution around Partridge Lake and reduce the impacts of cultural

eutrophication.

5.7.3 Future Monitoring

Because the study was conducted during a confined time frame, only a representative
data set could be collected for that period in time. Water chemistry, physical conditions, and
biology can vary between seasons, between weather events, with development, and with time.

To be sure that residents, biologists, and the community as a whole understand the
activities taking place in both the watershed and the lake, it is important to continue monitoring

the lake and watershed.

Recommendations for Monitoring
e (Continue monitoring the lake each spring and summer with an organized volunteer lake
monitoring program. Continuous data over a long period of time enable scientists to
determine realistic trends in the watershed and the lake. These trends may be from year
to year, or may occur over two, five, ten, or one hundred years. Partridge Lake has been
monitored regularly for over 15 years, and this trend should be continued in the future.

e Encourage more lake residents to become volunteer Weed Watchers. Long-term records
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of plant growth (both native and exotic) can be valuable tools in tracking the aging of a

lake.

5.8 Lake and Watershed Projects- Assistance and Funding

To implement some of the recommendations of this report, alternative funding sources
will likely be required. One possible funding source for implementation and/or further
watershed assessment is the NHDES Nonpoint Source (NPS) Local Initiative Grant Program.
This NHDES administered program is the result of Clean Water Act, Section 319 (h) nonpoint
source funding provided by the United States Environmental Protection Agency (USEPA).

The NPS Local Initiative Grant Program is available to municipalities, regional planning
agencies, non-profit organizations and conservation districts, and can be used to address
nonpoint source issues ranging from contaminated storm water runoff to streambank erosion to
watershed planning. In order to apply for the grant program, you must submit a proposal that
meets the requirements of the annual Request for Proposal, which historically has been issued in
early September with a deadline of early November. While the requirements may change,

presently applicants need to meet two key criteria:

1. 40% of the total project expense must be provided by the applicant

This 40% soft match can include volunteer time, town employee time, donated materials,
etc. For example, the lake association or town Conservation Commission could submit a NPS
Local Initiative proposal for storm event monitoring to identify pollution sources. The proposal
could be crafted so that 60% of the total funding amount could pay for sample analysis, and the
remaining soft match could be the volunteer time (presently valued at $17.19/hr) used to collect

the samples.

2. Projects should indicate a clear path towards implementation

This simply means the applicant has to outline the schedule for the project from start to
finish. Using the above example, the applicant would provide estimated dates for recruiting and
training of volunteers, when the sampling window would be*, and when the final report would

be submitted to the DES. (*Note: Since the theoretical proposal would include a monitoring

DRAFT Partridge Lake Diagnostic Study Chapter 5 Page 23



component, a Quality Assurance Project Plan would have to be submitted and approved by the
USEPA prior to commencement of monitoring).

The NPS Local Initiative Grant Program is the logical next step to help protect Partridge
Lake. The Biology Section of NHDES has a staff person designated to assist lake associations
and communities in the development and submittal of grant proposals, and assist with the
implementation of grants that are awarded. Please contact the NPS Program Coordinator at 603-
271-5334 if you are interested in pursuing water quality improvement funds through the NPS
Local Initiative Grant Program. This report will be submitted to the NPS Program Coordinator

for the development of possible 319 projects for 2005.
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Appendix One

Hydrologic Budget Raw Data and Calculations
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Raw Data Calculations for Year Round Tributaries

?

| i v ‘ ' Yearly Sum
Tributary Month | Flow (cfs) ‘Flow (m®/s) | Flow (m®/d) | Flow (m°/mo) | 10°m® | (103m3)
A June-00]  0.14] 0.00 ~ 336.1 10' 10083.13]  10.08]
A July-00 003 0.0 8391 260117 260
A August-00] 011 0.00 256.62 7955.07| 7.96
A | September-00 1 0.15 0.00 354.25|  10627.59 10.63|
A October-00 0.27| 0.01 643.72 119955.17!  19.96
A | November-00 026 0.01 639.97| 19199.16| 19.20
A December-00 045 0.000  367.78 "11401.27] 11.40
A January-01 045.  0.00 367. 78;__ ~11401.27]  11.40 B
A February-01 0.16 0.00| 390.26 10927.16/ 10.93
A ] March-01 011 0.00] 266.11 8249.47|  8.25 B
A | Apri01| 046 001 1107.68  33230.52] 33.23| )
A ‘May-01/ 0.07 0.00 174.96 5423.70)  5.42| 151.05
o I ] | o ‘
. | | ' R
G . June-00_ 047 000  411.26 12749.18 12.75
G : July-00,  0.13] - 0.00 314.50 0434.88] 9.43
G ' August-00 0.02] 0.00 48.38 149990  1.50
G | September-00 0.03 0.00 60.83° 188560  1.89
G October-00 0.04 ~0.00 104.49 3134.67 3.13 B
G November-00| 003 000 67.23 2084.01 2.08
G December-00- 0.09| 0.00| 217. 51] 652520 653 |
G January-01 0.10] 000  246.88) 7653.34) 765
G _ February-01| 0.07 000  180.08) 558259 558/
G March-01/ 0.13 0.00 311.35 8717.80, 8.72 -
G ~ April-01] 0.58 0.02  1401.59 43449.27 43.45| -
G 1 May-01 033  0.01 807.33)  24219.89| 2422 = 126.94
|
|
|
o I R — | — 1
H June-00| 0.08 ~0.00 181.93, 5639.94 5.4,
H ) July-00| 0.08 0000  188.13] 5644.00 5.64
H B August-00 002 0.00 50.80 1574.90 1.57
H | September-00| 0.0 03| 0.00/ 62.32 1931.80, 1.93
H October-00]  0.08 0.00 200.03 6000.97| 6.00
H November-00{  0.06 ~0.00 146.24 4533.32] 453
H December-00 000, 0.0 0.00 0.00, 0.00 |
H . January-01 0.19 0.01 452.70 14033.63] 14.03]
H February-01 10.000 000 0.00 0.00 0.00 -
H B March-01' 000, 0.0 0.00 0.00, 0.00 )
H j April-01| 029 001 692.72 2147438 2147
H F May-01 001  0.00 15.10. 45291 045 61.29
| | ] I . R
| |
3 ~ June-00 012 000/  284.93 883291/ 883
J July-00 008 0.0 198.74 5962.09) 5.96| -
g | August-00 0.05 0.00/ 122.63 3801.43] 3.80 B
J September-00| 000 0.00 0.00 000 000
J | October-00/ 041 000 = 26772 803167 803 ]
J November-00 | 0.16 0.00 379.10 11752.22) 1175,
i December-’bcﬂ 0.21 0.01 514.07 " 1542216 15.42




J | January-01 0412] 0.00 290.48]  9004.74)  9.00]

J | February-01| 010 0.00, 23655 733301 7.33

J March-01 0.20 0.01] 493.11 13807.11| 13.81

J April-01 0.91 0.03| 2207.28 6842561 6843
J May-01! 0.08 0.00 20099 6029.73) 6.03|  158.40
B | | i SN U
Outlet | June-00 046/  0.01] 112438  33731.39] 33.73|

Outlet | July-00 0.21] 001 497.90 14937.11] 1494 = =
Outlet . August-00  0.52] 1 0.01] 124752 37425.54] 37.43 -
Outlet | September-00 0.16{ 0.00| 39369 1181055 11.81 )
Outlet |  October-00, 0.66 0.02  1602.12 48063.46] 48.06
Outlet | November-00 0.90 0.03 2183.75  65512.64 65.51 -
Outlet ' December-00 108  0.03 2600.85| 78025.55 78.03

Outlet . January-01,  1.14 003 274601 82380.32 82.38 -
Outlet | February-01] 114 003 = 2761.44 82843.09 82.84 )
Outlet |  March-01 1.28 004 310268 93080.25| 93.08 -
Outlet | Apri01] 315  0.09  7609.53 228285.91, 228.29 -
Outlet | May-01 1.00 0.03 2423.82 7271469 72.71 848.81




| ‘ Direct Watershed | Direct Lake Precip | Watershed Volume | Direct Lake Volume

Day {Precip (in) |Precip (m) _ Volume (m3) {(m3) (L) (.
1-Jun i - 0 0.0000 0.00 0.00 0.00 0.0
2-Jun 0.02] 0.0005 1600.61 213.61 1600607.15 213614.00
- 3Jun 0 0.0000 0.00 0.00 0.00 ~0.00
4-Jun 0 0.0000 0.00 0.00 0.00| 0.00
~ 5-Jun | 0  0.0000 0.00 0.00 0.00] 0.00
~ 6Jun ! 043 0.0109 34413.05 4592.70 34413053.69 ~ 4592701.00
7-Jun 0 0.0000 0.00 0.00 0.00 ~ 0.00
~ 8Jun 005 0.0013] 4001.52] 534.04 4001517.87]  534035.00
9-Jun 003 0.0008| 240091 320.42 2400910.72 ~320421.00
[ 10-Jun 0.01 0.0003 800.30 106.81 800303.57 106807.00
11-Jun 048, 0.0122 38414.57 5126.74 3841457156 5126736.00
~ 12-un 0.01] 0.0003 80030 10681  800303.57 106807.00
[ 13Jun B 0.07 ~ 0.0018 ~ 5602.13] 747.65 5602125.02 747649.00
14-Jun | 0 000000 000 000 0.00 ~ 0.00]
“15-Jun 0 00000 000 0.0 0.0 - 0.00
_ 16-Jun 0 00000 ___0.00| __0.00} ______0.00 0.00
[ 17-Jun 0.13| 0.0033 10403.95 1388.49 10403946.46 1388491.00
- 18-un . 0.12] 0.0030 9603.64 1281.68 ~ 9603642.89 1281684.00
19-Jun 1 001 00003  800.30; 10681  800303.57]  106807.00
20-Jun 1T o 0.0000| 0.00 0.00 - 000 0.00
[ 21-Jun 0.02 ~ 0.0005 1600.61  21361] ~ 1600607.15 213614.00
~ 22-Jun oo 0.0028 8803.34 117488 8603339.32 1174877.00
23-Jun | 0.02 0.0005 160061 21361 ~ 1600607.15 ~213614.00
~ 24-Jun | 0 ] ooooo] 0.00 0.00 0.00] 0.00
~ 25-Jun ! 007 00018 560213 74765 ~ 5602125.02| 747649.00
26-Jun | 0 0.0000] 0.00 0.00 0.00 0.00
| 27-dun | 0.33 0.0084]  26410.02 3524.63 26410017.95 3524631.00
28-Jun 0.01 0.0003 800.30 106.81 800303.57 106807.00
~ 29Jun i 0.22 00056  17606.68 2349.75 17606678.63 ~ 2349754.00|
~ 30-Jun ' 0.29 0.0074| ~23208.80 3097.40 23208803.65, 3097403.00
Total 243 00617 1944737685 25954.101 1944737685 25954101
~ Mean ~0.081 0.0021 6482.458951 8651367 6482458951 865136.7
StDev ~ 0.133658082) 0.0034 10696.70404 1427.561871] 10696704.04]  1427561.871
] - . o
-l B B o 0.0000 0.00 000 000 0.00
2-Jul 001 00003 800.30) 10681 800303.57 106807.00
3l 0.34 10.0086 2721032 3631.44 2721032152 3631438.00
4-Jul 038  0.0097 3041154 405867 30411535.82 4058666.00
5-Jul 0 0.000 000 0.00 000 0.00|
6-Jul 0 0.0000 0.00 0.00 ~ 0.00 ©0.00
7-Jul 0 0.0000 0.00 0.00 0.00] 0.00|
8-Jul 0.02 0.0005 1600.61 213.61 1600607.15| 213614.00|
9-Jul 0.06| 0.0015 4801.82 640.84 480182144 640842.00
[ 10-ul 006 ~ 0.0015] 4801.82 640.84 | 14801821.44| 640842.00
T 002 0.0005 1600.61 213.61) 1600607.15| 213614.00
120U L 0.0000 __0.00] 0.00 0.00 000
13-Jul 0 0.0000 0.00 0.00 0.00! 0.00
- 14-ul 0.27] 0.0069 21608.20 2883.79 21608196.50| ~ 2883789.00
15-Jul 0 0.0000 ~ 0.00 0.00 0.00/ ~ 0.00
~ 16-Jul 0.47 0.0119 37614.27| 5019.93 37614267.98 5019929.00
2T 0 00000 0.00/ - 0.00 000 0.00
 18-Jul ' 062 00157  49618.82 6622.03 49618821.60 6622034.00
190u 0 0.0000 0.00| ~ 0.00] ) 0.00 ) 0.00
20-Jul | 0.03 0.0008| 2400.91 320.42 2400910.72]  320421.00
O 21-ul ; 0.02 0.0005| 1600.61| 213,61 1600607.15 213614.00




0.38 0.0097 30411.54]  405867]  30411535.82 4058666.00]
- 001 0.0003 80030 106.81) 80030357 106807.00
001 0.0003 800.30| 106.81 800303.57 ~ 106807.00
0 00000, 000 0.00 000 000
0| 00000 0.00| 000 000 0.00
0 00000 000 000 0.00) 0.00
) 0.75 0.0191/ 60022.77 8010.53 60022768.06 8010525.00
) 0.1 0.0025| 8003.04 1068.07 8003035.74)  1068070.00|
003,  0.0008 2400.91 320.42 | 2400910.72)  320421.00
N 0 ~0.0000 0.00 0000 000 0.0
358 0.0909 286508.6795 38236.906 286508679.5) 38236906
0.115483871 0.0029 9242215469  1233.448581 9242215469 1233448.581
0.204301064 0.0052)  16350.28717, 2182.078374 1635028717, 2182078.374
i 1-Aug ~0.01 0.0003 800.30 106.81 800303.57| 106807.00
0 0.0000 0.00 000 000 0.00
0.63 0.0160 50419.13 6728.84 50419125.17 6728841.00
001 0.0003 800.30 106.81 800303.57 ~ 106807.00
0 0.0000 000 0.00 0.00] 0.00
004 0.0010 3201.21 427.23 ©3201214.30| 427228.00
0.48 0.0122 38414.57| 5126.74 38414571.56 5126736.00
0, 0.0000 0.00 0.00 0.00 0.0
0.26| 0.0066 20807.89 2776.98 20807892.93 2776982.00
0.03 0.0008 2400.91, 320.42 2400910.72 320421.00
0.15| 0.0038 12004.55| 1602.11 12004553.61 1602105.00
0.01 00003  800.30 106.81 800303.57 106807.00
. 0 0.0000 000y = 000] 000 = 000
SPNSIEN | B - 72027.32) 961263 72027321.67| 9612630.00
001 ~0.0003] ©800.30 10681 800303.57 ~106807.00
044 00112 35213.36 469951 35213357.26 4699508.00
004 00010 320121 = 427.23 3201214.30  427228.00
001 00003 80030, 10681  800303.57 106807.00
001 0.0003 800.30 106.81;  800303.57 106807.00
0.03] 00008 240091 320.42 2400910.72]  320421.00
0| 00000 0.00 0.00 000 0.00
0 0.0000 ~0.00 0.00 0.00 0.0
017, 0.0043 13605.16 1815.72| 13605160.76|  1815719.00
002 00005  1600.61 21361 1600607.15]  213614.00
0 00000 000 0.00 0.00| ' 0.00
~001] 0.0003| 800.30 106.81] 800303.57 106807.00
001 0.0003 800.30) 10681  800303.57! 106807.00
001 00003 80030 10681 80030357 106807.00
0 000000 000 0.00, 000 000
0 00000 000 0.00 0.00 0.0
0.01 0.0003 800.30 106.81 800303.57 106807.00
3.29 0.0836 263299.8759 35139.503|  263299875.9 35139503
0.211935484 0.0054 16961.27252 2263.619323 16961272.52|  2263619.323
0.609412786 0.0155 48771.52304 6508.955139]  48771523.04 6508955.139

| I I
0.02 0.0005 160061 21361 1600607.15|  213614.00|
042 0.0107| 33612.75 4485.89  33612750.11]  4485894.00
0.06 0.0015 4801.82 1640.84 4801821.44 640842.00
- 0.21 ~ 0.0053 16806.38  2242.95 ~ 16806375.06| 2242947.00
0 0.0000| 0000 000 ~0.00 0.00
o/ ~0.0000 000 ~ 0.00] 000 000
ol  0.0000] 000 ) 000 0.00/ 0.00
0 0.0000 0.00 0.00] 0.00 0.00




9-Sep 0] 0.0000] 0.00 0.00| 000 0.00
10-Sep 0.01 0.0003| 800.30 106.81| 800303.57 106807.00

~ 11-Sep 0 00000 0.00 0.00 000 000
12-Sep 0.05 0.0013| 400152 534.04 | 4001517.87| ~ 534035.00
13-Sep 012 00030, 9603.64 1281.68 9603642.89 1281684.00

~ 14-Sep 0 10.0000] 0.00 ~ 0.00 000 0.00

~ 15-Sep 0.96 0.0244| 7682914 10253.47 76829143.12)  10253472.00
~ 16-Sep | 0.05 0.0013| 4001.52) 534.04.  4001517.87| 534035.00
17-Sep | 0l 0.0000] - 000 0.00 0.00 ) ~ 0.00
18-Sep 001 0.0003 80030/ 106.81 800303.57 106807.00
19-Sep 0 0.0000 ~0.00 0.00| 0.00] 0.00
20-Sep 0.2 0.0051 16006.07  2136.14] 16006071.48| 2136140.00)
21-Sep 04 0.0025 ~8003.04 1068.07 8003035.74 1068070.00
22-Sep e ~0.0000] 0000 000 - 000 0.00
23-Sep B 0.11 0.0028/ 8803.34 1174.88]  8803339.32] 1174877.00
24-Sep 0.05 0.0013, 4001.52 534.04  4001517.87)  534035.00
25-Sep 0 00000 000 000 0.00 0.00

~ 26-Sep , 0 0.0000 0.00 0.00 ~0.00] B 0.00
27-Sep 0 0.0000 0.00 0.00 0.00| 0.00

| 28Sep | B 0  0.0000 0.00 0.0 000 0.00
29-Sep é 0 0.0000 ) 000 0.00] 000 000
30-Sep ' ) 0/ 0.0000 000 0.00/ 0.00 000

Total | 2.37 0.0602| 189671.9471 25313.259 189671947.1 25313259

Mean - 0.079 ~0.0020| 6322.398236 843.7753 6322398.236 843775.3

St Dev ~ 0.189652132 0.0048' 15177.92788  2025.617522 15177927.88  2025617.522

| 1-Oct | 0 0.0000' 0.00 ) 0.00 0.0 - 0.00
20¢t | 0 0.0000 0.00 ~ 0.00 ~ 0.00 0.0
| 3-0ct 0 ~0.0000 0.00 0.00 000 0.00
4-Oct 0.14 00036 11204.25 1495.30 11204250.04|  1495298.00

5-Oct 0.49 0.0124, ~ 39214.88 ~ 5233.54 39214875.13)  5233543.00

6-Oct 0.28 0.0071] ~22408.50 299060,  22408500.08 2990596.00

~ 7-Oct 0.08 0.0020 6402.43| 854.46 6402428.59 854456.00
8-Oct ) 0.22] 0.0056 17606.68 2349.75 17606678.63|  2349754.00
90t - 0.03 0.0008| 2400.91 32042  2400910.72 320421.00

~ 10-Oct ‘ 0.07 00018 5602.13 747.65 5602125.02 747649.00
11-Oct 0 ~0.0000] 0.00 i 0.00 000 000
12-0ct 0 00000f 000 0.00] 000 0.00

A 13-Oct o 00000 000 000 0.00 0.00
14-Oct 0 ~0.0000/ 0.00 0.00 0.00 0.00

- 15-0ct 0| ~0.0000! 0.00| 000 ~0.00 0.0
16-Oct 0.11] 0.0028 8803.34 1174.88 8803339.32 1174877.00

[ 17-0ct 0 00000 000 ~0.00 000 000
18-0ct 046 001170  36813.96] 491312  36813964.41 4913122.00|
~19-Oct 0l ~0.0000] 0.00 0.00 0.00 0.00
00 o 0.0000 " o0 000 000 000
21-Oct 0 0.0000] 000 0.00 000 0.00

22-0ct 0 ~0.0000 0.00 0.00 0.00] 0.00

- 23-Oct - 0 0.0000 10.00 000 0.00 000
24-Oct 0 000000 000 000 0.00 0.00
25-0ct ) 0| 0.0000 0.00 ~0.00] - 0.00 0.00
26-Oct N ol 0.0000! 000 000 ~0.00 000

| 27-0ct 0.01 0.0003 800.30 ~106.81 800303.57{ 106807.00
~ 28-0ct o001 0.0003] 80030,  106.81 '800303.57| 106807.00
 29-0ct 043 0.0033 ~10403.95 1388.49{ 10403946.46 1388491.00
~ 30-Oct 0.24 ~0.0061 1920729 2563.37| 1920728578 2563368.00
31-Oct 0.01 0.0003 800.30 106.81 800303.57 106807.00
Total 228 0.0579 ~ 182469.2149 24351.996]  182469214.9 24351996




Mean 0.073548387] 0.0019] 5886.103707 | 785.5482581 5886103.707 785548.2581
St Dev 3 0.132854517 0.0034/ 10632.39445 1418.979235 10632394.45 - 1418979.235
1-Nov L9 0.0000 o900 000 AL | 0.00
~ 2Nov | 0 0.0000 0.00| 0.00 ~0.00 0.00
~ 3-Nov | 0.04 00010, 320121 42723  3201214.30 ~ 427228.00
[ 4Nov | ﬂ_!: - 10.0010] - 3201.21) 42723  3201214.30 427228.00
~ 5Nov o7 0.0196 61623.38 8224.14| 61623375.21 ~ 8224139.00
~ 6Nov ~008] 00015 4801.82 640.84| £ 4801821.44 1640842.00|
] TNov | o 0.0000] 0.00| 0.00| 0.0 0.00
8Nov o 00000 000 0000 000 0.0
[ 9-Nov | 0.01] ©0.0003| 800.30, 106.81 800303.57 106807.00
[ 10-Nov j 066 00168 5282004 = 7049.26]  52820035.89 7049262.00
~ 11-Nov 0.29. 0.0074 23208.80 ~3097.40 ~ 23208803.65 13097403.00
~ 12-Nov 0 0.0000 0.00 000 0.00 0.0
13Nov | 0 0.0000 0.00 000, 000 000
14-Nov 057 ~0.0145] - 45617.30 6088.00 45617303.73 6087999.00
- 15Nov | 0.22| 0.0056] 1760668 234975  17606678.63 2349754.00
__16-Nov 0 0.0000| 0000 0.00 0.00[ ~0.00
17-Nov 004 00010 3201.21 427.23 3201214.30]  427228.00
18Nov | 0 00000 0.00| 0.00] 0.00 o 0.00
[ A9Nev | 0 0.0000f 0.00| 0.00 0.00 ~0.00|
TNy o ~ 00000 0.00 000 0000 000
[ 21Nov | 0.05 0.0013 4001.52| 534.04 4001517.87| ~ 534035.00
22-Nov % o001 ~ 00003]  800.30 106.81 80030357  106807.00
| 23-Nov o0 00000 0.00 000 000 0.00
24-Nov o 00000 000 000 000 0.00
25Nov | o 00000 000| __000 o0 000
~ 26-Nov 035 0.0089 28010.63 373825  28010625.09) 3738245.00
27-Nov | 021 0.0053 ~ 16806.38 224295  16806375.06 ~2242947.00
28Nov | - 0.05, ~00013]  4001.52 534.04  4001517.87|  534035.00
. 29Nov 0.03| 0.0008 240091 320.42 2400910.72 320421.00
30Nov | 001 0.0003 800.30 106.81 800303.57 106807.00|
~ Total , 34 0.0866 272903.5188) 36421.187 272903518.8 36421187
Mean  0.113666667 0.0029 9096.783959  1214.039567)  9096783.959 1214039.567
St Dev i 0.210048982]  0.0053 16810.29508' 2243.470159]  16810295.08 2243470.159

| |
- | ———— P S S TS =
| 1-Dec @ 001 0.0003 80030 10681 800303.57 1106807.00
2-Dec ! - 0 ~0.0000 B 0.00] 0000 000 0.0
] 3-Dec | 0 00000 000 000 0.00 0.0
4Dec | 0 10.0000 0.0 B 0.00 0.00 0.00
~ 5Dec | 0 0.0000/ 000 000 0.00 ~0.00
6-Dec o 0.0000| 000 000 0.00 0.00
_7-Dec - 0 00000 900 = @@ 000) 000 000
8-Dec 0 ~ 0.0000 000 000 000 0.0
9-Dec 0 £ 0.0000 000 0.00 0.00 0.00
10-Dec 0 ~0.0000 ~0.00 000 0.00 000
~ 11Dec | 001 0.0003 ~800.30 ~ 106.81 80030357  106807.00
_12Dec | 022 - 0.0056 17606.68 234975  17606678.63 2349754.00
13-Dec 0 ~0.0000 0.00 000 0.00 0.00
14-Dec 0 000000 000 0.00 ~0.00] ~0.00
15-Dec 0.19 0.0048] 1520577  2029.33 15205767.91 2029333.00
~ 16Dec | 0.19 0.0048 | ~ 15205.77| 2029.33)  15205767.91 ~2029333.00
~ 17-Dec . 1.88] 00427  134451.00] ~ 17943.58 13445100046  17943576.00
~ 18Dec | 001 10.0003 800.30| ‘ 106.81 800303.57 106807.00
~ 19-Dec 0 0.0000 000 0.00, 0.00 0.00
_ 20Dec | o] 00000/ 000l 000 0.00 0.00




21-Dec 0] 0.0000] 0.00 0.00 0.00] 0.00

~ 22-Dec 0.04 0.00100 3201.21 _ 421.23 3201214.30  427228.00

23Dec | 0 0.0000, 0.0 000 0.00 0.00

24-Dec 0 0.0000 0.00 0.00| B 0.00 0.00

25-Dec 0 00000 0.00 0.00| 0.00] ~0.00|

26-Dec 0 0.0000 - 0.00 0.00] 0.00 0.00

_ 27-Dec | 0 0.0000 0.00 ~0.00] 0.00 0.00

~ 28-Dec - 0 0.0000 000 ~0.00 0.00 10.00

~ 29Dec | 0 0.0000| 000 000 000 0.00

~ 30-Dec 0 0.0000; 0.00 0.00 000 0.00

 31Dec 0 0.0000 0.00 0.00] 0.00 0.00

Total | 235 - 0.0597 188071.3399 25099.645 ~ 188071339.9 25099645

Mean 0.075806452] 0.0019 6066.817417 ~ 809.6659677|  6066817.417 809665.9677

St Dev 1 0.303685958 0.0077 24304.09579 3243.578615  24304095.79|  3243578.615

1-Jan 1 ol  0.0000 0.00 0.00 000 0.00

2Jan | o ~0.0000 0.00 0.00 0.00 ~0.00]

[ 3Jan o 0.0000 0.00 0.00 - 0.00 ~ 0.00

~ 4-Jan | 0 0.0000| 000 0.00 000 ~0.00

~5-Jan 0.02 0.0005 160061 213.61 1600607.15 213614.00

- 6Jdan 0 0.0000 000 0.00 000 0.00

~ T-Jan 0 0.0000 0.00] 0.00 0.00 0.00

8-Jan 0.01 00003  800.30 106.81 800303.57 106807.00

~ 9Jan_ 0 0.0000] 000 0.00 000 0.00

) 10-Jan 0 0.0000] 0.00 0.00 000 0.00

11-Jan 0 ~0.0000] 0.00 0.00 0.00 0.00

12-Jan’ 0 0.0000 0.00 ~0.00 0.00 0.00

13-Jan | o 0.0000, 0.00 ~ 0.00 0.00 0.00

14-Jan B 0 ~0.0000] 0.00/ 000 0.00 0.00

15-Jan 0 0.0000 0.00 000 ~0.00 0.00

~ 16-Jan 0.01 ~0.0003] 800.30| ~ 106.81 800303.57 ~ 106807.00

17-Jan ' 0 0.0000/ 0.00 0.00 0.00 0.00

18-Jan 0 ~0.0000 0.00| 0.00 000 0.00

19-Jan 0 ~0.0000 0.00| B 0.00 ~0.00 0.00

20-Jan 0| ) 0.0000/ 000 0.00| 000 10.00

21-Jan 0] 10.0000 0.00 0.00 000 0.00]

22-Jan - _Ol ~ 0.0000 0.0 0.00| 0.00 0.00

~ 23Jan 0 ~ 0.0000 000, 10.00 - 000; 0.00]

24-Jan 0] 0.0000 0.00 0.00 000 0.00

25-Jan 0 10.0000] 0.00 0.00 - 0.00 0.00

~ 26Jan 0.04] - 0.0010| 3201.21) 427.23| 3201214.30| 427228.00

~ 27-Jan 0.01 0.0003] 800.30 106.81] 80030357 106807.00

~ 28Jan 0] ) 0.0000 0.00 0.00 0.00] 0.00]

29-Jan o 0.0000 0.00 0.00 0.00 0.00

~ 30-Jan - 0 00000 000 000 0.00 ~0.00]

~ 31-Jan 0 0.0000 0.0/ 0.00 000 0.00

~ Total 0.09] 0.0023 7202.732167 961.263 ~ 7202732.167 961263

~ Mean | 0.002903226 0.0001  232.3461989 31.00848387 232346.1989 31008.48387

_ StDev 0.008243603 0.0002| 659.7384888 88.0474498 659738.4888 88047.4498
| | |

S | S _ . R -

1-Feb . 0 0.0000 0.00/ 0.00 0.00 0.00

- 2Feb | i 0 0.0000| 0.00/ 0.00 0.00| 0.00

3-Feb 0 ~0.0000 000 0.00 000 0.00

4-Feb o ~0.0000 0.00 0.00/ 0.00 0.00

5Feb | ~ o] 00000 " 0.00] 000 000 0.00|

6-Feb 0 0.0000 0.00 0.00 0.00 ~ 0.00

7-Feb 0 0.0000 0.00 0.00 0.00 0.00




8-Feb . 0 0.0000 ~0.00 0.00 0,00 ~ 0.00]

9-Feb | 0 ~ 0.0000 0.00 0.00 _ 0.00 0.00

) 10-Feb g 1.75 0.0445 ~ 140053.13 18691.23] 14005312547  18691225.00)
~ 11-Feb ; o 00000 0.00 000, 0.0 0.00
_12-Feb ) 0 0.0000 0.00/ 0.00] 0.00 0.00
13-Feb 0 ~0.0000] 000 0.00] 000, 000
14-Feb | 0 0.0000 0.00 000 000 0.00

_ 15Feb | 0.06 0.0015, 4801.82 640.84 4801821.44| 640842.00
16-Feb i ) 0 00000 000/ ~ 0.00 0.00 ~0.00

~ 17-Feb - 0 0.0000 ) 0.00 ~0.00] 0.00/ 0.00
_ 18Feb 0 ~0.0000 000 0.0 0,00 0.00
19-Feb 0 ~0.0000 000 000 0.00| ~0.00|

~ 20-Feb | 0.03 0.0008 240091 320.42 2400910.72 ~320421.00
21-Feb 001 0.0003 800.30 106.81 ~ 800303.57 106807.00
22-Feb 0.01 ~0.0003 800.30 106.81 800303.57 ~ 106807.00

~ 23-Feb 04 0.0025| ~8003.04 ~1068.07 8003035.74 1068070.00
24-Feb | 0 0.0000 ~0.00] 000 0.00 0.00
25-Feb - 0.19 0.0048 15205.77 2029.33 15205767.91 2029333.00|

~ 26-Feb 001 0.0003 800.30 106.81 ~800303.57 ~ 106807.00|
[ 27-Feb - o 0.0000 ~0.00 000 000 0.00
28-Feb 0 ~0.0000 0.00 0.00 0.00/ B 0.00

Total 246 0.0549 172865.572 23070.312 172865572 23070312

(| Mean ; 0.077142857/ 0.0020 6173.770429|  823.9397143]  6173770.429] 823939.7143
St Dev I 0.330362956 0.0084 26439.06543)  3528.507622] 2643906543 3528507.622

1-Mar ' 0 0.0000, 0.00 10.00 0.00| ~0.00]

[ 2Mar ] } 0.01 0.0003 800.30 ~106.81] 800303.57 | 1106807.00|
3-Mar | 0 ~0.0000 000 0.00] 000 0.00

| AMar 0 0.0000 0.00 0000 000 000
[ 5-Mar 018 0.0046]  1440546) 192253 | 14405464.33|  1922526.00
~ 6-Mar | 0.28 00071 2240850,  2990.60 | 22408500.08)  2990596.00
7-Mar ' o] 0.0000 0.00 0.00 B 0.00| 0.00

8-Mar | o 0.0000 0.00 0.00 0.00| ~0.00

i 9-Mar 0.12 0.0030 9603.64 1281.68 9603642.89 1281684.00
~ 10-Mar B 0.01 10.0003 80030, 10681 80030357  106807.00
) 11-Mar | 0.07 0.0018 5602.13 747.65 560212502 747649.00
~ 12-Mar i 0 0.0000 000 0.00 » 0.00] 0.00
_A3Mar 0.23 00058 18406.98) 2456.56 1840698221 2456561.00
14-Mar | 0.07| 0.0018| 5602.13 747.65 5602125.02 747649.00

| 15-Mar 0.01] 0.0003 800.30 106.81] ~ 800303.57|  106807.00
~ 16-Mar 0 0.0000| 0.00 0.00| 0.00| 0.00
17-Mar 0 0.0000 0.00] B 0.00 0.0 ~0.00]

~ 18-Mar | 0 0.0000 0.00/ 0.00 0.00 0.00|
19-Mar - 0. 0.0000 0.00 0.00 000 0.00
20-Mar 0 ~ 0.0000 0.00| 0.00 ~0.00] 0.00
21-Mar L 0| ) 0.0000 000 - 000 0.00] 10.00|

- 22-Mar | 056 0.0142 44817.00 5981.19 44817000.15 15981192.00
~ 23Mar | 0.16 ~0.0041] 12804.86 1708.91  12804857.19 1708912.00
24-Mar 0 ) 0.0000] 000 000 0.00 0.00

~ 25-Mar | 0 0.0000] 000 0.00 0,00 0.00
26-Mar ' 0! ~_0.0000 B 0.00 000 ~ 0.00 ~ 0.00]

~ 27-Mar 1 0 0.0000 0.00 0.00 0000 0.0
~ 28Mar | 0.03| ~0.0008| 240091 32042  2400910.72 320421.00
29-Mar | 0 0.0000 0.00 10.00] 0.00] 0.00
30-Mar r 008 00020 ~ 6402.43 854.46| 6402428,59 ~ 854456.00

[ 31-Mar 03 00076 24009.11 3204.21 24009107.22 3204210.00
Total 241 0.0536]  168864.0541 22536.277|  168864054.1 22536277
__Mean 0.068064516 ~0.0017 5447.227553 7269766774 5447227.563 726976.6774




St Dev 0.126633838 ~0.0032 10134.55135 1352.538038 10134551.35 1352538.038
| : . . I 038

|
S N I —— N | et e,
1-Apr B 0.03 0.0008 2400.91 320.42 2400910.72 ~320421.00
 2-Apr 0 ~ 0.0000 0.00| 0.00 ~0.00 0.00
3-Apr o - ©0.0000 0.00] 000 0.00 0.00
4-Apr o 0.0000 0.00 ~0.00 0.00| 0.00
L 5-Apr 0 0.0000 ) 0.00 ~0.00 000 0.00
~ B-Apr - 0.11 00028 8803.34 ~ 1174.88] ~ 8803339.32 ~1174877.00
_ TApr 002,  0.0005 1600.61| 21361 1600607.15] 213614.00
8-Apr - 0.33 0.0084' ~26410.02 3524.63 26410017.95 3524631.00
9-Apr 0 0.0000 000 0.00 0.00 0.00}
10-Apr 0 0.0000 0.00 ~0.00 0.00 0.00
11-Apr 0 ~ 0.0000 0.00 0.00 000 0.00}
12-Apr ) 0.32 0.0081, 25609.71 3417.82)  25609714.37 3417824.00
13-Apr 001 0.0003' 800.30| 106.81 800303.57 1106807.00
14-Apr 0 ) 0.0000 000 ~ 0.00 0.00 ) 0.00|
15-Apr o 0.0000 0.00 0.0 0.00 B 0.00
16-Apr o 10.0000 0.00 ~ 0.00 0.00 000
~ 17T-Apr B 0 0.0000| - 000 ~0.00] B 000 0.00
~ 18-Apr ) o0  0.0000 000/ 0.00| 000 0.00
~ 19-Apr 0 0.0000 10.00 0.00| 0.00 ~0.00
20-Apr 0 00000 ~ 0.00 0.00/ 0.00 ~_0.00]
| 21-Apr 004 0.0010 3201.21 427.23| 3201214.30 427228.00
22-Apr 0.11] 0.0028 8803.34 1174.88 8803339.32  1174877.00
23-Apr 001  0.0003 800.30| 106.81 ~ 800303.57 ~106807.00
 24-Apr 1 0.07| ~0.0018 5602.13 747.65 5602125.02  747649.00
25-Apr 0] 000000 0.0 B 0.00 0.00 0.0
26-Apr 0| 0.0000) 000 000 0.00 ~ 0.00
27-Apr 0 0.0000 0.00 ~ 0.00 0.00] 000
28-Apr 0 0.0000 0.00 0.00 0.00 ~0.00
~ 29-Apr 0| 0.0000 000 0.00 N 0.00 0.00
~ 30-Apr 0 0.0000 0.00| 0.00] 0.00, 0.00
Total 105 0.0267]  84031.87528 11214735 ~ 84031875.28] 11214735
Mean ~0.035 0.0009 2801.062509 373.8245  2801062.509 373824.5
St Dev 0.084435243) 0.0021 6757.382716 901.8275052)  6757382.716]  901827.5052
~ iMay - 0 0.0000 0.00 0.00 0.00 0.00
2-May [ 0.01 0.0003| 800.30 106.81 800303.57| 106807.00
3-May i - 0 0.0000, 0.00 0.00 0.00 0.00
4-May | 0 00000  0.00] 0.00 0.00 ~0.00
5-May 0.01 00003 800.30| 106.81 800303.57|  106807.00
~ 6-May 0 0.0000] 0.00 10.00 0.00 0.0
7-May 0f  0.0000] 0000 000 ~ 0.00 0.00
8-May - 0 0.0000 000/ 0.00 0.00 0.00
9-May 0 000000 000 ~ 0.00 0.00 0.00
10-May o 0.0000, 000 000 0.00 0.00
11-May 0 0.0000] 0.00 0.00 000 0.00
~ 12-May 0.75 00191 6002277 801053 60022768.06 8010525.00|
13-May | o 00000, 000 0.00 0.00 0.00
14-May ; 0 0.0000 0.00 0.00 0.00 000
15-May | 0 ~0.0000 0.00 0.00 B 0.00 ~0.00
16-May I o 0.0000 ~0.00 0.00 0.00| 0.00
17-May | 10.02 0.0005| 1600.61] - 213.61 1600607.15]  213614.00
~ 18-May { 0.14] 0.0036 11204.25 1495.30 11204250.04 1495298.00
~ 19May - 0.02 0.0005/  1600.61 21361 1600607.15 213614.00
20-May ol 00000 0.0 _0.00/ 0.00! 0.00




~ 21-May 0 ~0.0000] 0.00] 0.00] D 0.00 0.00
! 22-May 0 ~0.0000| -~ 0.00 ~ 0.00 0.00] ~0.00
) 23-May 0 0.0000| 000 ~0.00 0.00 10.00
~ 24-May i 0 0.0000! ~0.00 0.00 000 0.00
I 25-May - 0.01 0.0003| 800.30 106.81 80030357 106807.00
26-May | 0.29 0.0074 23208.80 3097.40/ 23208803.65 3097403.00]
 27-May 052 0.0132 ~ 41615.79| 5553.96 41615785.86 - 5553964.00
~ 28-May 0.08 000200 640243 1854.46) 6402428.59 854456.00)
~ " 29-May 0.05 ~0.0013] ' 4001.52 " 534.04] 4001517.87| 534035.00
~ 30May | 001 0.0003 800.30. ~ 106.81 800303.57 ~106807.00
~ 31-May 0 0.0000| 0.00] ~0.00] 0.00| ~ 0.00]
~ Total 1.91 0.0485/ 152857.9827 20400.137 | 152857982.7 20400137
Mean 0.061612903 0.0016 4930.902666 658.0689355  4930902.666 658068.9355
i St Dev ~ 0.166234709 0.0042 13303.82318 1775.503057 13303823.18 1775503.057
. jecres | o ,' B
| LakeArea 10363 . U g .
Watershed Area ~801.71! ]




Nearshore Groundwater Seepage Sample Locations and
Substrate Types

Seepage Zone [Substrate Type Area (m2)
R Muck (0.5-1ft) 67690
Sand 25532
Silty Muck (.5-1ft) 22752
Muck (1.5-2 ft) 32950

v Seepage Location
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‘Total Acres within 1000 ft

SubName  |LandUse_Type - Sum_Acres __watershed (not by lu grid) N
A Cleared/Other Open 3.3125836 s
A iHay/Rotation/Permanent Pasture 112910857 b ]
A [Hemlock 4.30039122| .
A 3 Mixed Forest | 3.15254325 - R
A |Open Water 0.16215326 o
A ~ |Other Hardwoods 0.24257537| - ) i
A ~ |Paper Birch/Aspen ] B 5.20388165 ) I
A ‘Spruce/Fir 1 0.00893621 ) )
A | Transportation | 1.88573214 ) ]
A 'White/Red Pine | 1.30817431 B
- Total [ 20.86805671 - 20.87
B 'Hemlock ] : 6.48736987 B |
B - Mixed Forest | 6.62279651 - o
B Non-forested Wetland B _ ~ 5.04403842 B -
B ~ OpenWater  2.34986137 ]
B Other Hardwoods ) 10.0932074, ) )
B |Paper Birch/Aspen ] 5.15705599 o
B ‘Transportation | 14.15464912 B |
B 'White/Red Pine 8.04535083,
- Total ) 37.95432951] 394
D ~ Hemlock | 25726225 ]
D Mixed Forest 0.47738962 B
D Non-forested Wetland ~1.55731795 e ] -
D Open Water B : ~0.04959859 i T
D Other Hardwoods 4.63819514
D Paper Birch/Aspen 8.13288562 -
D White/Red Pine 3.09410113 B R
| Total B ~20.52211055| 20.52

F ~{Hemlock 6.06589446 )
F Mixed Forest o 486116745 - B
F Open Water B 048722182 I
F White/Red Pine 6.28216338 B | B
] Total - ~ 17.69644711 17.7
G Cleared/Other Open 0.03769758 i ]
G Hemlock B | ~ 6.15379566 B B
G Mixed Forest B ;' 10.19245585 .
G Open Water i ~ 0.88027574
G _|Paper Birch/Aspen ~0.08232903, e .
G Spruce/Fir 1.83652605
G ~ |White/Red Pine i 0.1832886 B

Total - 19.36636851 | B - 1937
H ~ |Hemlock 3.67038374
H Mixed Forest 6.01905367 ) B n
H |Open Water - B 1.48893442 B ]
H ~ |SprucefFir 2.18554799 i B
H i White/Red Pine  2.01793399| - ]

Total - 15.38185381 - - 1539
[ 'Cleared/Other Open - 0.03729082 1
1 |Hay/Rotation/Permanent Pasture 0.00448858 _
[ ___|Mixed Forest ' 0.09692924




[ ~ |OpenWater ] 0.19784546 B
I Paper Birch/Aspen ! 4.1360921 -
I | Spruce/Fir - i 0.63734153
I Transportation B o 2.22020865 -
! White/Red Pine o ~3.36363728
- Total B g 10.69383366 10.69|
J ~ |Beech/Oak o . 2.30270511 B -
J Cleared/Other Open S _ 1 3.46759442 -
J  |Mixed Forest ) o 3.25905399 B
J Other Hardwoods - ' 2.61039558 -
J Paper Birch/Aspen - 1 9.36313559| _ |
J Transportation . 065667767 N
J o White/Red Pine - | ~3.60571898 B -
e Total - | 2526528134 25.27
K Beech/Oak S |  0.7097368 -
K Cleared/Other Open L 1.4895191 .
K Open Water - ~0.70883583 .
K Other Hardwoods B | 2.18680773|
K Paper Birch/Aspen L 13.28476773 1
K Transportation _ B . 3.25022575| B
| Total - ~21.62989294| 21.63
L Beech/Oak ] L 1.53394834 ]
L Cleared/Other Open ] 0.67961566 -
L ~|Forested Wetland B | 2.40835002
L Hemlock B B | 2.67037571
L Mixed Forest ]  0.71566868)
L Non-forested Wetland - 3.61788994 B
L Open Water - 1 0.00268584
L ~ |Other Hardwoods 1 4.32216809 ]
L Paper Birch/Aspen B 7.63771084 3
L _____|Transportation ] 0.25878935| B
L | White/Red Pine | ~ 0.64685247 ]
Total | 24.49405494 - 24.49
P11 Cleared/Other Open ] ~0.45043247
P11 Hemlock o i 1.12944216)
P11 Mixed Forest - L 12.49546458 )
P11 Open Water i 1 6.76444072
P11 /White/Red Pine _ B 4.40684189 B - i
- Total - N 15.24662182) ~ 15.25]
P13 ~ |Hemlock ] ~ 2.75830633] - -
P13 ‘Mixed Forest B | 10.68981229
P13 OpenWater ] 10.37480577 |
P13 'Other Hardwoods B L 0.00072505
P13 Paper Birch/Aspen 269006785 )
P13 White/Red Pine B _ 3.2873637 _ ]
) Total ) - 9.80108099 _ 9.8
P14 Open Water - B ~ 4.59703247 ]
P14 ~ |White/Red Pine - 0.74243685 -
~__ [Total o o ~ 5.33946932 5
Hemlock o B 3.37140796, o
| Mixed Forest ' ) | 433643612/ o
E ~ |Open Water ’ ! 0.07351793!




E Paper Birch/Aspen o 0.0408651 B
E  {White/Red Pine - ~ 3.96730269 o
B Total - ] 11.7895298 11.79 -
P4  |Cleared/Other Open | 447716085
P4 Mixed Forest - | _ 0_9&5@2 - - i
P4 Open Water | 219413459 -
P4 Paper Birch/Aspen 1.02038284 ) o
P4 Transportation - 1.78851656 3 B
P4 ___|White/Red Pine - . 0.04244173 .
Total B © 9.92221477 992
PS5 Cleared/Other Open 0.20412102 - 1
P5 Open Water - 0.57164101 o B
P5 Paper Birch/Aspen 3 2469426 N
P5 Spruce/Fir - - o 0.02762 B
P5 Transportation - 3.2480368 - |
P5 White/Red Pine . - 1.26230561 - )
Total - I 7.78315044 778
PG N Beech/Oak - ) 2.26830964 i
P6 Cleared/Other Open 0.21870852| -
P6 | Open Water o 0.10162121 J
|P6 | Other Hardwoods ) - ~ 3.40131426 N
P6 Paper Birch/Aspen ) 5.60280405 - B
P6 Transportation - 0.71463126 _
Total 12.30738894 12.31
- ] - N o 287.68) 1163953,
) : ) | _ _acres - m2
|
s i ] ] - 558697.5744/ il
- % Precip Monthly RO (103m3) | runoff (m3) —
June-00 - ~0.09 49.2968448/0.48 m RO per Knox/Nordensen
~ duly-00 013 ~  73.9452672| L
~ August-00| 0.12 ~65.7291264 ) ]
September-OO___ 009  49.2068448 B
~ October-00 N 0.09 49.2968448
November-00, 0.13] 73.9452672 -
December-00 o 009 49.2068448 1
| January-01 . - 0.00 0
 February-01 o 007  41.080704 1]
| March-01 - 0.07] ~ 41.080704 - -
. Apri-ot, 0.04 24.6484224 - B
1-May 0.07 41.080704




Appendix Two

Nutrient Budget Raw Data and Calculations



£2001£200°0 | £2'2200¥€2 | 006 | SSv0089y | 0 | 0089F | OMSL | 000 | 100 loAew ' H
1618668220 | 161865822 | L 9,°€5918/0Z | 8202 | S918.0¢ | 2LT69 | 100 620 lody | H
0o 0 | 8 000 | 000 | 000 | 000 | 000 | 000 L0-YoleN H
0 ! o S 000 1 000 000 | 000 | 000 | 000 | Lo-Aieniga H
88€G£2860°0 | G'28ESEZ86 | L | 6L°9z98€0VL | €0FL | €9€E0WL | 0LTSY | 100 | 610 \o-Aenuer | H
o o 9 | o000 | 000 000 | 000 | 000 | 000  000quaddd | H
82YS£6120°0 | £'8ZYSE6LT | 'S | 99680/8¢y | 6EY |  60/8€F | vZ9%L | 000 | 900 |00JeqWOAON | H
9.6600290°0 | 1°92660029 0L | 19660029 | 029 | 001029 | €000Z | 000 | 800 | 0089000 | H
LEVIYE600'0 | L8'OEYLYES | S | 9€'28¥6981 ‘ 8L | 6¥698L | 2€29 | 000 €00 | 00equaydeg| H
2668Y.GL0°0| Z668Y2SL | 0L | 0Z6e68YiSL | /SL | 06%ISL | 080S 000 200 oosnbny | H
¥89106220°0 | 8910622 2L | ZIveleess | €8S | €1L'2€8S €188l | 000 | 800 oo-Amp | H
£€800.8180°0 | 9'2800.818 ~ SL | 0S'S008SYS | 9¥'S l08S¥S | €618 | 000 | 800 ooeunf | H
_ _ _ _ u .
- I N ] _‘ T I I R B
99¥GEY00Y'0 | 99¥SEVOOY | 00°9L. 1 99912/2052 | €052 | 2el20ST | ££L08 100 | €€0 | ofew | 9
|Ly/8ZSEL | LLVISTSELL| e 0L'¥89Lv0ZY SOCTYy | 89L¥0ZY | 6SLOvL | 200 | 850 | lo-Mdy | ©
20¥02190L°0 | 20¥0LL90L | bl | PL'¥S81696 | S9'6 681696 | SELIE 000 | €10 lo-yoeN | 9
9GEETY0S0°0 | 8'SGEETHOS | 0L | 89'SE€TYOS | ¥O'S YEZPOS | 80°08) 000 | 00 JoAengey | 9
$6.981480°0 | 16,9818 u b | 06'pPEES9L | S92 ¥€€S9. | 889¥C | 000 | Lo-Aenuer | 9 |
| £5£¥89090°0 | §'€SE¥8909 | 6 | ¥6'S0L2y/9 | ¥L'9 | llevi9 | 1§z | 000 | | 00-equsdeq | 9
8ISLLIYLOO0 | ¥8ISLLLYL | L | $£'8819102 | 202 6,910 | €29 | 000 | 00-oquienoN | O
6886988€0°0 | 2'6886988¢ | 43 | evisieeze | vT€ | 9l'6EZE | 6¥¥OL | 000 | 00eQo0 | 9
[ ¥€1120L€0°0 | 9'EELLZOLE | e '9GzLive8) | 28V | LLvesl €809 | 000 00-equeydes| ©
89€867520°0 | BIESEYSZ 2 | 00¥06667L | 0S'L | 06'66%L gegy | 000 | oosnbny | o
89/88YS21°0 | 89/88¥S.L . 8L | 00'9/€6V.6 @ SL6 |  8E6V.L6 0S'¥Le 000 . 00-AIne -
8Y0ZY¥E€Z0 08¥0ZPYET = 61 | 00°0Z6LE€ZL | ¥€CTL | T6LEETL 9T LIy 000 0g-aunre )
_
S | = E _ . = . — B _ e —
£122¥52£0°0 | Ntmwwmmm 009 | 987270/€Z¥S | Z¥'S | OL'€ZvS 96vLL 000 L00 | loKew v
1188L6¥9S°0 | L188I6V9S | Ll | LT8IS0ETEE | €2€E | 2S0SCEE | 89L0LL 00 | 9¥0 | Loddy | v
26L¥¥.060°0 | Z6LbYL06 | Ll 00Z.p6¥28 @ ST8 | Lv6ve8 | L1992 | 000 | LL'0 | loWwrew | v |
18G122601°0 | 285122601 0L 89'8GL/Z60L | €604 | 9l.260L = 9206 | 000 910 | L0Aemnged | v
1620169600 | £ 26201696 S8 LZ0LZVOVLL | OF'LL | ZZWOVLL | 8LZ9€ | 000 | SO | lo-Kenuer |y
2910121600 | 229101216 8 | 12°0.ZL0%LL | OF'LL | LT LOVLL 8//9¢ | 000 | SLO |00-equedeg |V
G6Y6L5LL0 | 05676L5LL 9. | LT8SL6616L | 0T6L | 9L°66161 166€9 | 100 | 920 | 00-qWaAON|  V
129896€1L°0 | 0LZ9896EL | L | 6L°TLISS66L | 96'6L | 2L'SS66L | 2ZLE¥9 | 10O .20 _ 008900 | ¥V |
¥9G59/€90°0 | 6'€9559.€9 | 9 | 86'€6G/290) | €90} | 652290} SZVSE | 000 | SL'0 |oodequeides v
96%589550°0 | 6'G6¥5895S L | ¥80L0SS6L & 96°L 10'556. 2995 | 000 | LLO 00-¥snbny v o
1882198200 |2'18821982 | Ll 10'1L2L1092 | 092 £171092 _ieeg | 000 | €0 | o0hAnr |V
6518720600 | 565181206 6 | £8°821£8001 | 80°0L | €L°€8001 oLgge | 000 | ¥LO 00-eunp v
(6M) dL (Bn)dL | (1/6n) - s gweol  (owjgw) mold | (p/gw) mojd | (s/gw) mold | (syo) mojd | yuol  Aresnquil
d.l Alyiuow uespy !
! aye abpied




£80S8€152°0 | £80G8€1G. | 000, | €€'80S8EISL | ¥L'GL | 1G'8ELSL | TYETVT €00 00} . 10AeN | jeBmnO
SZOSYLLLS'Z |G20SPLLISZ) WL [SETL1658782ZC 62822 16'S8282C |  £5°609L 600 SLE | omdy | jemno
16.6015€9'L |1626015E9L S S 06'82628196 | 8196 | €6Z8196 | 89ZOLE | 00 8L | lOUBN | Jeino
LZLEVYYLE L [LTLEYYYLEL | Ll GZT6L20CELL | 2€'2L | TTOTELL | WL9lZ €00  wL'L | Lo-Kienigeq | jemno
9E6.¥S90'E | 9E6.LSH90E 9 LS'LEEIZIS8 | €168 | €€9Z168 | Lo9v.Z | €00  pbL | Lo-Kenuer | jepno
| YPPPSLEBY'L | YIYPSLE6E9L F 12 1 80°20¥92908 | €908 = 092908 | S80092 | €00 80} | 00-J9qwadag | 19IINO
969212160 | 096921216 | v | 66'6£921559 | 1669 | ¥9TISS9 | Sl€8lz | €00 060 00-19qWaAON | 19BNO
LSYTELEE0 | 0LSYTELBE | 8 0Z'L/G5996v | 296y |  26'G996v | 2L'209L | 200 (990 | 00-98Gop0 IO
91992/111°0 | 919921111 _ A | €€165018LL | LgLL | SSOL8LL | 69€6E | 000 1910 00-loquieydes | J9NO
LLL9L0V9Y'0 | LLLOLOVOY | ZL L1°650€/98€ | L9'8€ | 90°€/98¢ | 2§iveL | 100 260 | oo0idsnbny | jepno
261616810 [ ZE1GL68EL | 6 | ZTSLOSEVSL | v¥'SL | 20GERSL | 0626F | 100 k20 | 00-AInr | 18mno
¥68E1LELEE0 | VESEIELEE | oL PP'68ELELEE | €L'E€E  BELELEE gevell | 100  |9¥0 | ooeunt | jepn0
| |

- R T B n— - | e A
28GESLLED'0 | £285ESLLE | 006 | 9¥'9,.0£29 | €29 | 2L0£29 | 6600C 000 800 Lo-Aepy r
€928€8098°0 | £€928€8098 | €l 88°/2€81299 | 2299 | €£81299 | 8zl022 €00 160 | lody | ¢
£8516222)°0 | £8516222) | 8 S8'LvY982SL | 6CSL | Sv'982SL | LL'E6V 100 020 LO-YdJlew | r
66L0v26€0°0 | 66L0V.6E | B | 05°99€€299 | 299 |  /€€299 | s598z | 000 00 Clo-Aenugeq |
90L8ZLEVZ'0 | 90L82LEYS | LT 99'vvP/¥006 | 006 | PLY006 |  8¥'062 000 (210 . lo-Aenuer |
0 | o | 20'8229¢€6SL | ¥6'SL | €Z'9E6S) L0'pLS 100 120 00-equddeg | T
G95598950°0 | 2'G955989S | S pOELLELELL | ZE°LL | LL'€JELL | OL6ZE | 000 9’0 _8 19qUISAON r
G£/G608S0°0 | 8'¥€LS56085 | L 89°06£6628 | 0S8 | 6£6628 2LL92 000 |LL'O | 00-42qop0 il

0 0 o 000 000 | 000 000 | 000 000 00-sequiaides|
29LL19Gv0°0 | €29L2b9SY | 2L 61°0c7L08E | 08'C | €V 108E £9°Z2L 000 S0'0 . O0jsnbny | r
L11$080€0°0 | Z'2111080€ 'S | £V'€T80919 | 919 | Z809L9 v.'861 000 800 .~ 00-AInp r
GS8€8E890°0 | ¥'SSBELERY 8 | £6'186.b58 | SS'8 86'LVS8 | €618C 000 ZL'o | 00-8unp r

| |
| |




SSYEOLVE GE 2959890
1129/2.6%v'C 2299000 | #198%¥0°0 Lo-Aeiy
6.18¥8C/€ L /5¥88€0°0 199200 10-1dy
20112185272 ¥1908/.00 | #65€50°0 L 0-1ely
SC8hyl 282 ZLL66/00 | +98¥500 1 0-984
10/2/9/11°0 962£€00'0 | 9822000 | 0-uer
C16¥952L0°¢€ ¥016980°0 696500 00-28d
968/8¥85Y ' 19619210 | #19980°0 00-AON
9101862 /0SEYBO00 | ZL6.G0°0 00-1°0
L9y L860°C ¥089/80°0 | 8610900 00-deg
19606SL0EV 9911210 | 995£800 00-Bny
£6685/089' % YSypZel 0 | 2£6060°0 00-Inr
8C6C9LLLL°E 10066800 | 221900 00-unp
‘jJuod AJYyjuol\ dioauidey, {w) diosag yjuop
11 lejol
/00 S00 gg'l £ee puepiapy
19'G 020 y£'8C £0°0L auld pPax/)uUM
v.'C 050 8v'S £Gel uoijepodsuel )
900 020 L€0 1.0 J14/80n1dg
05’8 020 RX44 £0°G0} usdsy/yollg Jeded
(45 4 020 =074 6E'€q spoompieH 184l0
000 000 £C'8 £€°0C o) UedQ
€L°S 020 S9'8C 6.°0L }salo4 paxiN
96°¢ 020 08'6) £6°'8Y %O0|WsH
S9°0 090 60} 69°C ain)sed/uoliejoy/AeH
8l 050 /9°€E L0O'6 18yjQ/pales|o
08’1 0C'0 206 62°2C JeQ/yosed
peo d1 JA/ey;6) jusI21}80d S94R}O9H 910y asn pue]
0 0 0 0 0 |€.12262L'CL 1S/¥S8E68 0L [89€88Y1HC 0 ¥9/6€€15L°€ 69655916 V€ 0 6912666212 snolnaduwie,
£€'8 veLE 86 [¥Col|LL'SL S0've ¥9'8¢ LV 1S 99'8lL 6.1 48] yINAY jejol
260 L2 puejism
6€°| 1.8 LP'E {89 PE | €€ vl 120 [44" 100 8c't Suld pay/aIuyM
14 4% L0 L0 [IX4 R4 uonepodsuel |
900 120 l14/e0n4dg
86°C 9E€'C |EL'EY ¥S'S LL'el 1Z'\2 [ XA 15C 180 T4 4 uadsy/youg Jaded
€91 L¥'SC £€'0 'S 6E'CT) LL'9 spoomp.leH Jayjo
820 }'0 G60 | €10 | 6L9 [4A&4 b0 18°¢ €10 'l € 44 o) uado
9 Gl'L 6,0 |8E8E| SSC £5'9 200 [4:)" 920 [440) 120 }$8104 paxIN
90’y Lyl 8.1 2L 96'9 90°0 12°¢ Jo0o|Wsy
69°C ainjsed/uonejoy/AeH
100 €60 | 290 £6°C vL°0 200 154 4% 8yio/pales|o
6C'C | 860 619 44 60'¥ eQ/yossyg
9l 4/61 /€L | A/ZL 42 g/01 /8 JA 9 S 14 e as) pue




00000 186165812 00010 v6.656l2  [09€le  [150000  [200 nrg
0000°0 0000°0 0000°0 1000 000 000000 0 Inr-2
00000 00000 00000 ~looo 000 “looococe o | mr9
00000 00000 00000 000 000 000000 I s
#0000 70809€850%  000L0 08'09£8507 98507 sg6000  se0 | mry
yo000 0S6Y°9LIESE 00010 £6'7OLL€9€ 91 1E%E pe8000  [¥¢0 e
00000 169686901 00040 16'862901 0890L /520000  [100 ez
00000  |00000 00000 000 ~ Jooo 000000 o P

L — “ . e
S¥2Zp1000°0 \vzsvsvizvl 0 |06v00 vZSySvlzyL  |ZSvSYiTvh '6££00°0 ~ |Z80859£€1°0 asais |
$0-322059°'8 S¥91°20598 £€90°0 S¥9°120598 '59120°598 90200°0 180°0 | uesp
$12565200°0 SE6'VLZS6ST 0006'L SE'6PIZS6ST | SE6PLZS6ST zL1900 £'Z - mel
£000°0 i 1800°L1/60€ 0001°0 60°0LL60€ L2608  |1£2000 - 620 - ~ unp-0g
20000 L0SL°LS6YET 00010 \e'2/56v€2  |ss'6¥e€Z  |BSS000 220 - unp-6Z
00000 6968'6290} 00040 1686904  |08'90L sz0000 W0 | unrge
#000°0 1965°9EV2SE 000L°0  |ee's9erese €925 [ses000 €0 Counr
00000 00000 00000 000 000 ~ 1000000 To T unpgz
10000 (0822°65L¥L 00040 N 8126GL7.  |6G'L¥L 841000 00 . unpgz
00000 loooco  Jooc00 000 - looo oooc00 |0 T
00000 1g6L65€12 000L0 ¥6°L6SELZ 09°€LZ 150000 0 unp-ez
10000 - lveogsiviL 100010 So'88LYLLL  6LWLLE 62000 (Lo | unrzz
00000 o 1€6L°65€1Z ~ looor0 ¥6°L6SELT 09°€1Z 150000 ~ o Jzoo T unr-lz
00000 00000 100000 000 000 ~ |oooo00 0 unp0z
00000 6968'6.,901 1000L°0 ~ |u6'864901L 08'904 S20000 1100 o unp-g1
10000 |2Z9L'8SL8TL  |000LO 291851824 651821 ~ |sos000 zro ‘ T unrgl
10000 1659°8€88E L ~ loooto 65'98€88E) 6£°88EL 0£€000 lero | unpp
00000  |00000 " 00000 1000 000 ~ 1000000 0 . Cunrgl
00000 00000 ~ looo00 000 ~ Jo00 -~ o000 o | ursr
00000 100000 00000 1000 1000 ~ |o0000°0 o unpyp
1000°0 logszeSLyL  000LO '8L26SLYL 65 LpL igzlo00 00 | unper
00000 /69686190 (00040 |16'86.901 08901 520000 1100 - o ounrzr
S0000 | 68Y0'GERZIS 00010 6V0SE9ZLS  |SE'9ZIS 612100 O unr-11
00000 6968'6.90b |000LO  |/6'86/90L  |08'90b  SZ0000 o | unr-oL
00000  9069'6€02€ 00040 16'96€02€ 0v'0Ze ~ |9z0000 o0 | unrs |
10000 EVBY 66EES 00040 ¥8 V66EES 66'€€S 121000 soo | uneg |
00000 00000 00000 000 000 (000000 [0 rd
S000°0 1995 'SE265Y 00040 S9'SSETE5Y 9€°265Y 260100 £v'0 unr-9
00000  |00000 00000 000 000 ~ |ooooo0 o unpg |
00000 100000 00000 000 000 000000 o I T
00000 10000°0 0000°0 00 |00 000000 0 - unp-g
00000 1860656k  |000L0 ¥6'265€12 09°€lZ 150000 200 unpz
00000 00000 00000 000 000 000000 R T
 oyp|oydBy | (Bw)dleyeleng |  Bwdl | (Dederoydwerd | 0 (ew) | (w)dideid (un) dpeug Keg

| dioaud a)e oaaa | _




00000 £5v£099G 10€50°0 11686901 08'901 520000 1100 , Bry-G1
S0000 86.0'LEV60S ‘0gs00 2172061196 16'L196 ~ |9szzo0 60 - Bov-pl
00000 00000 100000 000 ~ |o0'0 1000000 o - byl
00000 - |esvero99s 0£50°0 16'86.901 0g'90L 1520000 100 ] Bnv-zL

10000 008L'S06¥8 0600 |SS'¥e6L09L  86'L09L  |18g000  sv0 | Bov-LL
00000 00£0°1869L | 0€S00 16'96£02€ ~|ovoze ~ lezo000  e00 ey
10000 19826°'89L2p1 10£50°0 81'€2191/2 19112 099000 9z'0 . bry6
00000 00000 0000°0 000 000 000000 0 o boy-g |
£000°0 6526'969LLC  |0€S0°0 67'0SE9ZLS  lseozis 612100 gro _ Bny-2 )
10000 ~ |989¥'5E5SS oos'o  |ie'seLizy 0z L2v - |zoo00  [p00 bry-g
00000  |0000°0 00000 ~ |ooo 000 ~ |00000°0 0 Bny-5
00000 |6598'€88€E 1 00EL0 16'86.901 08'90L 520000 oo Bny-y
60000 |zzssegov.8 00gELo 20'5££82.9 vE'92L9 009100 €90 - By-g
00000 00000 00000 000 000 000000 0 " bny-z ,
00000 6598°€88E ) 00€L°0 16'86.901 08'901 1620000 1100 - by

|

89v9920000 |SSE5°L9¥99Z 18850°0 6ZVI6I8LZ  [6ZVI6TI8LZ 615000 ¥90L0SP0Z0 | Aeais
6VEPL000°0 6185°68VEVL '8990°0 £8°55E£E21 £855E°EETL £6200°0 LLSESYSLL'O | ueap
LL18¥P100°0  |esocLListiY “|oozoz ~ |eL'0%0vEZ8E | CLOSO'PEZSE £6060°0 . 86c |e10L :
00000  |00000 00000 ~ looo 000  |oooo00 |0 0 e
00000 116GLSOLY 00€10 1696E02E  |0F0ZE 920000 |leoo ~mroe
0000 | 16S9'8E8SEL 00eL0  69'686.901 66490k  |pszo00 1O - | ez
01000 . VEV6'682LPOL  |00SL0 ¥97266008  26'6008 506100 st0 | InF-82

00000 00000 00000 000 - 000 000000 o w0
00000 00000 "~ Jooooo |00 000 000000 B 0 ez
0000°0 100000 ~ [o0o000 000 000 000000 o | mrsz
00000  |6S99'€@8EL  |00EL0  |26'86290L  |08'90L  |S20000 100 T
00000 ) |6598'€88€E L '00EL0 1686901 08901 ~ |szooo0 100 -~ mrez
S0000 |Sh06'986.2S 00€L0 08°09£850 98’850 $9600°0 - [sg0 | Tmree |
00000  |sweszousz 00€4°0 veeselz (09€lZ 1S0000 200 iz
00000  |LL6SLSOLY 00€1°0 - 16'96£02€ ovoze  |9:0000 T le00 1wz
00000  [00000 00000 oo 000 100000°0 o o mreL
60000 £989'662098 00£L0 |50°9£51299 571299 S/SL00 290 T
oocoo 100000 0000°0 ~ loo0 00 00000°0 G - mezl
50000 0251°556L0S 100040 ZG'ISG6L0S  |SS'6L0S 61100 o nF-oL
00000 100000 000 000 000000 0 _n nr-GL
£000°0 - oslzsesse 51°225€88C 15'€882 989000 120 _ nrpL
00000 00000 000 00 000000 |0 . mrer |
0000°0 100000 000 000 ocoo0c |0 B Inr-z1

00000 1g6166612 ¥6'L65812 09°€IZ 150000 200 e
L0000 [118£'620%9 18'€620v9 6Lov9  [zsl000 [900 0 mr-oL |
10000 LL8E'6L0V9 \g'E6L0V9  |6L0V9 251000 900 nr-6
“Texeroyd By | (Bw) g1 eveenq (1) xeq oy dideud | (sw) {w) diveug. (un) dioaug feq

, - dipaud aye 30841q !




0000°0 00000 100000 000 000 00000°0 0 _ des-zz

0000°0 lpsgs6l22Y  00¥00 ~ |e96862901 662901  |#52000 1’0 I desiz |
10000 8YLL'6EVS8 00%0°0 1S6166E1Z oz 1805000 z0 | Tdesz
00000 |0000°0 00000 ~looo  oo0 000000  fo des6L
0000°0 18S6'L1ZY 0000 16862901 l0g'90L 520000 100 des-gl
00000 00000 00000 ocoo oo “Tooocooo o o dag-71
00000 1660656k  00¥00 | ¥@'P66ESS - le6'€eS  |2ZL000 1500 [ desgy
¥0000 L6E0'80LOLY 00¥0°0 86°0042SZ01 04725201 gereo0 96°0 dag-G1
00000 00000 00000  |000 ~ ooo - 000000 o o S despL
10000 6Y05°€9Z1S ~ looroo 29'28G1821 651821 S0€00°0 ZL0 | dag-€)
00000 - e6rB8ElE ~ loov00 Y8 PE6EES 66°€€S 121000 'soo deszL
00000 00000  |0000°0 000 000 00000°0 0 deg-1L
00000 1856'Liey 00v0°0 16'86/901 08901 520000 100 des-oL
00000 /00000 - 00000 000 000 ~ 1000000 0 des-6
00000 00000 . 0000°0 1000 000 00000°0 0 _ deg-g
00000 0000°0 - Jooooo Joo0 000 000000 o _ des-2.
00000 100000 00000 ~looo  joo0o 000000 0 des9
00000 0000°0 ~ [0000'0 lo0'0 ~ looo 000000 [o ) ~ desg
10000 [9EELLLL68 ~ Joovoo YE'8LIZYZZ  (8LTVET gggo00 10 dos-y |
00000 ¥251°1€952 100v0°0 18'€62079 '6L0v9 251000 900 des-¢

20000 L9zTZY6LL 0000 89'965581Y 95°S8YY 190100 Zvo degz
00000 GLL6'ePS8 00%0°0 |veL65812 09°€LZ - 150000 1200 ‘ deg-L
570000 L60ESESLLYY 8T 0 | L7069°S9¥80S9 6959Y'80S9  |8YSLO0  |9BZIV6090 AQls
$1000°0 66225°265b5L  Sv80°0 |20L0L°6¥PE92T LL6PP'E9ZT 8£500°0 v8YSE6LLZO ~ ueay
9£2000  |9€6£0'9299S6Z  0SIEL |g0ev90989eLSE | ¥9098'9ELSE 1S£80°0 '6z'¢ 1ejoL -
00000  ovGie69y  O¥KO0 16'86/901 0890} 1520000 100 boy-1e
00000 00000 100000 000 000 1000000 0 Bnv-0¢
00000 ~ [o0000 00000 000 000 000000 |0 | bnvez |
00000  |9¥SL'669% 0¥¥0'0 - |z6'862901 ~ og9oL ~ |sz000°0 00 | bnyge
00000 .9¥51'669% a or¥00 16862901 ~ |osg01 §2000°0 100 _ bnv-2z
00000 o¥SL'ee9r  |Ovr00 16'862901 08'901 ~ |szo000 100 bnv-9z
00000  |00000 00000 ~ Jooo 000 000000 o bnvsz
00000 260€'86€6 ~ |owvo0 ¥6'L6SELZ 09°€LZ 150000 200 boy-yz
000  [oezoGeseL.  |0¥K00 972855181 855181 ~ |zew000 210 | bvegz
00000 l0000°0 00000 1000 000 000000 0 Bny-zz
00000 100000 0000 oo 000 00000°0 o bnv-iz
00000 89726071 0vp0°0 |16°96€02¢€ _8 0ze 970000 £0°0 6nv-0z
00000 9516697 ~ ovvo0 |16'862901 08°904 §20000 100 bnv-6L |
00000 ovsLe69y 000 1686190,  |08'90L 520000 100 | bnve
00000 $819°96.81 ov¥00 18°S6L1ZY 0z 22 1201000 %00 6nv-Z|

20000 1£08'29/90Z | O¥H00 19'¥516697 51669V '8LLl00 |ppo | brvoL

oe| 0} d BY (Bw) a1 exe10011Q bw d1 (V) ove7 0} dioasg | (ew) | (w) dppeid I?._m_moﬂ__ ~ feq
_ | didaud aye 39241 | |




00000 L1Z6'V6182 01100 |¥2'SL1E€952 181°€952 1019000 %20 h 10-0¢
00000 25T ZLTS) 01100 ~ |e5'oBER8EL lecB8EL  |0SE000 €1°0 | poez
00000 1881 VLLL ~ lowoo 16'86.901 og'90L 152000°0 o 10082 -
00000 188L°%11L 0lL00  |26'862904 08'90} S2000°0 100 - Tpoz
00000 100000 - 00000 000 000 000000 o po9z |
00000 ~ Joooco0 00000 1000 000 00000°0 o 10062
00000 " |0000°0 00000 000 000 00000°0 0 - oYz
00000 ~ |ooo00 - jooo00  [oo0 000 ~ |ooooo0 0 - poez
00000 00000 100000 ~ |ooo 000 000000 0 ) woze
00000 00000 00000 000 1000 000000 0 1012
ooo00 00000 00000 000 - 000 ~ |00000°0 0 1 pooz
00000 00000 00000 000 000 ~ 1000000 0 _ 1PO61
10000  |18/Z0%0¥S 0100  |sszsizIen slziey  |89LL00 sv0 | pogL |
00000 00000 00000  |000 00°0 000000 0 o R0l
10000  /800/°0691S orv0'0  [s9'e8LpLiL 6LvLLL 642000 o T PO-9L
0000°0 7100000 00000 1000 000 000000 0 T
00000 10000°0 00000 000 1000 000000 0 17 povl
0000°0 00000 |0000°0 000 000 ~ |00000°0 o ] poeL
00000  |0000°0 00000 000 000 000000 o | wozr
00000 100000 00000 1000 000 1000000 0 PO-LL
00000  £280'¥68ZE oYP00  |8LT6SLYL  |esLys 811000 00 ~ PO0L
00000 '8€91°/60VL T Tlowwoo 16'96£02E 0v'0Z¢ 90000 €00 e
1000°0 ~SHov I8EL0L Clowoo [ieLiserET. esrec  [695000 zzo | pog
00000 |BOEZ'EBSLE  OVPOO SL1BEYS8 6€ 758 £0200°0 80°0 002 }
10000 |zezeassiel T |owp00 ziL2e0662  |L£10662 W00 lggo PO9
20000 ) 19/5'8520€2 lowwoo ~lorerieees G1'€€25 S¥21L0'0 6770 1 106 B
1000°0 |ov91°88259 0v¥0°0 95GBlgerL  6LG6YL 95£000 |10 | wor
00000 100000 00000 1000 000 00000°0 0 _ 10-€
00000 00000 ~ |oocoo 000 - Jooo ~ 000000 o | woz
00000 10000°0 100000 1000 000 000000 0 _ 10} ]
800000 " |s1809°81018 ~ |g0zo0 ) S9£02°S9¥5202 0ZS9+°'S20Z Z8v00°0 Z£125968L0 T aears
£0000°0 SOVLY8Y.LEE 28100 LELSS LLLEPS S8LLLEY8 ~ [10200°0 6200 , | uespy -
10100°0 LSIZTYSPZIOL  |009S0  |pz6ES'SSELLEST | PSSSE'LLEST 02090°0 ez 777 @mer
00000 00000 00000 000 000 000000 o des-0¢
00000  [00000 0000°0 000 000 000000 0 _ dos6z |
00000 00000 00000 000 000 000000 0 o | desgz
0000°0 00000 00000 000 ~ 000 - 000000 o _ des-zz |
00000 00000 o 00000 - 000 000 00000°0 o ] des-gz |
00000 100000 - Jooooo loo0 B 000 000000 0 ] das-6Z
00000 |L£6L'65E1Z 0000 [veve6EES 66°€ES 21000 S0°0 - desvz |
00000 lovSiee9Y  00W00  |S9'88LpLLL 6L YLLL 62000 Lo des-€Z

axe|o1d By | (Bw) 41 exe oaug bW 41 | (7) @e 03 divaug (cw) T (w)dpesd (u1) divaig keq

_ didaud ayeT 0a.q |




00000 700000 100000 1000 000 1000000 lo 2902
00000 EVBE'28G 55000 16'861901 08'90} 620000 10°0 B BT
_
20000°0 L AL £24 lop000 L¥8SY LOEEYZT L0E eV $£500°0 7868100120 Ane@ls
100000 LPE68'SEOL) 87000 |lesizeyetizL  |8zeve€lZL (682000 199999ELb0 |  ueew |
££000°0 1¥Z08°9201£€ RS ZESOTBYYBLYOE | LZBYY'BLYSE | 19980°0 e 1 [eoL
00000 £Y6¢°285 §6000 126861901 08'901 1520000 100 AON-OE
0000°0 - Joestzozl |S5000 le'geeoze  lowoze 920000 €00 . AoN6Z
00000 19126'9£62 5000 Y8 ¥66EES 66'€€S 121000 s00 AON-8Z
00000 6082 SEEZL $5000 ve'8lizvee 8LZvee £6500°0 A “ AON-LZ
00000 ZL1L'€066Z 108000 06'€96€.€ '96°2€1€ 168800°0 g0 AON-OZ
00000 00000 00000 1000 1000 000000 0 AON-GZ
00000 00000 00000 000 1000 000000 o AON-PZ
00000 00000 0000°0 000 000 “|oooo00 lo - AON-EZ
00000 LI6E¥S8 08000 16'861901 08'90L 1620000 100 AON-ZZ
00000 | 28667122y ~ 108000 | v8've6EES 66665 121000 S0'0 L MONALZ
00000 loooo0 0000°0 ~ |o00 - looo  joo0000 | ] AON0Z
00000 100000 10000°0 000 1000 00000°0 10 AON-6}
00000 00000 00000 000 000 00000°0 0 ‘ | roNglL
00000 0195°LL¥E 08000 ey oz 2y 201000 - w00 [ TNz
00000 00000 - 00000 000 000 000000 lo N AON-QL
(00000 6819'96.281 0800°0  [weserez 85'6¥€C 1655000 - Tlzzo AONGL
00000  |2.bTS269E 09000 \Z'19G1809  [¥5/809 8p¥10'0 S0 N
00000 00000 100000 000 1000 000000 0 AON-EL
00000 00000 00000  |000 000 000000 o - | MONZL
0000°0 |oL2e'890tE 01100 60021 260€ L1°160€ 1£200°0 620 © MONLE
10000  |11S0'9€GLL ~lowoo - Z6'1€28Y0L leL8voL 9/9100  |99°0 AON-0L -
00000 VTV R I 0L10°0 - 116'862901 0890k  |S20000 100 T AoN6
00000  |00000 00000  |000 000 1000000 0 ] AN
00000 ~|oooo0 ~ |o0000'0 000 000 1000000 0 AON-L |
00000 eleLsyOL 000 18'€6.,079 6L°0%9 251000 900 - S roNg |
10000 |£922'85¥06 01100 85°026€228 zgezze 956100 120 AONG
00000 ~ lopsLee9r  0LLOO 18°S6LL2Y 0z L2y - 201000 vo0 AONY
00000  |9¥5L'669% 0Lo0 L8'S6LL2Y oz 201000 00 AON-€
00000 """ "[oo000 00000 000 000 000000 0 | AONT )
00000 00000 00000 000 000 100000°0 0 [ AoN-L |M
o - o — - o
$0000°0 £808°£020S 88100 logges'zio8LpL | €5ZL8'8IYL L££00°0 L15ve8ZEL0 A2Q 1S
2000070 S60SZV8LPT  |SELOD 78.81°68¥58. 61681°582 2181000 |1888¥SE20'0  uesy’
220000 | £S6LL'LIESIL 081+°0 9SZZ8VILOSEYT | Z8YIL0SCHT 16250°0 |szz leor |
00000 188L°vLLL 0LL0'0 26862901 08'901 S20000 100 ©0-LE
axe| 0} d By (Bw) 41 e ang Bw 41 (1) oxe 0} divaud (sw) (w) divaig (uy) dioeag keg |
. | divaid aye yo08aiq




00000 0000°0 0000°0 000 000 000000 0 _ uer-6
00000  |o/ss'iszi #.omwm o 4686190 |08'901 iszoo00 w0 T [ uepg
00000 0000°0 00000 000 000 1000000 0 __ uer-2
0000°0 00000 00000 000 000 000000 a o uef9
0000°0 |zs21°g952 l0zL00 B ¥6'16GELZ 09°€1Z - 150000 Z0'0 o uer-g N
00000  [00000 ~ looooo 1000 000 ~ |00000'0 0 uer-y
00000 100000 00000 1000 000 000000 0 uer-g
00000 00000 00000 |00 000 000000 o verz
00000 00000 00000 000 000 ~ 000000 0 uer-|
: e el

200000 . 9YS6Y'SIZIL 6¥£00°0 £Y0LL'VEEEVZE LLVEE EYTE 122000 | 8S6S89EOE0 A3Q1S
(000000 Z0015°90EY £4100°0 ¥6£80°509608 80509°608 £6100°0 ZS¥908520°0 uesy
£1000°0 S9012'86VEEL 0S£50°0 07209°2SL160SZ  |091S.°260SZ 169650°0 - seT 1ejoL
00000 00000 00000 000 {000 000000 0 230-1¢
00000 00000 00000 000 000 000000 0 250-0¢
00000 Joocoo 00000 000 00°0 000000 0 ) %2062
00000 0000°0 100000 000 000 000000 0 200-82
00000 00000 00000 000 o000 000000 o o 98Q-22
00000 10000°0 00000 - 000 000 ~ 1000000 0 980-92
00000 00000 00000 000 000 000000 o 98Q-62
0000°0 00000 00000 000 ~ Jo00 00000°0 0 . %00-v2
0000°0 0000°0 0000°0 000 000 00000°0 o o 090-€2
0000°0 oreL'se89 |09100 - |.8's6LLzy ocLey 201000 $0°0 28022
00000  |00000 00000 000 “looo 000000 0 o %80z
00000 00000 10000°0 000 1000 000000 ) T 290-02
00000 00000 100000 loo0 000 ~ |00000°0 0 o %06l |
00000 8966°€ES 05000 16962901 0890} S2000°0 1100 o 290-81
10000 © leeel L1268 0500°0 1292226l €TZYBLL 1292700 89l T TR
00000 Zz6v09LLl |SS00°0 0v'081620Z 816202 ~€8¥00°0 . 610 EE T
00000 226V 09LLL lss000 070816202 816202 ~ €8500°0 610 %egst
00000 100000 00000 000 000 000000 o 9801
0000°0 l0000°0 ] 00000 000 000 00000°0 0 - %geL
00000 lzs197z621 §5000 e Las6VET 85'6V€C 655000 zz0o %azl |
00000  leveeL8s 55000 16861901 08°901 S2000°0 oo 28Q-L1
00000 00000 00000 000 - 000 000000 0 200-01
00000 00000 ~ 00000 000 000 ~ loogoos o ) %06 |
00000 ~ |00000 100000 000 000 000000 o ] %ag |
00000 00000 100000 000 000 000000 0 %0Q-L
00000 00000 100000 000 ~ looo 00000°0 o 0809
00000 0000°0 100000 0o 000 00000°0 0 seqs
00000 - 0000°0 00000 000 000 000000 o 290
00000 0000°0 00000 000 B 000 000000 |0 ‘ %9Q-¢
 oe| 0} d 6) (Bw) dL 8%e 100nq. Jbw di NEGEEEDT (cw) | (W) divaig; (w) dioaud] keq ]|

| | disaid aye 10841Qq ! |




00000 00000 00000 0o 000 100000°0 0 9o4-91
00000 1696°€0Z€ 05000 18°€6.0¥9 6,09 1251000 900 go-Gl
00000 00000 100000 1000 000 000000 0 o 9oyl
00000 00000 100000 000  [000 00000°0 0 - . @del
00000 00000 00000 000 (000 00000°0 0 9oz}
00000  [00000 00000 |00 00 1000000 o g@-1)
10000 SL60'6VYES 105000 67'61868921 129'68981 'SyPP00 SI'1 ] @40
00000 00000 100000 000 000 000000 0 ) 9946
00000 100000 10000°0 ~ loo0 ~ Jooo 00000°0 o ge4-8
00000 00000 00000 ~ Jo00 000 000000 0 i 9e4-2 -
00000 00000 0000°0 000 1000 000000 0 994-9
0000°0 00000 0000°0 000 1000 00000°0 0 Qs
00000 00000  |0000°0 000 000 100000°0 o qedv
00000 0000°0 ~ |ooo00 000 000 1000000 0 _ Qi€
00000 00000 00000 000 000 100000°0 0 _ g4z
00000 00000 "~ 00000 000 00 1000000 o e
000000 S668'9S0L  S¥00°0 26828°0v088 £8070'88 120000 '£09£pZ8000 | AQls
000000 £8£20°2LE 61000 |Sizsk'00ke  (SL900°ME |20000°0 922£06200°0 uea )
100000  |09g8z'vESLL 00900 9911061196  |2L061°196 162200°0 600 @o1r
0000°0 100000 77 Toooo 0 000 000 loooo00 o o uer-1¢ -
00000  |00000 00000 ~ lo00 000 1000000 o | uer-og
00000 100000 ~ [o0000 ~Jooo ~ loo0 000000 o uer-6z
00000 00000 |00000 000 000 000000 o uergz
00000 ~ |esesiezL ~ lozLo0 |16'96490L 08'90} S2000°0 100 _ ver-,z
00000 G0SE'92LS |0ZL00 VTR YVr 0z L2y zoooo w00 | uer-gz
00000 /00000 loocco 000 000 ~ " ooo000 o | ursz
00000 00000 00000 000 000 a 000000 o | Tuerye
00000 ~|oooo0 100000 ~ |ooo0 000 000000 ) uer-€z
00000 00000 00000 000 1000 ~ |ooo000 0 uer-zz
00000 joooo0 o000 000 1000 ~ |00000°0 0 B ver-z
00000 00000 0000°0 000 000 000000 0 uer-oz
00000 00000 0000°0 000 000 ~ 0000070 0 uer-6}
00000 ) 00000 00000  |000 - 000 000000 0o uer-gy -
00000 00000 100000 000 000 00000°0 o uer-} -
00000 9/85'18Z) 02100 16'86190} 02'90} 20000 100 vergL |
00000 100000 00000 000 000 000000 0 1 uergl
00000 00000 00000 000 000 ~ 000000 0 uer-pl
00000  |00000 00000 ~ Jooo  Jooo 0000070 o | uer-g}
00000 00000 00000 000 000 000000 0 _ ver-zL
00000 00000 0000°0 000 000 000000 0 o uep
00000 0000'0 ~ loocoo |o00 ~ Jooo 000000 o uer-oL ,
ae| 0} d By (Bw) d1 8xeT joaaq /6w di (1) aeq 03 divaid (w) (w) didaug (un) divaug keq |
| dioaud ayeT yaag




00000 00000 (00000 000 000 000000 0 1BN-9Z
00000 00000 100000 000 000 ~ 000000 0 C EAsT
00000 100000 ) “loooo0 000 000 o 000000 0 o ] BN-PZ
00000 020%°S0S0Z ~ lozio0 05'€8/80.1 '82'80L1 1807000 910 | lewez -
10000 890689/ |0ZLO0 ~vzzrL0868 vroses < |zmoo  les0  eww
00000 00000 00000 000 000 000000 0 _ enz |
00000 00000 00000 000 000 000000 0 JBN-0Z
00000 00000 00000 looo looo  ~ Jooocoo o | ewe
00000 [0000°0 ~ |0000°0 00'0 000 000000 0 Jep-gl

00000 100000 00000 o 000 - looo 000000 0 _ BN-LL
00000  |0000°0 lo000'0 - looo  [000 ~ (000000 o N9l
00000 9/85'1821 0ZLO0  |26'86.90L  |08'90L 20000 100 e
0000°0 [rELies 0Z10°0 8L26G1L 65 LYL 811000 00 WL
00000 £515°92962 0z10°0 82'9/£95¥2 8£'96vZ 85000 £2°0 eN-EL
00000 0000°0 00000 000 000 000000 0 - lewzL
00000 190256228 0LL00 8LZ65LYL 65 LvL 821000 100 | Jen-LL
00000 18807111 0LL00 16'961901 08’90t 200070 100 ‘ ewN-oL
00000 18E9Y" 26071 0LL0°0 zol8518zL  6S'18ZL S0£00°0 zLo ] eNe
00000 00000 00000 00 000 000000 |0 C Eag
00000 0000°0 0000°0 - oo 00°0 - |oooo00 0 _ RN,
00000  |£280'468ZE 0LL0  ZLLIE0B6Z | LE066T [tizo00 isz0 T eng
00000 8561°9711Z 0LLO0 £v°'18£2261 8¢'7261 L5000 81’0 _ NG
00000 00000 00000 000 000 000000 o o Ny
00000 00000 00000 000 000 1000000 0 JeN-E

000070 Z16,206  S8000 |s6'%6290L  |0g'90L 520000 100 'Nz
00000 00000 00000 1000 - 000 00000°0 o R eN-L
Z0000°0  |s5291°0082) 0£00°0 ~ |oziezzvzszse | 6zzvegese 68000 956Z9£0€E°0 m A2Q 1S
000000 \z6v8gsISY 81000 SLiS118€28 |91118'€T8 9610070 - |isszviilo0 | ueap ‘
€L0000  |0LLLI'9SG9ZH 15050°0 T |ze00z°L15890€Z | 0ZTLLS'890EZ - |98p50°0 91T 1oy
0000°0 100000 o 100000 000 o000 00000°0 0 99492
00000 100000 00000 000 000 Joooo00 o ] @iz |
00000 2162206 8000 16862901 log'goL ~ |s20000 100 B qe4-9Z
00000 \vecosreLL 158000 0v08L6202  |81'620Z £8700°0 610 Q@462
00000 looooo o000 000 000 100000°0 0 [ B Y
00000 €Z16°206  |S8000 1696862901 667290} ¥62000 10 9e4-€Z i
0000°0 8v66°EES 05000  |/6'961904 08°904 SZ0000 100 ®izz |
00000 8Y66'€ES 105000 L6'86.901 08'904 1520000 100 | gedlz |
00000 S¥86°1091 105000 16'96£02€  |ovoze 920000 €00 __ 49402

00000 00000 B 00000  |000 000 000000 0o ] geger
0000°0 00000 00000 000 000 “loocooo |0 Q@481
00000 00000 00000 000 00 000000 0 @8l

- eyelo1d B | (Bw) 41 exeqang UbwdL | (1) eyeq o) dpaig (cw) (wydpeig|  (u)dpaig Keq |

| divaig oxe Joaag |




000000 ZLLLE066Z 1200°0 Z868E'96.E.€ [6£96L°€.€ 68000°0 'S£0°0 uesiy
600000  |9SEEL'L1L68 0080°0 09¥69°168CZLL  |69L68'ELZLL (299200  SOb fejoL
00000 00000 00000 lo00 000 1000000 0 h | wdvoe
00000 00000 00000 _ |o00 000 000000 0 - wdv-6z
00000 0000°0 00000 000 000 000000 0 B dv-gz
00000 00000 00000 000 000 000000 0 1dy-2Z
00000 ~ |ooooo ~ 00000 000 000 000000 0 dv-9z
00000 00000 00000 000 |000 000000 0 | Tvsz
0000°0 Z2rL0865 08000 |8Lz6s1L 1657272 81000 100 1dv-4Z
00000 LL6E68 08000 ~ [26'861901 08'90} 520000 100 . 1dv-gZ
00000 Z60€'86€6 08000 S9'88/vLLL IR 612000 110 Jdy-zZ -
0000°0 019G LL¥E 08000 18°S6LLZY ozwy 201000 00 i dy-1z
00000 100000 l00000 000 ~ oo 000000 o - vz
00000 100000 100000 000 000 00000°0 0 1dy-61
00000 100000 ) 00000 000 o0 jooo000 [0 dygl
00000 100000 00000 00 000 000000 0 dy-z1
00000 100000 00000 000 ~ |ooo 000000 0 dyor
00000  |0000°0 a 00000 ~ Jooo 000 - 000000 T o dysr
00000 00000 00000 ~ |oo0 000 ~ looooo0 o adv-pL
00000 L16E7S8 ~ |oso00 ~16'961901 logeor  [5zoooo 100 _ dy-gl
00000 ~ 6SESOYELZ 08000  |66'99521 1€ 125" LLYE £1800°0 zZe0 - v
00000 00000 00000 000 ~ o000 000000 0 idy-11
o0 oaivo T ooa0o I T - TR
00000 00000 00000 ~ |o00 000 ~"00000°0 Ol ~idve )
00000 112676182 08000 96'S9EVZSE L8925 8€800°0 €60 1dy-g
00000 G€8.°80L1 0800°0  |veeselz 09°€LZ o000 200 | dy-r
00000 260£'86€6 - (08000 GO'88LVLLL 6LvLLL 642000 L1 ) 1dv-9 -
00000  |0000°0 o 00000 000 000 “looocooo o ] dvs
00000 100000 100000 00 o000 00000°0 0 sdy-y )
00000 100000 100000 000 1000 ‘looco00 o dvg |
00000 00000 100000 ~ Jooo |oo0 - loooo00 0 o dyz
00000  |25.1'€952 08000 16°96£02€ ov0ze 1920000 £0°0 1 dy-L
Z0000°0 ¥2580°9S€S 1 95000  |1ZZEE9THISEL £e9ep'ZSEL 22£00°0 8€8££99Z1°0 re@is
10000°0 82896°656. 6000 | ¥S1LL0'ZZ69ZL 1022692, £2100°0 | 915¥90890°0 uesy
§2000°0 L1910°6529VC SISL0 TLISC'TBSYESTZ  |9EZBSPESZTZ | 6SES00 e oL
00000 ~ |vzssigese 08000 90'696€02€ | L6°€0ZE zo.000 [0 - Nl |
00000 ~ |oversesn 08000 . S1'LBEYSS 66758 £0200°0 1800 ] BNOE
00000 0000°0 00000 ) 000 1000 000000 o A
00000  |6eoLvveE 0zZ10°0 16'96€02€ 0¥'0Z¢€ 920000 £0°0 JeN-82
00000 00000 00000 000 000 1000000 0 W2z |
oyejo}d by | (Bw) 41 exeydena bW 41 (Doyeroydivard | (gw) | (w) dioaug| (up) divaug keg
i di9aid axeq 081 | !




- H - _ ZW|8E'8910ZY BalY 9ET]

_ - ] _ _ﬁ o
100000 15956202V} 01000 £6SVS'69ESLLL | GSG9E'SLLL Zzv00'0 |60L¥E299L0 A3a3S
100000 L9SSL'Y9ZS 18000 0ZISY'6L08S9  SY6L0'8SY 95100°0 £06Z19190°0 T L
910000 06£28'881LE91 09600 Z€186'70986£0Z | 66Z09'86£0Z 15800 16'L [ei0L
00000 00000 - loooo0 000 00 000000 o Rew-Lg
00000 |116E 758 - |os000 16864901 08'90L $Z000°0 100 kew-oe
00000 lzes6 122y 08000 8 V66£€S 66°€€S 121000 ~ |s00 | Kew-6z
00000 lover-seas 0200°0 GL'16EYS8 65758 £0Z00°0 ~ |g00 | Rewsz
00000  leoie'gzyvy 08000 9€°9¥5EGSS 55°€655 12£10°0 1Z50 1 Rew-Lz
00000 L09E LLLYT 108000 600412608 L1'260€ LEL00°0 620 o fewoz
00000 LLBE'¥S8 B 108000 £6'862901 08'901 520000 100 ~ Kewsz
00000 00000 00000 000 000 000000 0 - Rewz
00000 00000 ~ looooo 000 000 000000 0 Rewez
00000 100000 00000 [ooo 1000 B 000000 o Ren-zz
00000 00000 0000°0 000 000 B 00000°0 0 B  Rew-iz
00000 ~ 00000 - 00000 1000 000 000000 o - kewoz
00000 GE8L'80LL 08000 Y6 L6SELT logglz 150000 200 Kew-61
00000 SYBY'L96LL 08000 96'68156YL 6L'G6Y1 195£00°0 vL°0 Renw-g1
00000 'G€82°80LL 08000 ¥6'L65E1T 09°€lT 150000 'z00 Rew-zL
00000 “oocoo |0000°0 0o 000 000000 o _ Rew-oL
0000°0 i 00000 00000 000 000 000000 . ken-sL
00000 ~ |oooo'0 100000 0o  looo 000000 0 B T kewn
00000 joocoo 100000 ~ |ooo ) 000 ~looooco 0o Rewer
1000°0 L18E'6L0¥9 08000 92266008 266008 1506100 20 | Ken-zi
00000 00000 00000 000 |00 000000 o Rewu
00000 ~|0000°0 00000 ~ Joo0 000 000000 o T kewor
000070 00000 00000 000 “|ooo 000000 0 Rew-s
00000 00000 00000 000 000 . 000000 o | Ren-g
00000 0000°0 00000 000 000 1000000 o B Ken-L
00000 00000 100000 000 “loo0 000000 o Aew-g
00000 |L168758 0800°0 4686901  08'90F 52000°0 [ro00 Rewi-g
00000 0000°0 00000 000 000 ~Tlooocoe o T kW
00000 00000 00000 000 000 000000 0 ] Ren-€ [
00000 ~ |Leevss 08000 16'86/901 08'901 520000 00 fewz |
00000 ~ |oocoo 00000 000 000 000000 0 Aen-L M

_ - - | =
100000 \£SLIOVIZL 18€00°0 SZ169'652106 69652106 ¥1200°0 £PZSEVYB0°0 ~ Aegis
| oxej 0146y (Bw) 41 8%e1 19810 Bw diL (7) o%e 03 dideuy (sw) (w) dioaug (un) dioasg feg |

7 digaud aye] wana




TP Calculation based on hydrologic budget for seepage and mean monthly seepage TP conc.

Month Precip (m) Seepage (103m3/mo)

June 0.06 36.41054808
July 0.09 33.3580249
August 0.08 28.44829823
September 0.06 37.70714925
October 0.06 33
November 0.09 33
December 0.06 33
January 0.00 40.29
February 0.05 59
March 0.05 62.31
April 0.03 33
May 0.05 56.32

L/mo
36410548
33358025
28448298
37707149
33000000
33000000
33000000
40290000
59000000
62310000
33000000
56320000

mean ug/L

48
48
48
48
48
48
48
48
48
48
48
48

ug/mo
1747706308
1601185195
1365518315
1809943164
1584000000
1584000000
1584000000
1933920000
2832000000
2990880000
1584000000
2703360000

kg/mo
1.747706
1.601185
1.365518
1.809943
1.584
1.584
1.584
1.93392
2.832
2.99088
1.584
2.70336



Appendix Three

Septic System Survey



Sewage Disposal System Survey

1. What type of sewage disposal system do you have on your property?

Septic Tank/Leach Field Cesspool Holding Tank Chemical Toilet

Outhouse
2. How old is your disposal system (in years)?
1-10 10-15 15-20 20-25 I don’t know
3. At least how many feet from the shore of the lake is your septic system located?
10-20 20-50 50-75 Greater than 75 feet
4. Are you a year round resident or seasonal?
Year round Seasonal
5. If you are a seasonal resident, how many months out of the year do you spend in your
lake home?
6. In what condition is your septic system?
Good Moderate Poor [ don’t know
7. Do you have any problems with your septic system (odors, surface discharge, clogging)?
Yes No
8. Have you made any repairs on your septic system?
Yes No
9. How often do you have your septic tank pumped?
Every 1-3 years Every 3-5 years Every 10 years Never

10. What size lot do you own?

1/4 acre 1/2 acre 1 acre >1 acre



11.

12.

13.

14.

15.

16.

How far away from the lake edge is your home located?
10-20 feet 20-50 feet 50-75 feet >75 feet
What is your drinking water source?
Dug Well Drilled Well Public Water Bottled Water [ don’t know
How many bedrooms does your home/cottage have?
1 2 3 More than 3
How many people typically occupy your lot?
1 2 3 4 5 >5
Which of the following water-using machines do you have on your lakefront dwelling?
Washing Machine ~ Garbage Disposal Dishwasher ~ Water Softener

Other

Location Information:

Your Name:
Lake Address:
Lot #:

Phone Number:

Comments (optional):

When form is complete, please mail to:
Amy P. Smagula
NH Department of Environmental Services
PO Box 95
6 Hazen Drive
Concord, NH 03302-0095
or fax to (603)271-7894

For more information, I can be reached at (603)271-2248 or asmagula@des.state.nh.us




Appendix Four

Temperature and Oxygen Graphs



Partridge Lake, Littleton
Temperature and Oxygen Profile
July 31, 2000
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Partridge Lake, Littleton
Temperature and Oxygen Profile
August 21, 2000
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Partridge Lake, Littleton
Temperature and Oxygen Profile
September 19, 2000
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Appendix Five

In-Lake and Tributary Raw Data
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Appendix Six

Best Management Practice- Options and Summaries



The following is a select list of stormwater management (BMPs) for New Hampshire
(RCCD, 1992):

e Detention and Retention Basins control the runoff from a given storm event and release
the excess runoff in a way to reduce the impact on downstream systems. The basin
releases the temporarily stored runoff over an extended period of time at a rate equal to or
less than the pre-development conditions. The existing stream system will experience no
greater flooding than would have occurred before development took place. However,
longer duration flows may cause some stream degradation. It should be understood that
detention and retention basins generally do not decrease the volume of runoff, but do
decrease the rate of runoff. This practice applies to sites where the physical conditions
are conducive to constructing an embankment, emergency spillway, a storage area and a
structural outlet system.

e Diversions intercept and divert water from areas where it is in excess to sites where it
can be used or disposed of safely.

Diversions are used to:

e Divert runoff from highly erodible areas where the runoff is damaging
property, causing erosion, or interfering with the establishment of
vegetation;

e Divert surface flow and subsurface flow away from steeply sloping

land;



Stone lined infiltration trenches provide temporary storage of runoff in the void spaces
around the stone and allows the stored runoff to infiltrate into the surrounding soil. This
practice applies to sites where the soils are sufficiently permeable to provide a reasonable
rate of infiltration. The water table and bedrock must be lower than the design depth of
the trench. This practice is not recommended where runoff water contains a high
percentage of suspended materials, oils and greases unless measures are taken to remove
them before they reach the trench.

An extended detention dry basin is used to reduce peak discharges from a given storm
event by controlling the release rate and to improve water quality by removing pollutants
from runoff. This practice applies to sites where the physical conditions are conducive to
constructing an embankment, emergency spillway, a storage area, and a designed outlet
system.

A dry well is similar to an infiltration trench. It provides temporary storage of runoff in
the constructed chamber and/or in the void spaces in the aggregate, and allows the stored
runoff to infiltrate into the soil. This practice applies to sites where the soils are
sufficiently permeable to provide a reasonable rate of infiltration. Both the water table
and bedrock must be lower than the design depth of the well. This practice is not
recommended where runoff water contains high concentrations of sediment, oils, greases,
and floatable organic materials unless measures are taken to remove them before they
reach the well. Dry wells are generally used to store runoff from roof top areas; however,
they can be used to provide storage and infiltration from catch basins where conditions
permit.

A level spreader changes concentrated flow into sheet flow and then outlets it onto stable
areas without causing erosion. An example would be at the outlet of a diversion or a
waterway. The level spreader is used where it can be constructed on undisturbed soils,
where the area directly below the spreader is stabilized by existing vegetation, where the
water will not re-concentrate immediately below the spreader, and where there is at least
100 feet of vegetated area between the spreader and surface water.

Rock riprap protects soil from erosion due to concentrated runoff. It is used to stabilize
slopes that are unstable due to seepage. It is also used to slow the velocity of

concentrated runoff which in turn increases the potential for infiltration. Rock riprap can



be used at the outlets of pipes and constructed channels where the velocity of flow from
these structures exceeds the capacity of the downstream area to resist erosion. Rock
riprap can be used for wave protection on lakeshores and beaches. The practice can be
used for storm drain outlets, in channels, in roadside ditches, on unstable slopes, at the
top of slopes, and for drop structures.
A vegetated filter strip improves water quality by removing sediment, nutrients, and
other pollutants from runoff as it flows through the filter strip. Some of the sediment and
pollutants are removed by filtering, absorption, adsorption and settling as the velocity of
flow is reduced. This practice applies to any site where adequate vegetation can be
established and maintained. Vegetative filter strips can be used effectively:

1. Surrounding stormwater management infiltration practices to reduce the sediment

load delivered to the structures;
2. Adjacent to all water courses such as waterways and diversions and water bodies
such as streams, ponds, and lakes;

3. At the outlets of stormwater management structures; or

4. Along the top of and at the base of slopes.
Vegetated swales improve water quality by treating and removing pollutants from
stormwater runoff, increasing infiltration, and reducing potential erosion from the
discharge of runoff. This practice applies to all sites where a dense stand of vegetation
can be established and where either a stable outlet exists or can be constructed as a
suitable conveyance system to safely dispose of the runoff flowing from the swale. The
swale can be used by itself or in combination with other stormwater management and/or
erosion and sediment control practices to achieve the water quality improvement or flood

peak reduction desired.
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Erosion Control for Construction in the Protected Shoreland Buffer Zone
EROSION IS A SERIOUS PROBLEM

Erosion is the process by which soil is carried by water or wind. When water carries
soil into a waterbody, it not only fills in the waterbody but contributes nutrients that
algae and aquatic weeds need to grow. When vegetation is removed or ground is
disturbed, erosion accelerates, overloading the waterbody with nutrients and
sediment. This can often contribute to excessive algae and aquatic weed growth,
reducing the clarity and quality of the water.

Erosion at construction sites is a leading cause of water quality problems in New
Hampshire waterbodies. Soils become vulnerable to erosion when construction

activity removes or disturbs vegetative cover. These vegetative covers shield soil
surface from the impact of rain, reduce the velocity of runoff, maintain the soil's
capacity to absorb water, and hold soil particles in place. By limiting and phasing
vegetation removal during construction, soil erosion can be significantly reduced.

The New Hampshire Comprehensive Shoreland Protection Act (CSPA) was passed to
protect New Hampshire's lakes, ponds, rivers, and estuaries. The CSPA requires that
any excavation or earth moving in protected shoreland must have appropriate
erosion and sedimentation controls in accordence with the Alteration of Terrain
Program (RSA 485-A:17 and Env-Ws 415). This fact sheet explains some methods
to limit erosion during construction within the protected shoreland.

Problems caused by sediment include:

Lower Property Values: Property values may decline when a lake, pond or stream
fills with sediment. Shallow areas encourage weed growth and create boating
hazards.

Poor Fishing: Muddy water drives away fish like chain pickerel that rely on sight to
feed. As it settles, sediment smothers gravel beds where fish like smallmouth bass
find food and lay their eggs.

Nuisance Growth of Weeds and Algae: Sediment carries nutrients that feed algae
and aquatic weeds.

Loss of Tourism: Shallow, mucky lakes, ponds and streams are not attractive to
tourists or local residents.

Local Tax Impacts: Cleaning up sediment in streets, sewers and ditches adds extra
costs to local government budgets.

7/14/2005



Erosion Control for Construction in the Protected Shoreland Buffer Zone Page 2 of 6

PREVENTING EROSION IS EASY

Erosion control is important to protect the quality of New Hampshire's public waters.
The materials needed are easy to find and are relatively inexpensive: hay bales or
silt fence, stakes, mulch, gravel, and grass seed.

Putting these materials to use is a straight forward process. Only a few controls are
needed on most sites.

Silt Fence or Hay Bales: These are used to trap sediment on the down slope side of
the lot. Proper installation is the key to success.

Hay/Straw Mulch: This is used to cover disturbed soil and prevent erosion,
promotes seed growth.

Temporary Diversions: These structures route clean water from up slope areas
around the site.

Soil Pile Location: Locate erodable materials away from any roads or waterways.
Gravel Drive: Use gravel to limit the tracking of mud onto streets. Use of geotextiles
under gravel stops pumping of gravel into underlying sediment and saves on
maintenance.

Cleanup: Reclaim sediments that are carried off site by vehicles or storms.
Downspout Extenders: These prevent erosion from roof runoff and safe outlets to
prevent scour. Vegetation, stone basins, and level spreaders are useful in outlet

protection.

Vegitation: Preserving existing trees and vegetation where possible to prevent
erosion.

Revegetation: Replant and seed sites as soon as possible with natural or native
species. Do not underestimate the success of frost seeding and mulch as an
alternative to leaving a slope bare until spring planting season.

HAY BALE OR SILT FENCE
Put up before any other work is done.

Install on down slope side(s) of site with ends extended up side slopes a short
distance.

Place parallel to the contour of the land to allow water to pond behind the fence.

Entrench 4 inches deep (see back page). Stake (2 stakes per hay bale or 1 stake
every 3 feet for silt fence).

Leave no gaps between hay bales or sections of silt fence.

Inspect and repair once a week and after every ¥z inch rain. Remove sediment if
deposits reach half the fence height,
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Maintain until lawn is established or soil is stable.
HAY/STRAW MULCH

Place sufficient amount on disturbed soils as soon as possible so that surface of soil
is not visible.

On small areas hold mulch by wetting, stakes, or string.
Required for seeding outside normal seeding season.
TEMPORARY DIVERSION OF RUNOFF

Install diversion upslope of disturbed areas where runoff is coming onto property
from upslope areas.

Should be 1 to 2 feet deep with 1 foot bottom width and 3:1 side slope.

Do not use to intercept intermittent or perennial streams or dam wetland areas.
Stabilize with erosion control matting prior to use.

Install diversions that divert runoff into vegetated areas.

SOIL PILES

Locate away from steep slopes, any downslope street, driveway, stream, lake,
wetland, ditch, or drainage way.

Temporary mulch seed such as annual rye, oats, or winter (cereal rye) is
recommended for topsoil piles.

Slash piles are not allowed within 50 feet of the reference line of any waterbody.
GRAVEL DRIVE
Install a single access drive using 2 to 3 inch aggregate.

Lay gravel 6 inches deep and 7 feet wide from the foundation to the street (or 50
feet if less).

Use to prevent tracking dirt onto the road by all vehicles.
Maintain throughout construction.
SEDIMENT CLEANUP

By the end of each work day or after a storm, sweep or scrape up soil tracked onto
the road or use a gravel buffer strip between construction site and paved road.

DOWNSPOUT EXTENDERS
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Ground gutters (lined outlets on the ground under the dripeaves) work well also.
Highly recommended for sites with steep slopes.

The key to either system is an adequately protected outlet.

Install as soon as gutters and downspouts are completed.

Route water to a vegetated area.

Maintain until lawn is established or soil is stable.

REVEGETATION

Seed, sod or mulch bare soil as soon as possible.

Replant with native or naturalized species.

If using light mulch (prone to wind movement), use a tuckifier or krimp by tracking
with a bulldozer to keep mulch in place.

Erosion control blankets, although more costly, are extremely effective and can be
purchased already impregnated with seed.

SEEDING AND MULCHING
Spread 6 inches of topsoil.

Fertilizer cannot be used within 25 feet of public waters. Plant a buffer that does not
require fertilizers.

Twenty-five feet beyond the reference line, low phosphate, slow release nitrogen
fertilizer or limestone, may be used on lawns or areas with grass.

TIMING IS CRUCIAL

Fertilization should not be done until vegetation has germinated. If site is fertilized
in winter and planted in spring, all value of fertilizer will have leached by the time of
planting.

Seed with an appropriate mix for the site (see table).

Rake lightly to cover seed with 1/4" of soil. Roll lightly.

Mulch with hay or straw (70-90 Ib. or one bale per 1000 sq. ft.).Tack mulch if prone
to wind erosion.

Anchor mulch by punching 2 inches into the soil with a dull, weighted disk or by
using netting or other measures on steep slopes.

Water gently every day or two to keep soil moist. Less watering is needed once
grass is 2 inches tall. (This is when fertilizer should be applied.)
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SODDING
Spread 6 inches of topsoil and lightly water the soil.
Lay sod. Tamp or roll lightly.

On slopes, lay sod starting at the bottom and work toward the top. Peg each piece
down in several places.

Initial watering should wet soil 6 inches deep (or until water stands 1 inch deep in a
straight-sided container). Then water lightly every day or two for 2 weeks.

If construction is completed after September 15, seeding or sodding may be
delayed. Applying mulch or temporary seed (such as rye or winter rye) is
recommended if weather permits. Hay bales or silt fences must be maintained until
final seeding or sodding is completed in the spring (by June 1) or until all soils are
stable.

PRESERVING EXISTING VEGETATION
Wherever possible, preserve existing trees, shrubs, and other vegetation.

To prevent root damage, do not grade, place soil piles, or park vehicles near trees
marked for preservation,

Use top diameter of canopy as guideline to root width.

Under the Shoreland Protection Act, stumps cannot be removed within 50 feet of
the reference line.

Place plastic mesh or snow fence barriers around trees to protect the trees and the
area directly below their branches-using canopy diameter as the guideline for
distance from the trunk needing protection.

Seed Seeding Rates Seeding Rates Recommended
(Lbs./1000sq.ft.) | (Lbs/Ac.) Seeding Dates

i 2.6 112(2.0bu) ?éifl:)lo/l

Oats 2 80(2.5bu) gﬁ;_m 8/15-

2323255 1 40(1.0bu) 4/1-6/1

;33122' 0.7 30(1.5bu) g;;;/ 18/15-

Published by the New Hampshire

Department of Environmental Services
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Compliance and Enforcement (603) 271-6876
NH Wetlands Bureau (603) 271-2147
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Appendix Seven

Powerpoint Slideshow: Minimizing the Impact of Development
on Water Resources
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